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reflectances or assumed characteristics may affect the actual performance of the luminaries.
Based on the factors, Harris Manufacturing, Inc. can not guarantee these results.

CONFIDENTIAL INFORMATION Please Note: This data is based upon certain specific assumed
reflectances and characteristics of the proposed environment. Any deviation from these

Harris Lighting

DescriptionPart NumberQty
BOM Schedule

HW-HID-PLL-400MOUNT

4035 Reynolds Blvd
Green Cove Springs, FL 32043
Tel: (904) 284-1220 x262
Email: bhartt@harrislighting.com

Menasha, WI

MFHID-WPF-70MH
7
7
7

Single Tenon Mounting Bracket

Dollar General - Rev 1

7 HW-HID-PLL-SBL16 Backlight Shield for PLL

70W Full Cutoff Wall Packs6
MFHID-PLL-100MH 100W Parking Lot Lighting ***NOTE: DO NOT tilt fixtures up, keep at 0 degree horizontal plane.

HW-HID-15POLE4 15' Parking Lot Pole

Luminaire Schedule
Symbol Qty Label Description Arrangement Lumens LLF

Calculation Summary
Label CalcType

6 MFHID-WPF-70MH 70W Full Cutoff Wall Pack SINGLE 5300 0.940

Units Avg

7 MFHID-PLL-100MH SBL 100W Parking Lot Lighting w. SBL

Max

SINGLE 7600 0.940
1

Min Uniformity Ratio
Canopy CalcPts Illuminance Fc 8.51

Canopy Strips Strip SINGLE

11.9 5.6 1.52
Parking Lot CalcPts Illuminance Fc 2.31

2900 0.940

4.7 0.5 4.62
Site CalcPts Illuminance Fc 0.10 4.5 0.0 N.A.
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CONFIDENTIAL INFORMATION Please Note: This data is based upon certain specific assumed
reflectances and characteristics of the proposed environment. Any deviation from these
reflectances or assumed characteristics may affect the actual performance of the luminaries.
Based on the factors, Harris Manufacturing, Inc. can not guarantee these results.

Harris Lighting

Email: bhartt@harrislighting.com

4035 Reynolds Blvd
Green Cove Springs, FL 32043
Tel: (904) 284-1220 x262

Menasha, WI
Dollar General - Rev 1

Luminaire Location Summary
Label Fix. Ht. Orient Tilt
Canopy Strips 10 135 0
MFHID-WPF-70MH 16.5 90 0
MFHID-PLL-100MH SBL 15 270 0
MFHID-PLL-100MH SBL 15 270 0
MFHID-PLL-100MH SBL 15 270 0
MFHID-PLL-100MH SBL 15 180 0
MFHID-PLL-100MH SBL 15 180 0
MFHID-PLL-100MH SBL 15 90 0
MFHID-PLL-100MH SBL 15 0 0
MFHID-WPF-70MH 16.5 0 0
MFHID-WPF-70MH 16.5 90 0
MFHID-WPF-70MH 16.5 90 0
MFHID-WPF-70MH 16.5 90 0
MFHID-WPF-70MH 16.5 90 0
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4035 REYNOLDS BLVD  .  GREEN COVE SPRINGS  .  FL  32043  .  (800) 331-2216  .  HARRISLIGHTING.COM 

12” Full Cutoff Parking Lot  
Fixture  
MFHID-PLL 

Parking areas, entrances, walkways, loading docks, or 
recreation areas. 

Application 

Harris standard terms and conditions apply. 
Warranty 

Sensors (See available options) 
Options 

Body: Sturdy die-cast aluminum housing and frame, 
with dark-bronze polyester powder-coat finish.  
 
Lens: Tempered-glass lens, thermal-shock and impact 
resistant.  
 
Reflector: Formed anodized aluminum reflector.  
 
Ballast: Quad-tap CWA ballast. 
 
Mounting: 2-3/8”inch adjustable slip fitter.  
 
Listing: UL Listed for wet location. 

Construction 

 

Features 
• Full Cutoff at 0 degree horizontal plane. 

• Anodized aluminum reflector with high 

efficiency and wide beam spread. 

• Quad-Tap 120 /208 / 240 / 277V Ballast 

• Size: 12” square x 5” deep 

• Factory supplied lamps are  available in 

various CRI ratings, temperature colors  

 and rated life 

• Photo sensor compatible. 

Ordering Information  
Use the Flow chart below to configure  the part number. Actual part number may 
vary due to configuration. 

Type  
Parking Lot Lighting Fixture MFHID-PLL 

Number of Lamps Req’d 
 
50MH  -  1-50W Metal Halide    
70MH  -  1-70W Metal Halide    
100MH - 1-100W Metal Halide    
175MH - 1-175W Metal Halide    

 

Electrical 
UL listed wire rated for required temperature and  
voltage. Lamps is secured with Mogul Base. 

Body Color 
Blank - Bronze 

 

Options 
See Option Sheet 



12” Wall Pack Full Cutoff 
MFHID-WPF 

Parking areas, entrances, walkways, underpasses, 
loading docks, or recreation areas. 

Application 

Harris standard terms and conditions apply. 
Warranty 

Body: Heavy duty die-cast aluminum housing with 
high impact/heat resistant borosilicate glass for      
ultimate light distribution. 
 
Lens: Borosilicate glass is hinged and removable. 
Silicone rubber seal to prevent leakage from outside. 
 
Reflector: One piece anodized aluminum designed 
reflector for best light efficiency. 
 
Finish: Powder coated dark Architectural Bronze 
color. 
 
Connections: 1/2” tapped holes available for         
installing photocell (photocell optional). 

Construction 

 

Features 
• Full Cutoff Design 

• Dark Architectural Bronze Body Color 

• Factory supplied lamps are available in  

 various CRI ratings, temperature colors and 

rated  life 

• UL Listed for Wet Locations 

• Photosensor compatible 

Ordering Information  
Use the Flow chart below to configure  the part number. Actual part number may 
vary due to configuration. 

Type  
WPF Wall Pack Full Cutoff Fixture  

 

 

Number of Lamps Req’d 
50MH -  1-50W Metal Halide             100MH -    1-100W Metal Halide 
70MH -  1-70W Metal Halide    150PMH -  1-150W Pulse Start  MH 

 

MFHID-WPF 

 

 

Electrical 
UL listed wire rated for required temperature and  
voltage.  Lamps is secured with Mogul Base. 

     12” 

11.6” 
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