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November 27, 2013 
 
RE:  Special Use Permit Application for Menasha High School Addition/Renovation 
 
Dear Property Owner: 
 
The Menasha School District (MSD) has applied for a Special Use Permit for properties 
encompassing the Menasha High School Campus located at 420 Seventh Street, as identified on 
the attached map.  MSD has requested the Special Use Permit in order to undertake the 
proposed addition and renovation of Menasha High School. The property where the additions 
will be taking place is zoned R-1 Single Family Residence District which requires a Special Use 
Permit for schools, per Sec. 13-1-25(d)(13) of the City of Menasha Municipal Code. 
 
The City of Menasha Plan Commission will be considering this request at an informal public 
hearing on Tuesday, December 3, 2013 at 3:35 p.m. or shortly thereafter in the City Hall Council 
Chambers at 140 Main Street, Menasha. 
 
The City of Menasha Common Council will also be considering this request at a formal public 
hearing scheduled for Monday, December 16, 2013 at 6:00 p.m. or shortly thereafter in the City 
Hall Council Chambers, 140 Main Street, Menasha.  A copy of the notice of the Common Council 
hearing on this proposal is attached along with an area map identifying the location of the 
property. 
 
Persons interested in this matter will be given an opportunity to comment on the request; 
written comments will also be considered.  The City of Menasha is notifying you because you 
own property within one hundred (100) feet of the proposed special use, pursuant to Section 
13-1-11(d)(3) of the Municipal Code.  If you have any questions, please feel free to contact me. 
 
Sincerely, 
 
 
 
Kara Homan, AICP 
Principal Planner 
 
C: Plan Commission 
      City Clerk Galeazzi 
 



City of Menasha 
Public Hearings 

 
NOTICE IS HEREBY GIVEN that public hearings will be held by the Menasha Plan Commission and 
Common Council on an application for a Special Use Permit by the Menasha School District for the 
expansion and renovation of the Menasha High School on property located in the R-1: Single Family 
Residence District, as required by Sec. 13-1-25(d)(13) of the City of Menasha Municipal Code.  The 
proposed expansion and renovation is to take place on the Menasha High School Campus located at 420 
Seventh Street, which includes Parcel Numbers 1-00574-00, 1-00573-00, 1-00572-00, 1-00571-00, 1-
00570-00, 1-00569-00, and 1-00568-00, City of Menasha, Winnebago County, Wisconsin.  The Plan 
Commission will hold its informal public hearing on Tuesday, December 3, 2013 at 3:35 PM, or shortly 
thereafter, in the Council Chambers of Menasha City Hall located at 140 Main Street, Menasha, WI 
54952.  The Common Council will hold its formal public hearing on this matter at 6:00 PM, or shortly 
thereafter, on Monday, December 16, 2013 at the same location.  All persons interested in commenting 
on the application for this Special Use Permit are invited to attend.   
 

Deborah A. Galeazzi, WCMC 
       City Clerk 
 
Run:  Dec 1 & 9, 2013 
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Special Use Permit Location
Menasha High School
Addition/Rennovation

Parcel Numbers: 1-00574-00; 1-00573-00;1-00572-00;
1-00571-00; 1-00570-00; 1-00569-00; 1-00568-00













Interior view of new science addition looking back to the original gym  image provided by Eppstein Uhen Architects.



















Specifications
EPA: 0.7 ft2

(0.07 m2)

Length: 23-1/2”
(59.7 cm)

Width: 18-1/2”
(46.9cm)

Height: 5-7/8”
(14.9 cm)

Weight 
(max):

37 lbs
(16.8 kg)

NOTES

1 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 
Specify 120, 208, 240 or 277 options only when ordering with fusing (SF, DF 
options).

2 Also available as a separate accessory; see Accessories information at left.
3 Specifies a ROAM® enabled luminaire with 0-10V dimming capability; PER 

option required. Not available with 347 or 480V. Add’l hardware and services 
required for ROAM® deployment; call 1-800-442-6745.

4 Not available with 347 or 480V.
5 Single fuse (SF) requires 120, 277 or 347 voltage option. Double fuse (DF) 

requires 208, 240 or 480 voltage option.
6 Provides 50% dimming capability via two independent drivers, each 

operating half the luminaire. Available with MVOLT and two light engines 
only. N/A with PER, DCR, DMG, WTB or 2ELED.

7 Requires an additional switched line. 
8 Not available with BL30 or BL50.
9 Dimming driver standard. MVOLT only. Not available with WTB, UT or DCR.
10 Requires luminaire to be specified with PER option. Ordered and shipped as 

a separate line item. For 1000mA 347V or 480V PER, must order DLL127F 
1.5 JU Photocell - SSL twist-lock (120-277V) as the receptacle is wired after 
the stepdown transformer.
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CSX1 LED
LED Area Luminaire

Catalog 
Number

Notes

Type

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2012-2013 Acuity Brands Lighting, Inc.  All rights reserved. 

Hit the Tab key or mouse over the page to see all interactive elements.

Introduction

The Contour® Series luminaires offer traditional 
square dayforms with softened edges for a 
versatile look that complements many applications.

The CSX1 combines the latest in LED technology 
with the familiar aesthetic of the Contour® Series 
for stylish, high-performance illumination that lasts. 
It is ideal for replacing traditional metal halide 
in area lighting applications with typical energy 
savings of 65% and expected service life of over 
100,000 hours.

DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 10

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 10

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 10

SC U Shorting cap 10

KMA8 DDBXD U Mast arm adapter (specify finish)
SPUMBA DDBXD U Square pole universal mounting bracket 

adaptor (specify finish)
RPUMBA DDBXD U* Round pole universal mounting bracket 

adaptor (specify finish)
CSX1HS U House-side shield (includes 2 shields)
CSX1VG U Vandal guard accessory
CSX1BS U Bird-deterrent spikes accessory

Top of Pole
Template #8

0.563”

2.650”

1.325”
0.400”
(2 PLCS)

Ordering Information EXAMPLE: CSX1 LED 60C 1000 40K T3M MVOLT SPA DDBXD

CSX1 LED 60C

Series LEDs Drive current Color 
temperature Distribution Voltage Mounting Options Finish (required) 

CSX1 LED 60C 60 
LEDs

700 700 mA
1000 1000 mA 

(1 A)

40K 4000K
50K 5000K

T2M Type II

T3M Type III

T4M Type IV
T5M Type V
TFTM Forward 

throw

MVOLT 1

120 1

208 1

240 1

277 1

347

480

Shipped included
SPA Square pole 

mounting
RPA Round pole 

mounting
WBA Wall bracket 

Shipped Separately 2

SPUMBA Square pole 
universal 
mounting 
adaptor

RPUMBA Round pole 
universal 
mounting 
adaptor

Shipped installed
PER NEMA twist-lock receptacle only (no controls) 

DCR Dimmable and controllable via ROAM® (no controls) 3

DMG 0-10V dimming driver (no controls) 4

HS House-side shield 2

SF Single fuse (120, 277, 347V) 5

DF Double fuse (208, 240, 480V) 5

DS Dual switching 6, 7

WTB Utility terminal block 8

UT Utility terminal block and closing screws 8

2ELED Emergency LED secondary source (2 modules) bat-
tery pack (-20°C min. operating temperature) 

BL30 Bi-level switched dimming, 30% 7, 9

BL50 Bi-level switched dimming, 50%  7, 9

Shipped separately 2

VG Vandal guard 

BS Bird-deterrant spikes 

DDBXD Dark 
bronze

DBLXD Black
DNAXD Natural 

aluminum
DWHXD White
DDBTXD Textured 

dark 
bronze

DBLBXD Textured 
black

DNATXD Textured 
natural 
aluminum

DWHGXD Textured 
white
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For more control options, visit DTL and ROAM online.

 Tenon O.D. Single Unit 2 at 180° 2 at 90° 3 at 120° 3 at 90° 4 at 90°

2-3/8” AST20-190 AST20-280 N/A N/A N/A N/A

2-7/8” AST25-190 AST25-280 N/A AST25-320 N/A N/A

4” AST35-190 AST35-280 AST35-290 AST35-320 AST35-390 AST35-490

Tenon Mounting Slipfitter **

Visit Lithonia Lighting’s POLES CENTRAL to see our wide 
selection of poles, accessories and educational tools.

CSX1 shares a unique drilling pattern with the AERIS™ family. 
Specify this drilling pattern when specifying poles.

 DM19AS Single unit  DM29AS 2 at 90° *
 DM28AS 2 at 180°  DM39AS 3 at 90° *
 DM49AS 4 at 90° * DM32AS 3 at 120° **

Example: SSA 20 4C DM19AS DDBXD

*Round pole top must be 3.25” O.D. minimum.
**For round pole mounting (RPA) only.

http://www.lithonia.com/Micro_Webs/NightTimeFriendly/
http://www.darktolight.com/
http://www.roamservices.net/
http://www.lithonia.com
http://www.lithonia.com
http://www.lithonia.com/commercial/csx1-led.html
http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
http://polescentral.acuitybrands.com/Homepage.aspx


Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. Actual performance may differ as a result of end-user 
environment and application. Actual wattage may differ by +/- 8% when operating between 120-480V +/- 10%. Contact factory for 
performance data on any configurations not shown here.

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s CSX1 homepage. 

LEDs
Drive 

Current 
(mA)

Performance 
Package

System 
Watts

Dist. 
Type

40K (4000K, 70 CRI) 50K (5000K, 67 CRI)

Lumens B U G LPW Lumens B U G LPW

60C

(60 LEDs)

700 mA 60C 700 --K 134W

T2M 13,662 3 0 3 102 14,651 3 0 3 109

T3M 14,461 3 0 3 108 15,508 3 0 3 116

T4M 14,441 2 0 3 108 15,486 3 0 3 116

T5M 14,494 4 0 2 108 15,543 4 0 2 116

TFTM 14,643 2 0 3 109 15,703 2 0 3 117

1000 mA 60C 1000 --K 209W

T2M 17,652 3 0 3 84 19,028 3 0 3 91

T3M 18,684 3 0 3 89 20,141 3 0 4 96

T4M 18,658 3 0 4 89 20,113 3 0 4 96

T5M 18,726 5 0 3 90 20,187 5 0 3 97

TFTM 18,919 3 0 3 91 20,395 3 0 4 98

Current (A)

Number 
of LEDs

Drive Current 
(mA)

System 
Watts 120 208 240 277 347 480

60C
700 134W 1.321 0.756 0.659 0.580 0.462 0.337

1000 208W 2.068 1.198 1.056 0.943 0.764 0.605

Electrical Load

Performance Data

Photometric Diagrams

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2012-2013 Acuity Brands Lighting, Inc.  All rights reserved. 

Lumen Output
Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.99

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the CSX1 LED 60C platform 
in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and 
projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

LEGEND

0.25 fc

0.5 fc

1.0 fc

FEATURES & SPECIFICATIONS

 INTENDED USE 
The Contour Series LED area luminaire is ideal for streets, walkways, parking lots, and surrounding 
areas that call for high-performance LED lighting in a transitional dayform.

 CONSTRUCTION 
Single-piece die cast housing has a unique flow-through design that allows for optimized thermal 
management through convective cooling. A metallic screen covers the top of the housing, 
preventing debris build-up while allowing natural cleaning of the heat sinks. Modular design 
allows for ease of maintenance and future light engine upgrades. The LED driver and electronics 
are thermally isolated from the light engine(s), ensuring long life. Housing is completely sealed 
against moisture and environmental contaminants. 

 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. 

 OPTICS 
Precision-molded acrylic lenses provide optimal luminaire spacing and improved uniformity. 
Lenses are indexed to the circuit board to ensure consistent optical alignment and delivering 
repeatable photometric performance. Light engines are available in standard 4000K (70 CRI) or 
optional 5000K (67 CRI) configurations. The CSX1 has zero uplight and qualifies as a Nighttime 
FriendlyTM product, meaning it is consistent with the LEED® and Green GlobesTM criteria for 
eliminating wasteful uplight.

 ELECTRICAL 
Light engines consist of 60 high-efficacy LEDs mounted to metal-core circuit boards to 
maximize heat dissipation and promote long life (100,000 hrs at 40°C, L70). Class 1 electronic 
driver designed to have a power factor >90%, THD <20%, with an expected life of 100,000 
hours with <1% failure rate. Easily-serviceable surge protection device meets a minimum 
Category C Low operation (per ANSI/IEEE C62.41.2).

 INSTALLATION 
Integral arm provides easy installation to a pole and assists in alignment and leveling. Secure 
connection withstands up to 3.0 G vibration load rating per ANSI C136.31. The CSX1 utilizes 
the AERIS™ series pole drilling pattern for SPA and RPA options;  wall mounting bracket also 
available. Available mast arm adapter accessory accepts horizontal tenons up to 2-3/8” O.D. 

 LISTINGS 
CSA Certified to U.S. and Canadian standards.  Light engines and luminaire are IP66 rated. 
U.S. Patent No. D632830. U.S. Patent No. D653,382 S.

 WARRANTY 
Five year limited warranty. Full warranty terms located at www.acuitybrands.com/
CustomerResources/Terms_and_conditions.aspx

 Note: Specifications subject to change without notice.

Isofootcandle plots for the CSX1 LED 60C 1000 40K. Distances are in units of mounting height (20’).
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Rev. 10/17/13

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.94 0.90 0.83

www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
http://www.lithonia.com
http://www.lithonia.com
http://www.lithonia.com/commercial/csx1-led.html


Specifications

Height: 7-1/8”
(29.2 cm)

Width: 16-3/8”
(41.6cm)

Depth: 9-5/16”
(23.6 cm)

Weight 
(max):

30 lbs
(13.6 kg)

CSXW LED

  Series LEDs Drive current Color temperature1 Distribution Voltage Mounting Options Finish (required)

CSXW LED 30C 30 LEDs 700 700 mA
1000 1000 mA

40K 4000K
50K 5000K

T2M Type II, 
medium

T3M Type III, 
medium

T4M Type IV, 
medium

TFTM Type 
forward 
throw, 
medium

MVOLT 2

120 2 
208 2 

240 2 

277 2 

347 3

480 3

Shipped included
(blank) Surface mount

Shipped separately

BBW Surface-
mounted back 
box (for conduit 
entry) 4

Shipped installed
PE Photoelectric cell, 

button type 5, 6

DMG 0-10V dimming driver 
(no controls)

SF Single fuse (120, 277, 
347V) 7

DF Double fuse (208, 240, 
480V) 7

Shipped separately 4

VG Vandal guard
WG Wire guard

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural 

aluminum
DWHGXD Textured white

1-3/4” 
DIA.

4-7/16”
2-7/32”

 

1-1/2”
 3”

For use with
1/4” fasteners

NOTES

1 Configured with 4000K (/40K) provides the shortest 
lead times. Consult factory for 5000K (/50K) lead 
times.

2 MVOLT driver operates on any line voltage from 120-
277V (50/60 Hz). Specify 120, 208, 240 or 277 options 
only when ordering with fusing (SF, DF options) or 
photocontrol (PE option).

3 Available with 700 mA options only (30C 700).
4 Also available as a separate accessory; see 

Accessories information at left.
5 Photocontrol (PE) requires 120, 208, 240, 277  or 347 

voltage option. 
6 Must be ordered with fixture; cannot be field 

installed.
7 Single fuse (SF) requires 120, 277 or 347 voltage 

option. Double fuse (DF) requires 208, 240 or 480 
voltage option.

CSXWBBW DDBXD U  Back box accessory (specify finish)
CSXWWG U Wire guard accessory
CSXWVG U Vandal guard accessory

Accessories
Ordered and shipped separately. 

Mounting Detail

CSXW LED
LED Wall Luminaire

Ordering Information EXAMPLE: CSXW LED 30C 700 40K T3M MVOLT DDBXD

Catalog 
Number

Notes

Type

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2012-2013 Acuity Brands Lighting, Inc.  All rights reserved. 
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Introduction

The Contour® Series luminaires offer traditional 
square dayforms with softened edges for a 
versatile look that complements many applications.

The CSXW LED combines the latest in LED 
technology with the familiar aesthetic of the 
Contour® Series for stylish, high-performance 
illumination that lasts. It is ideal for replacing 100-
400W metal halide in wall-mounted applications 
with typical energy savings of 80% and expected 
service life of over 100,000 hours.
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http://www.lithonia.com
http://www.lithonia.com
http://www.lithonia.com/Micro_Webs/NightTimeFriendly/
http://www.lithonia.com/commercial/csxw-led.html?pt=Outdoor
http://www.lithonia.com/Micro_Webs/ArchitecturalColors/


LEDs
Drive 

Current 
(mA)

Performance 
Package

System 
Watts

Dist. 
Type

40K
(4000K, 70 CRI)

50K
(5000K, 67 CRI)

Lumens B U G LPW Lumens B U G LPW

30C

(30 LEDs)

700 mA 30C 700 --K 69W

T2M 6,695 2 0 2 97 7,183 2 0 2 104

T3M 7,068 2 0 2 102 7,582 2 0 2 110

T4M 7,017 2 0 2 102 7,528 2 0 2 109

TFTM 7,158 2 0 2 104 7,679 2 0 2 111

1000 mA 30C 1000 --K 104W

T2M 8,868 2 0 2 85 9,560 2 0 2 92

T3M 9,361 2 0 2 90 10,091 2 0 2 97

T4M 9,293 2 0 2 89 10,018 2 0 2 96

TFTM 9,481 2 0 2 91 10,220 2 0 2 98

Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. Actual performance may differ as a result of end-
user environment and application. Actual wattage may differ by +/- 8% when operating between 120-480V +/- 10%. Contact 
factory for performance data on any configurations not shown here.

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s CSXW homepage. 

Performance Data

Photometric Diagrams

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2012-2013 Acuity Brands Lighting, Inc.  All rights reserved. Rev. 10/17/13

Lumen Output

Isofootcandle plots for the CSXW LED 30C 1000 40K. Distances are in units of mounting height (20’).

Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Current (A)

Number 
of LEDs

Drive Current 
(mA)

System 
Watts 120 208 240 277 347 480

30C
700 70W 0.695 0.412 0.367 0.331 0.247 0.186

1000 104W 1.034 0.599 0.528 0.472 0.382 0.302

Electrical Load

Ambient Lumen Multiplier
0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.99

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the CSXW LED platform in 
a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and 
projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.94 0.91 0.85

LEGEND

0.25 fc

0.5 fc

1.0 fc

FEATURES & SPECIFICATIONS

 INTENDED USE 
The Contour Series Wall LED luminaire is ideal for commercial building mounted applications from 
over-the-door to 20 ft mounting heights.

 CONSTRUCTION 
Rugged, die-cast, single-piece aluminum housing. Unique flow-through design for optimized 
thermal management. Modularity allows for ease of maintenance and potential for future system 
upgrades. Metallic screen covers the top of the housing, preventing debris build-up while allowing 
for air flow. Housing is completely sealed against moisture and environmental contaminants.

 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. 

 OPTICS 
Precision-molded acrylic lenses provide optimal luminaire spacing and improved uniformity. 
Lenses are indexed to the circuit board to ensure consistent optical alignment and delivering 
repeatable photometric performance. Light engines are available in standard 4000K (70 CRI) or 
optional 5000K (67 CRI) configurations. The CSXW has zero uplight and qualifies as a Nighttime 
FriendlyTM product, meaning it is consistent with the LEED® and Green GlobesTM criteria for 
eliminating wasteful uplight.

 ELECTRICAL 
Light engine consists of 30 high-efficacy LEDs mounted to a metal-core circuit board to 
maximize heat dissipation and promote long life (100,000 hrs at 40°C, L70). Class 1 electronic 
driver has a power factor >90%, THD <20%, and has an expected life of 100,000 hours with 
<1% failure rate. Easily-serviceable surge protection device meets a minimum Category C 
Low operation (per ANSI/IEEE C62.41.2).

 INSTALLATION 
Universal mounting mechanism with integral mounting support allows fixture to hinge down. 
Bubble level provides correct alignment with every installation. 

 LISTINGS 
CSA Certified to U.S. and Canadian standards.  Light engine is IP66 rated.  Luminaire is IP65 
rated.

 WARRANTY 
Five year limited warranty. Full warranty terms located at www.acuitybrands.com/
CustomerResources/Terms_and_conditions.aspx.

 Note: Specifications subject to change without notice.

Te
st

 N
o

. L
TL

10
71

90
P0

 t
es

te
d

 in
 a

cc
o

rd
an

ce
 

w
ith

 IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

4 3 2 1 0 4321

Te
st

 N
o

. L
TL

10
71

89
P0

 t
es

te
d

 in
 a

cc
o

rd
an

ce
 

w
ith

 IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

4 3 2 1 0 4321

Te
st

 N
o

. L
TL

10
71

85
P0

 t
es

te
d

 in
 a

cc
o

rd
an

ce
 

w
ith

 IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

4 3 2 1 0 4321

Te
st

 N
o

. L
TL

10
71

88
P0

 t
es

te
d

 in
 a

cc
o

rd
an

ce
 

w
ith

 IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

44 3 2 1 0 321

T2M T3M T4M TFTM

CSXW-LED

http://www.lithonia.com
http://www.lithonia.com/commercial/csxw-led.html?pt=Outdoor
http://www.lithonia.com
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
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