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SECTION I - Material Identity

Item Name                               
Part Number/Trade Name                  PL-200 CONSTRUCTION ADHESIVE
National Stock Number                   8040013162252
CAGE Code                               51405
Part Number Indicator                   A
MSDS Number                             193517
HAZ Code                                B

SECTION II - Manufacturer's Information

Manufacturer Name                       OSI SEALANTS, INC 
Street                                  7405 PRODUCTION DR
City                                    MENTOR
State                                   OH
Country                                 US
Zip Code                                44060
Emergency Phone                         800-424-9300/703-527-3887
Information Phone                       440-255-8900 (FAX 440-974-8358)

MSDS Preparer's Information

Date MSDS Prepared/Revised              15OCT02
Active Indicator                        Y

Alternate Vendors



PL-200 CONSTRUCTION ADHESIVE

http://www.emedco.info/rtk/common/wcd00031/wcd0314a.htm[2/4/2014 3:15:35 PM]

SECTION III - Physical/Chemical Characteristics

Boiling Point                           180-270 F
Vapor Pressure                          29
Vapor Density                           >AIR
Specific Gravity                        1.215
Solubility in Water                     INSOLUBLE
Percent Volatiles by Volume             30
Chemical pH                             NA
Container Type                          R
Container Pressure Code                 1
Temperature Code                        4
Product State Code                      L

SECTION IV - Fire and Explosion Hazard Data

Flash Point                             21
Flash Point Method                      TCC
Lower Explosion Limit                   1
Upper Explosion Limit                   6
Extinguishing Media                     CARBON DIOXIDE, DRY CHEMICAL, FOAM. USE WATER

FOG TO COOL MATERIAL IN VICINITY OF FIRE
Special Fire Fighting Procedures        USE SCBA W/ FULL FACEPIECE OPERATED IN

PRESSURE DEMAND W/ FULL PROTECTIVE EQUIPMENT
Unusual Fire/Explosion Hazards          ANY CLOSED CONTAINER MAY RUPTURE WHEN EXPOSED

TO EXTREME HEAT. SOLVENT VAPORS ARE HEAVIER
THAN AIR & TRAVEL ALONG THE GROUND. VAPORS
GIVEN OFF ARE FLAMMABLE & MAY BE IGNITED IN
AIR EXPLOSIVELY 

SECTION V - Reactivity Data

Stability                               YES
Stability Conditions to Avoid           KEEP AWAY FROM HEAT, SPARK, OPEN FLAMES & ANY

IGNITION SOURCE 
Materials to Avoid                      STRONG OXIDIZING AGENTS
Hazardous Decomposition Products        WILL PRODUCE FUMES & SMOKE CONTAINING CARBON

DIOXIDE & CARBON MONOXIDE
Hazardous Polymerization                NO
Polymerization Conditions to Avoid      WILL NOT OCCUR

SECTION VI - Health Hazard Data

Route of Entry: Skin                    YES
Route of Entry: Ingestion               U
Route of Entry: Inhalation              YES
Health Hazards - Acute and Chronic      {EYES} CAN CAUSE IRRITATION, REDNESS, TEARING

& BLURRED VISION. {SKIN} PROLONGED OR
REPEATED CONTACT CAN CAUSE MODERATE
IRRITATION, DEFATTING, & DERMATITIS {INHALE}
MAY CAUSE NOSE OR THROAT IRRITATION. HIGH
CONCENTRATIONS MAY CAUSE ACUTE CENTRAL
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NERVOUS SYSTEM DEPRESSION(HEADACHE,
DIZZINESS, NAUSEA & CONFUSION). {INGEST} CAN
CAUSE GASTROINTESTINAL IRRITATION, NAUSEA,
VOMITING & DIARRHEA 

Carcinogenity: NTP                      NE
Carcinogenity: IARC                     NE
Carcinogenity: OSHA                     NO
Emergency/First Aid Procedures          {EYES}FLUSH EYES GENTLY W/ WATER FOR AT LEAST

15 MINUTES LIFTING EYELIDS OCCASIONALLY; GET
PROMPT MED. ATTN. {SKIN} WASH THOROUGHLY W/
SOAP & WATER; APPLY A MILD SKIN CREAM. REMOVE
CONTAMINATED CLOTHING. {INHALE} MOVE TO FRESH
AIR; IF BREATHING IS DIFFICULT GIVE OXYGEN.
GET MED. ATTN. {INGEST} DO NOT INDUCE
VOMITING. GET IMMED. MED. ATTN 

SECTION VII - Precautions for Safe Handling and Use

Steps if Material Released/Spilled      ELIMINATE ALL IGNITION SOURCES. VENTILATE
CONFINED AREAS (OPEN DOORS & WINDOWS). WEAR
APPROPRIATE PROTECTIVE CLOTHING. COVER W/
ABSORBENT. SCOOP INTO SEALABLE SAFETY
CONTAINER 

Waste Disposal Method                   DISPOSE OF FOLLOWING LOCAL, STATE & FED REGS
Handling and Storage Precautions        KEEP AWAY FROM HEAT, SPARK & FLAME. KEEP

CONTAINER CLOSED WHILE NOT IN USE. DO NOT CUT
OR BURN RECEPTICALS THAT HAVE CONTAINED A
SOLVENT BASES PRODUCT. DO NOT REUSE CONTAINER

Other Precautions                       USE ONLY IN WELL VENTILATED AREA

SECTION VIII - Control Measures

Respiratory Protection                  IF TLV OF PRODUCT IS EXCEEDED, A NIOSH/MSHA
APPROVED AIR SUPPLY RESPIRATOR 

Ventilation                             PROVIDE SUFFICIENT MECHANICAL VENT 
Protective Gloves                       RUBBER GLOVES
Eye Protection                          CHEMICAL GOGGLES OR SAFETY GLASSES
Other Protective Equipment              WEAR IMPERVIOUS CLOTHING & SHOES

SECTION IX - Label Data

Protect Eye                             NO
Protect Skin                            NO
Protect Respiratory                     NO
Chronic Indicator                       UNKNOWN
Contact Code                            UNKNOWN
Fire Code                               UNKNOWN
Health Code                             UNKNOWN
React Code                              UNKNOWN

SECTION X - Transportation Data
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SECTION XI - Site Specific/Reporting Information

Volatile Organic Compounds (P/G)        3.2126
Volatile Organic Compounds (G/L)        384.9942

SECTION XII - Ingredients/Identity Information

Ingredient #                            01
Ingredient Name                         HEPTANE
CAS Number                              142825
Percent                                 15
OSHA PEL                                400 PPM
ACGIH TLV                               400 PPM
Ingredient #                            02
Ingredient Name                         SOLVENT NAPHTHA (PETROLEUM), LIGHT ALIPH 
CAS Number                              64742898
Percent                                 15
OSHA PEL                                300 PPM
ACGIH TLV                               300 PPM
Ingredient #                            03
Ingredient Name                         BENZENE, DIMETHYL-
CAS Number                              1330207
Percent                                 2
OSHA PEL                                100 PPM
ACGIH TLV                               100 PPM
Ingredient #                            04
Ingredient Name                         *SILICA, QUARTZ (TRACE)
CAS Number                              14808607
Percent                                 0
OSHA PEL                                0.10 MG/M3
ACGIH TLV                               0.10 MG/M3
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