
It is expected that a Quorum of the Personnel Committee, Administration Committee, and Common Council will be 
attending this meeting: (although it is not expected that any official action of any of those bodies will be taken) 
 

"Menasha is committed to its diverse population. Our Non-English speaking population and those with disabilities 
are invited to contact the Menasha City Clerk at 967-3603 24-hours in advance of the meeting for the City to 
arrange special accommodations." 
 

 
CITY OF MENASHA 

Board of Public Works 
Third Floor Council Chambers 

140 Main Street, Menasha 

February 15, 2016 

6:30 PM 
or immediately following Common Council 

 

AGENDA 
 

A. CALL TO ORDER 
 

B. ROLL CALL/EXCUSED ABSENCES 
 

C. MINUTES TO APPROVE 
1. February 1, 2016 

 
D. DISCUSSION / ACTION ITEMS 

1. Recommendation to Accept City-Wide Storm Water Quality Management Plan 
(Presentation by McMahon Engineers)  

2. Recommendation to Award – Contract Unit 2016-01; Downtown Street, Walkway 
and Electrical Improvements; Mill Street, Main Street, Pedestrian Link from Broad 
Street Parking Ramp to Main Street; Vinton Construction, Inc.: $265,487.33 

3. Change Order – Vinton Construction, Inc.; Contract Unit 2016-01; Downtown 
Street, Walkway and Electrical Improvements; Mill Street, Main Street, Pedestrian 
Link from Broad Street Parking Ramp to Main Street; DEDUCT: $21,525.00 
(Change Order No. 1) 

4. Broad Street Parking Lot Access Plans 
5. Request by Woodland Developments, LLC for Application of the City’s 

Installment/Deferred Assessment Program to the Second Addition to Woodland 
Hills Development 

6. Second Development Agreement Between the City of Menasha and Woodland 
Development, LLC 

 
E. ADJOURNMENT 

 

 
 
 

http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/BPW%20Draft%20Minutes%202-1-16.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D1%20City%20Wide%20Storm%20Water.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D1%20City%20Wide%20Storm%20Water.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D2%202016-01%20Award.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D2%202016-01%20Award.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D2%202016-01%20Award.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D3%202016-01%20Change%20Order%201.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D3%202016-01%20Change%20Order%201.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D3%202016-01%20Change%20Order%201.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D3%202016-01%20Change%20Order%201.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D4%20Broad%20Street%20Parking%20Lot%20Access.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D5%20Req.%20by%20Woodland%20Dev...Installment%20Deferred.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D5%20Req.%20by%20Woodland%20Dev...Installment%20Deferred.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D5%20Req.%20by%20Woodland%20Dev...Installment%20Deferred.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D6%20Second%20Dev.%20Agree...Woodland%20Dev..pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D6%20Second%20Dev.%20Agree...Woodland%20Dev..pdf


CITY OF MENASHA 
Board of Public Works 

Third Floor Council Chambers 
140 Main Street, Menasha 

February 1, 2016 
MINUTES 

 
A. CALL TO ORDER 

Meeting called to order by Chairman Krautkramer at 9:10 p.m. 
 

B. ROLL CALL/EXCUSED ABSENCES 
PRESENT: Aldermen Spencer, Benner, Nichols, Krautkramer, Olszewski, Keehan, 
Zelinski 
EXCUSED: Alderman Taylor 
ALSO PRESENT: Mayor Merkes, CA Captain, DPW Radtke, Scott Maurer (Water Dept.), 
Clerk Galeazzi 
 

C. MINUTES TO APPROVE 
1. January 18, 2016 
Moved by Ald. Keehan seconded by Ald. Nichols to approve minutes. 
Motion carried on voice vote. 
 

D. DISCUSSION / ACTION ITEMS 
1. Recommendation to Award - 2016 Water Main Reconstruction Project M0002-9-15-

00685-A; Grandview Avenue, Ninth, Racine, Sixth, Milwaukee, Fourth, Broad/Barlow 
Streets and Island Water Tower-Ahnaip Street; Donald Hietpas & Sons, Inc.; 
$921,465.00 (Menasha Utilities)     

Scott Maurer, Water Department Foreman, explained the water main replacement will be  
done before the street reconstruction.  
 

Moved by Ald. Zelinski seconded by Ald. Keehan to recommend to Common Council 
Recommendation to Award, 2016 Water Main Reconstruction Project M0002-9-15- 
00685-A, Grandview Avenue, Ninth, Racine, Sixth, Milwaukee, Fourth, Broad/Barlow 
Streets and Island Water Tower-Ahnaip Street to Donald Hietpas & Sons, Inc. for 
$921,465.00 (Menasha Utilities) 
Motion carried on roll call 7-0. 
 

2. Recommendation to Award - 2016 Water Main Reconstruction Project M0002-9-15-
00685-B; Third Street / Brighton Drive; Advance Construction, Inc.; $99,185.00 
(Menasha Utilities) 

DPW Radtke explained this project is tied to the Third Street Bridge Replacement project.  
 

Mr. Maurer explained the water main will need to be moved out of the way for the bridge 
project. 
 

Moved by Ald. Zelinski seconded by Ald. Keehan to recommend to Common Council 
Recommendation to Award, 2016 Water Main Reconstruction Project M0002-9-15-
00685-B, Third Street/Brighton Drive to Advance Construction, Inc. for $99,185.00 
(Menasha Utilities) 
Motion carried on roll call 7-0. 

 

E. ADJOURNMENT 
Moved by Ald. Keehan seconded by Ald. Olszewski to adjourn at 10:05 p.m. 
Motion carried on roll call 7-0. 
 
Deborah A. Galeazzi, WCMC 
City Clerk 

DRAFT

http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/BPW%20Draft%20Minutes%201-18-16.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D1%20Rec%20to%20Award%20MU%20A.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D1%20Rec%20to%20Award%20MU%20A.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D1%20Rec%20to%20Award%20MU%20A.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D1%20Rec%20to%20Award%20MU%20A.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D2%20Rec%20to%20Award%20MU%20B.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D2%20Rec%20to%20Award%20MU%20B.pdf
http://www.cityofmenasha-wi.gov/COM/Public_Works/Board_of_Public_Works/2016/Item%20D2%20Rec%20to%20Award%20MU%20B.pdf




               

 
  

Cit
Qu
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DEC
 
McM
 
NAV

 

Sto
                   

y-Wide
uality M

CEMBER 1, 20

M. No. M0001-

V:PTK:car 

ormwa
                   

e Storm
Manage

15 

-9-13-00563 

ater M
                   

water 
ement P

 
 
 
 
Prep
 

CIT
CAL

Mana
                   

 
 
 
 

Plan 

pared For The

TY OF M
UMET & WIN

agem
                   

e 

MENASH
NNEBAGO CO

ment P
                   

HA 
OUNTIES, WIS

Plan 
                   

SCONSIN 

                   

 

              



 
 
 
 
 

  
C
Q
 
 
 

 

 
 

 

D
M
 

 
TABLE O
 
1.0 IN

2.0 O

3.0 N

4.0 T

5.0 P

6.0 IM

 
APPEND
 
Appendix
Appendix
Appendix
 
 
 
 
 
 
 
 
ID\REPORT\M

 

S
 
 

City-Wide
Quality M

DECEMBER 1,
McM. No. M00

OF CONTE

NTRODUCT

OVERVIEW O

NR 151 POLL

TMDL POLLU

POLLUTANT

MPLEMENT

DICES 

x A Basel
x B Water
x C BMP C

M0001\9-13-00563\

Stormw

e Stormwa
Managem

, 2015 
001-9-13-005

ENTS 

TION 

OF STUDY 

LUTANT AN

UTANT ANA

T REDUCTIO

TATION & RE

ine Pollutan
r Quality Res
Cost Analys

\SWMP-CityWideS

water M

ater 
ment Plan

Prepare

CITY
CALUM

563 

AREA 

NALYSIS 

ALYSIS 

ON ANALYS

ECOMMEND

t Load & Yie
sults 

sis & Concep

SWQualityManagem

Manag

n 

ed For The 

Y OF MEN
ET & WINNE

SIS 

DATIONS 

eld Rankings

ptual Drawin

mentPlan.docx 

gemen

NASHA 
BAGO COUN

s  

ngs 

nt Plan

NTIES, WISCO

n 

ONSIN 



City-Wide S

CITY OF M

 
 
 
 
 

  
C
Q
 
 
 

 

 
 

 

D
M

 
 

1.0 IN
 

A

Q

P

as

 

Th

w

in

D

M

re

p

 

R

 

Th

re

re

 

S
 

Stormwater Qua

MENASHA | Calu

 
City-Wide
Quality M

DECEMBER 1,
McM. No. M00

NTRODUCT

t the request

Quality  Manag

lanning  (UNP

ssist with pre

he purpose o

with Wisconsin

n  receiving w

ischarge Perm

Municipal  Sto

egulate discha

oint source p

elationship t

his  Stormwat

ecommendat

esource mana

Stormw

ality Managemen

umet & Winneba

e Stormwa
Managem

, 2015 
001-9-13-005

TION 

t of the City o

gement  Plan

PS&SW) Gran

eparation of th

of the plan is 

n Administrat

waters.    Pursu

mit from the 

rmwater  Dis

arges from m

ollution.   

o Other Plan

ter Quality M

ions  containe

agement plan

water M

nt Plan 

ago Counties, W

ater 
ment Plan

Prepar

CITY
CALUM

563 

f Menasha, M

n.    The  City

nt  from  the W

he plan.   

to provide th

tive Code NR

uant  to NR  2

WDNR on O

scharge  Perm

municipal sepa

s 

Management 

ed  in  severa

ns include the

Manag

Wisconsin 

n 

red For The 

Y OF MEN
MET & WINNE

McMAHON pr

obtained  an

Wisconsin De

he City with t

R 216 stormw

216,  the  City

ctober 13, 20

mit  on  May  7

arate storm s

Plan  complim

l  existing  res

e following: 

gemen

Sto

NASHA 
EBAGO COU

repared the f

  Urban  Non

epartment of 

he long‐term

water regulati

obtained  a 

006.  The WD

7,  2014.  The

sewer system

ments  and  is

source mana

nt Plan

ormwater M
 

NTIES, WISCO

ollowing City

point  Source

Natural Reso

m guidance ne

ions and imp

WPDES Mun

DNR renewed

e  purpose  of

s (MS4) and 

s  part  of  effo

agement  plan

n 

Management

ONSIN 

y‐Wide Stormw

e  and  Stormw

ources  (WDN

ecessary to co

rove water q

nicipal  Stormw

d the City’s W

f  the  permit 

reduce urban

orts  to  imple

ns.    These  re

t Plan  

Page 1 

water 

water 

NR)  to 

omply 

quality 

water 

WPDES 

is  to 

n non‐

ement 

elated 



Stormwater Management Plan  
City-Wide Stormwater Quality Management Plan  

CITY OF MENASHA | Calumet & Winnebago Counties, Wisconsin Page 2 

  The  Lower  Green  Bay  Remedial  Action  Plan  (RAP)  recommends  50%  total  phosphorus 

reduction  for  the Green Bay Area of Concern.   The RAP  also  recommends  a  reduction  in 

other urban stormwater pollutants such as sediment, heavy metals, toxics, and bacteria. The 

RAP was finalized by WDNR in 1993.  The RAP recommends that municipalities develop and 

implement  programs  for  construction  site  erosion  control,  post‐construction  stormwater 

management, illicit discharges, and shoreland / wetland zoning.  The RAP also recommends 

that municipalities develop  and  implement programs  that preserve,  restore  and  enhance 

environmental  corridors,  shoreline  buffers,  wetlands,  habitat,  and  public  access  for 

shoreline fishing, boating and other water‐based recreation.  To meet these goals, the RAP 

recommends  planning  and  implementation  of  best  management  practices  to  reduce 

nonpoint source pollutants.   The RAP also recommends that municipalities seek  innovative 

and alternative ways to achieve nonpoint source goals.   

 

  The Total Maximum Daily Load  (TMDL) developed  for  the Lower Fox River Basin  identifies 

total  suspended  solids  (TSS)  and  total phosphorus  (TP)  allocations  for urban  stormwater, 

wastewater, and agricultural sources  located within the Lower Fox River Basin.   The TMDL 

was  approved  by  the  U.S.  Environmental  Protection  Agency  (EPA)  in  2012.    More 

specifically, the TMDL identifies allocations for urban stormwater in the Fox River Mainstem 

Sub‐Basin. The total phosphorus (TP) and total suspended solids (TSS) waste load allocations 

identified in the TMDL Report for the City’s municipal boundary are summarized in Tables 4‐

1 and 4‐2, respectively.  The Upper Fox River Basin TMDL for the City’s Lake Winnebago Sub‐

Watershed is anticipated by WDNR to be complete during late 2016 or early 2017.   

 
  The 2030 City of Menasha Comprehensive Plan contains several recommendations related 

to natural resource management and stormwater management: (1) Maintain a community 

stormwater  management  system  which  addresses  stromwater  quality;    (2)  support  the 

preservation  of  natural  open  spaces  that  minimize  flooding  such  as  wetlands  and 

floodplains;    (3)  require  the use of  stormwater management practices  to abate non‐point 

source  pollution  and  address  water  quality;  (4)  implement  stormwater  management 

practices  at  outfall  locations  that  discharge  stormwater  into wetlands,  aquifers,  or  other 

environmentally  sensitive  areas;    (5)  develop  and  implement  construction  site  erosion 

control and post‐construction stromwater management ordinances in accordance with state 

laws; (6) encourage design of regional stormwater facilities that serve a dual puropose (i.e., 

stormwater retention as part of park design) when practicable.    
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Sub‐Watersheds 

 

For purposes of  this stormwater management plan,  the study area was divided  into  four sub‐

watersheds.   The sub‐watersheds are depicted  in Figure 3 and summarized  in Table 2‐1.   The 

sub‐watersheds were delineated after considering  the  locally designated  stormwater planning 

boundaries,  federally  designated  12‐digit  Hydrologic  Unit  Code  (HUC)  boundaries,  and  state 

designated Total Maximum Daily Load (TMDL) sub‐basin boundaries.       

 

Table 2‐1:  Sub‐Watersheds 

Sub-Watershed HUC-12 TMDL Sub-Basin Name 

Fox River 
Little Lake Butte des Morts 

040302040201 
Lower Fox River Mainstem 

Lake Winnebago 
City of Utowana Beach‐Lake Winnebago 

040302030304 
TBD 

 

Natural Resources 

 

Natural  resource  features  include  surface  waters  (lakes,  rivers,  streams),  wetlands,  and 

endangered or  threatened resources.   Natural resource  features  located  in  the study area are 

depicted  in  Figure  4.    Some  of  these  natural  resource  features  are  protected with  a  special 

regulatory designation such as outstanding resource water, exceptional resource water, 303(d) 

impaired water, endangered species, and threatened species.  Natural resource features located 

in the study area with one of these special regulatory designations are identified below.   

 

Outstanding  and  exceptional  resource  waters  are  pristine  surface  waters  which  are  not 

significantly impacted by human activities and provide valuable fisheries, unique hydrological or 

geological  features, outstanding  recreational opportunities, or unique environmental  settings.  

For  example,  cold  water  trout  streams  and  natural  waterfalls  are  typically  classified  as 

outstanding or exceptional resource waters.  The City does not discharge stormwater runoff into 

any outstanding resource waters or exceptional resource waters.   

 

Impaired  water  bodies  are  degraded  surface  waters  which  are  not  meeting  water  quality 

standards  or  their  potential  uses,  such  as  fishing  and  swimming,  due  to  pollutants  and  poor 

water quality.   The US EPA requires each state to update  its 303(d)  impaired waters  list every 

two years, including Wisconsin.  The City discharges stormwater runoff into four 303(d) impaired 

waters:   

 

  Fox River:  The Fox River is a 303(d) impaired water body due to contaminated sediment and 

a  blend  of  point  and  non‐point  source  pollution.    Pollutants  of  concern  include  total 

phosphorus  and  polychlorobiphenyls  (PCBs).    Impairments  include  degraded  habitat,  low 

dissolved  oxygen  and  contaminated  fish  tissue.    The  attainable  use  for  the  Fox  River  is 
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unrestricted fish consumption, and warm water sport fishery.  Currently, the Fox River is not 

supporting its attainable use.  

 

  Lake Winnebago:    Lake Winnebago  is  a  303(d)  impaired water  body  due  to  atmospheric 

deposition, contaminated sediment, and non‐point source pollution.   Pollutants of concern 

include  mercury,  polychlorobiphenyls,  sediment/total  suspended  solids,  and  total 

phosphorus.    Impairments  include  contaminated  fish  tissue,  low  dissolved  oxygen, 

eutrophication, water quality use  restrictions,  and  turbidity.    The  attainable  use  for  Lake 

Winnebago  is  fish  and  aquatic  life.    Currently,  Lake  Winnebago  is  not  supporting  its 

attainable uses.     

 

Endangered  and  threatened  resources  are wild  animal  and  plant  species which  are  either  in 

danger  of  extinction  throughout  all  or  a  significant  portion  of  its  range  or  likely  to  become 

endangered  in  the  foreseeable  future. Typically,  the  location of an endangered or  threatened 

species  is tracked  in Wisconsin’s Natural Heritage Inventory and  is only  identified by township.  

Sensitive species that are particularly vulnerable to collection or disturbance are only identified 

by  county.    The Natural Heritage  Inventory maps  and  species  lists  are  routinely  updated  by 

WDNR.   To prevent collection or disturbance of sensitive species, endangered and  threatened 

resources are not depicted in Figure 4.        

 

Cultural Resources 

 

Cultural  resources  are  places  of  cultural  significance.    Some  cultural  resources  are  protected 

with  a  special  regulatory  designation  such  as  archeological  sites  and  historical  sites.  

Archeological sites may be  located within the study area, but cannot be disclosed by  law.   The 

State  of Wisconsin maintains maps  and  a  computer  database  on  the  location  and  nature  of 

archaeological  sites.    Special permission  is  required  to  view  these maps  and databases.    The 

location  of  archaeological  sites  is  exempt  from  public  disclosure  to  prevent  collection  or 

disturbance  of  valuable  artifacts.  Historical  sites  located  within  the  City  and  listed  in  the 

Wisconsin Historical Society’s register are depicted in Figure 4 and summarized in Table 2‐2. 

 

Table 2‐2:  Historical Sites 

 
I.D. 

 
Historic Name 

 
Location 

Reference 
No. 

1  Menasha Lock  Address Restricted  93001323 

2  US Post Office  84 Racine Street  86001518 

3  Gustav Augustin Block  68 Racine Street  86001181 

4  Menasha City Hall (Aspen)  124 Main Street  84003826 

5  Brin Building  1 Main Street  86001541 

6  Carl Koch Block  2 Tayco Street  86001539 

7  Tayco Street Bridge  Tayco and Water Streets  86001182 

8  Menasha Dam  Fox River at Mill Street  93001330 

9  Ellen and George Banta Sr. Home  348 Naymut Street  97000366 
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Remediation & Waste Disposal Sites 

 

Remediation  sites  are  places  where  cleanup  of  environmental  soil  or  groundwater 

contamination  is  ongoing  or  completed.    Remediation  sites may  involve  hazardous  wastes, 

underground  storage  tanks,  or  other  contaminant  sources.   Waste  disposal  sites  are  places 

where solid wastes are stored.   Understanding the  location of remediation and waste disposal 

sites is an important consideration when evaluating potential stormwater retrofit locations.  The 

approximate  location of WDNR  identified remediation sites  (open and closed sites) and waste 

disposal sites (not archived) are depicted in Figure 4.   

 

Soils 

   

Soil  information  is  from  the  Natural  Resource  Conservation  Service  /  U.S.  Department  of 

Agriculture  web  soil  survey  for  Calumet  &  Winnebago  Counties.    The  U.S.  Department  of 

Agriculture has classified soil types  into four hydrologic soil groups (HSG).   The four hydrologic 

soil groups (i.e. A, B, C and D) are classified according to the minimum infiltration rate of the soil 

column. Group A  soils have  the highest permeability  rate or  lowest  runoff potential, whereas 

Group D  soils  have  the  lowest  permeability  rate  or  highest  runoff  potential.   Hydrologic  soil 

groups are depicted in Figure 5.   

 

MS4 System 

   

The municipal  separate  storm  sewer  system  (MS4)  consists  of  publicly  owned  or  operated 

conveyance  systems  including  streets,  curbs,  gutters,  catch  basins,  storm  sewers,  swales, 

channels, culverts, and occasionally bridges.  The MS4 system is depicted in Figure 6. 

 

The MS4 system contains several structural best management practices (BMPs).  The structural 

BMPs  are  depicted  in  Figure  7  and  summarized  in  Table  2‐3.    Structural  BMPs  include wet 

detention ponds, dry detention ponds, biofilters, proprietary devices, and other devices.  Some 

of these structural BMPs are publicly owned and others are privately owned.   As part of  their 

stormwater  program,  the  City  typically  obtains  maintenance  authority  for  privately  owned 

BMP’s  through maintenance agreements.     Table 2‐3  identifies  the private BMP’s  the City has 

maintenance authority over.  For purposes of this plan, only City owned BMP’s or private BMP’s 

with maintenance agreements in place were considered for the water quality analysis.   

 

Table 2‐3:  Structural BMPs 

BMP 
ID BMP Name 

Type of 
Structural BMP 

 
BMP 

Owner 
Maintenance 
Agreement 

F1  Tayco Pond  Wet Pond  City  Yes 

F2  Miron Construction  Wet Pond  Private  No 

F3  Mini‐Max West  Wet Pond  Private  No 

F4  Mini‐Max East  Wet Pond  Private  No 
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Table 2‐3:  Structural BMPs 

BMP 
ID BMP Name 

Type of 
Structural BMP 

 
BMP 

Owner 
Maintenance 
Agreement 

F5  WOW Logistics   Dry Pond  Private  No 

F6  WOW Logistics   Dry Pond  Private  No 

F7  WOW Logistics   Dry Pond  Private  No 

F8  WOW Logistics   Dry Pond  Private  No 

F9  Mission Village  Wet Pond  Private  Yes 

F10  Praire Home Assisted Living  Dry Pond  Private  No 

F11  Praire Home Assisted Living  Wet Pond  Private  No 

F12  Midway Rd Development (Subway)  Wet Pond  Private  Yes 

F13  Midway Rd Development (Subway)  Biofilter  Private  Yes 

F14  Dollar General  Biofilter  Private  Yes 

F15  Multi‐Storage West  Biofilter  Private  No 

F16  Multi‐Storage East  Biofilter  Private  No 

F17  Piggly Wiggly  Wet Pond  Private  No 

F18  Fox Lodge Living Community  Wet Pond  Private  Yes 

F19  Watters Plumbing  Wet Pond  Private  No 

F20  Appanasha Pet Clinics  Biofilter  Private  Yes 

F21  Midway Business Park  Wet Pond  City  Yes 

F22  Midway Outreach Community  Dry Pond  Private  No 

F23  United Way Fox Cities  Dry Pond  Private  No 

F24  UW‐Fox Valley  Biofilter  Private  No 

F25  UW‐Fox Valley  Biofilter  Private  No 

F26  UW‐Fox Valley  Biofilter  Private  No 

F27  UW‐Fox Valley  Wet Pond  Private  No 

F28  UW‐Fox Valley  Dry Pond  Private  No 

F29  Gambsky Grove Subdivision  Dry Pond  City  Yes 

F30  Boys & Girls Club   Biofilter  Private Yes 

F31  Boys & Girls Club  Biofilter  Private Yes 

F32  Boys & Girls Club  Biofilter  Private Yes 

W1  Kendison Center  Dry Pond  Private  No 

W2  The Shoppes at Waverly  Wet Pond  Private  No 

W3  Stone Toad  Wet Pond  Private  No 

W4  Manitowoc Road Pond  Wet Pond  City  Yes 

W5  N‐M Fire Station 36  Biofilter  TBD  No 

W6  N‐M Fire Station 36  Biofilter  TBD  No 

W7  Southfield West Subdivision  Wet Pond  City  Yes 

W8  Nature’s Way Subdivision  Wet Pond  City  Yes 

W9  Barker V Subdivision  Dry Pond  Private  No 

W10  Appleton Water Treatment Facility  Dry Pond  Private  No 

W11  Grassy Fields Subdivision West  Dry Pond  City  Yes 

W12  Grassy Fields Subdivision East  Dry Pond  City  Yes 

W13  Ribblesdale Subdivision  Dry Pond  City  Yes 

W14  Woodland Trails Condos  Wet Pond  Private  No 
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Table 2‐3:  Structural BMPs 

BMP 
ID BMP Name 

Type of 
Structural BMP 

 
BMP 

Owner 
Maintenance 
Agreement 

W15  Woodland Hills Subdivision  Wet Pond  Private  No 

W16  Lake Park Villas Ph. II Pond  Wet Pond  City  Yes 

W17  Lake Park Villas Ph. I Pond 5  Wet Pond  City  Yes 

W18  Lake Park Villas Ph. I Pond 4  Wet Pond  City  Yes 

W19  Lake Park Villas Ph. I Pond 3  Wet Pond  City  Yes 

W20  Lake Park Villas Ph. I Pond 2  Wet Pond  City  Yes 

 

The MS4 system is based on available records.  The MS4 system contains three different types of 

surface drainage: curb & gutter, grass swales, and areas not served by a control measure.   The 

types of surface drainage are depicted in Figure 8.   

 

WPDES Industrial Permits 

 

As  shown  in  Figure  9  and  summarized  in  Table  2‐4,  there  are  14  industrial  operations with 

coverage under a WPDES  Industrial Permit  that are currently  located within  the City.   WPDES 

Industrial  Permits  are  regulated  by  the WDNR.    Some WPDES  Industrial  Permits may  allow 

discharges into the MS4 system during dry weather.  Understanding the location of the WPDES 

Industrial  Permitted  sites  is  important  to  effective  implementation  of  the  City’s  stormwater 

program.     
 

Table 2‐4:  WPDES Industrial Permits 

I.D. Facility Name Facility Address 
1  Coveris ‐ Menasha Plant  271 River St 

2  General Chemical LLC  388 Ahnaip Street 

3  George A Whiting Paper Co  100 River St 

4  Gold Cross Ambulance Service Inc  1055 Wittmann Drive 

5  Graphic Packaging International  160 Washington St 

6  Intertape Polymer Group  741 Fourth Street 

7  Lamers Bus Lines Inc  1825 Novak Drive 

8  Mondi Packaging Akrosil, LLC  206 Garfield Avenue 

9  N‐M Sewerage Commission WWTF  101 Garfield Avenue 

10  ORBIS Corporation ‐ Menasha  1320 and 1328 Earl St 

11  Paper Valley Recycling Center  1420 Earl St 

12  SCA Tissue North America LLC  190 3rd Street 

13  Sonoco U S Mills Inc Menasha Mill  69 Washington Street 

14  Sun Chemical ‐ Menasha  450 Milwaukee Street 
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Drinking Water System 

 

The City of Menasha obtains drinking water from Lake Winnebago.  Water is filtered and treated 
at the Water Filtration Plant located on Manitowoc Street and distributed to customers through 
the water distribution system.   The Menasha Water Utility upgraded  its  treatment  facilities  in 
2007.   This project added new water filters, granular activated carbon filtering, and ultraviolet 
disinfection.    The Wisconsin  DNR  establishes water  quality  standards with  respect  to  public 
waters,  and  an  examining  program  for  the  certification  of  the  waterworks  plant  operators, 
laboratory certification, and setting certain standards as may be necessary for health and safety 
purposes.    The WDNR  developed  a  Source Water Assessment  Plan  (SWAP)  for  the Menasha 
Water  Utility.    The  SWAP  indicates  the Menasha Water  Utility  system  has  a  relatively  high 
susceptibility  to  contamination.   The physical  characteristics of  Lake Winnebago and  the high 
concentrations of urbanized and agricultural  land  in  the eastern and southern portions of  the 
source water area make Menasha’s source water particularly susceptible  to microbial, volatile 
organic  and  synthetic  organic  contaminants,  along  with  precursors  of  treatment  byproduct 
contaminants.   The SWAP recommends that source water protection begin with the formation 
of a team composed of local, regional and state members to more completely assess impacts to 
source  water  and  implement  best  management  practices  to  prevent  source  water 
contamination.    Initial source water protection efforts of  this  team should  focus on managing 
the following: 
 
 Storm water runoff from urban and waterfront developments near Lake Winnebago. 

 Storm water runoff from agricultural activities within watershed. 

 Landfills and industrial activities near Lake Winnebago. 

 Boating related activities in Lake Winnebago. 

 

Land Uses  

 

The location of publicly owned parks, recreational areas, open lands, and municipal facilities are 

depicted  in  Figure  9.    Understanding  the  location  of  publicly  owned  land  is  important  to 

effective implementation of the municipal stormwater program.   

 

Land uses on or before October 1, 2004 are depicted in Figure 10 and summarized in Table 2‐5.  

Table 2‐5 summarizes the 2004 land uses located within the study area.  For purposes of the NR 

151 pollutant analysis, undeveloped sites less than 5 acres are shown to be developed based on 

adjoining  land uses.   Undeveloped sites greater than 5 acres are shown as agriculture, woods, 

grass, or another undeveloped open space, as appropriate.   

 

2014  land uses are depicted  in Figure 11 and summarized  in Table 2‐5 for the study area.   For 

purposes of  the Total Maximum Daily  Load  (TMDL) pollutant analysis,  the undeveloped  in‐fill 

sites are shown as agriculture, grass, woods, wetland or another undeveloped open space, as 

appropriate.   

 

Future land uses are depicted in Figure 12 and summarized in Table 2‐5 for the study area.  For 

purposes  of  the  Total Maximum  Daily  Load  (TMDL)  pollutant  analysis,  the  future  land  uses 
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generally match the 2014 land uses, except the appropriate undeveloped sites are converted to 

a future land use based on adjoining land uses and information from the City.   

 

Table 2‐5:  Land Uses 

Land Use 
2004 Land Use 2014 Land Use Future Land Use 

(acres) (%) (acres) (%) (acres) (%) 
Residential                   

High Density  37  1.0%  40  1.0%  40  1.0% 

High Rise   1  0.0%  1  0.0%  1  0.0% 

Low Density  165  4.2%  183  4.7%  207  5.3% 

Med Density  1,510  38.9%  1,578  40.7%  1,758  45.3% 

Mobile Home  68  1.7%  68  1.7%  68  1.7% 

Multi‐Family  105  2.7%  111  2.9%  113  2.9% 

Suburban  40  1.0%  37  1.0%  37  1.0% 

Commercial 

Commercial Strip  157  4.0%  158  4.1%  228  5.9% 

Commercial Downtown  27  0.7%  27  0.7%  27  0.7% 

Office Park  69  1.8%  84  2.2%  85  2.2% 

Shopping Center  17  0.4%  17  0.4%  17  0.4% 

Institutional 

Hospital  32  0.8%  32  0.8%  47  1.2% 

Misc. Institutional  85  2.2%  87  2.2%  89  2.3% 

School  69  1.8%  67  1.7%  70  1.8% 

Industrial 

Light Industrial  266  6.9%  266  6.9%  334  8.6% 

Medium Industrial  106  2.7%  104  2.7%  106  2.7% 

Quarry  17  0.4%  17  0.4%  17  0.4% 

Open Space 

Cemetery  3  0.1%  3  0.1%  4  0.1% 
1Park  229  5.9%  239  6.2%  245  6.3% 

Railroad  33  0.9%  33  0.9%  33  0.9% 
2Undeveloped  684  17.6%  567  14.6%  197  5.1% 

Highway/Freeway  160  4.1%  159  4.1%  159  4.1% 

Total:  3,880  100.0%  3,880  100.0%  3,880  100.0% 
1
Includes grass and water associated with stormwater ponds/facilities.          
2
Undeveloped land includes agriculture, grass, woods, wetlands, and open water. 
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3.0 NR 151 POLLUTANT ANALYSIS 
 

Performance Standard 

 

Pursuant  to  the  Municipal  Stormwater  Discharge  (MS4)  Permit  and  NR  151.13,  the  City  is 

required  to  reduce  the  total  suspended  solids  (TSS)  load  by  20%  and  40%  for  urban  areas 

developed before October 1, 2004.  The TSS reductions are calculated from a baseline load that 

does not  include any stormwater best management practices  (BMPs), such as street sweeping 

and wet ponds.  The compliance schedules for the required TSS reductions are as follows:   

 

  A 20% TSS reduction is required within 2 years of receiving MS4 Permit coverage.  The City 

received permit coverage from the WDNR on October 13, 2006.  As such, the City is required 

to achieve the 20% TSS reduction before October 13, 2008. 

 

  A 40% TSS  reduction  is  required before March 31, 2013.    If  the 40%  reduction cannot be 

achieved  by  March  31,  2013,  the  City  is  required  to  prepare  a  long‐term  stormwater 

management plan  that  identifies  the  control measures  already  implemented,  the  control 

measures to be implemented, and a schedule for achieving the 40% TSS reduction.  As part 

the MS4 Permit,  the City  is  required  to  track phosphorus, but no NR 151.13 performance 

standard is provided for phosphorus.     

 

The 2011 Wisconsin Act 32 modified  the compliance schedule  for the NR 151.13 performance 

standards.   According to Wisconsin Act 32, the WDNR may enforce the City’s compliance date 

for  achieving  the  required  20%  TSS  reduction,  but  the WDNR  is  currently  prohibited  from 

enforcing a  specific compliance date  for achieving  the  required 40% TSS  reduction.   Also,  the 

2011  Wisconsin  Act  32  requires  that  the  pollutant  reduction  benefits  associated  with  all 

structural BMPs implemented before July 1, 2011 must be maintained.   

 

Methodology 

 

The NR 151 pollutant analysis uses  the Source Loading and Management Model  for Windows 

(version 10.1.6).   WinSLAMM  is a stormwater quality model  that predicts  runoff volumes and 

non‐point source pollution loads for urban land uses.  WinSLAMM also calculates the amount of 

pollutant removal provided by BMPs such as street sweeping, catch basin cleaning, grass swales, 

grass  filter  strips, biofiltration,  infiltration basins, wet detention ponds, permeable pavement, 

proprietary devices, and other BMPs.   The NR 151 pollutant analysis uses  the  series of  small 

rainfall events  that occurred between March 29, 1968 and November 25, 1972  in Green Bay, 

Wisconsin.   For purposes of MS4 Permit compliance, this 5‐year rainfall series was determined 

by  the WDNR  to  represent  an  average  annual  rainfall  condition  for municipalities  located  in 

Northeast Wisconsin.       

 

The NR 151 pollutant analysis uses data files developed by the United States Geological Survey 

(USGS) and WDNR  for  the WinSLAMM model.   The data  files  identify  typical  runoff  volumes, 

pollutant concentrations, pollutant distributions, pollutant deliveries, and pollutant particle size 
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distributions for typical urban stormwater runoff.  The WinSLAMM data files obtained from the 

USGS and used in the NR 151 pollutant analysis are as follows:  

 

  WisReg ‐ Green Bay Five Year Rainfall.ran 

  WI_GEO03.ppdx 

  WI_SL06 Dec06.rsv 

  V10.1 WI_avg01.pscx 

  WI_Res and Other Urban Dec06.std 

  WI_Com Inst Indust Dec06.std 

  Freeway Dec06.std 
  Nurp.cpz 
 

The NR 151 pollutant analysis  is based on the standard  land use files developed by the WDNR 

for WinSLAMM.  The standard land use files identify the amount of roof, parking lot, driveway, 

sidewalk,  street,  and  lawn  source  areas which  are  typical  for  each  standard  land  use.    The 

standard  land use  files also  identify  the amount of connected  imperviousness  for each source 

area.   

 

The NR 151 pollutant analysis uses  the WinSLAMM batch processor  to generate baseline  (no‐

controls)  pollutant  loads  for  each  standard  land  use  file.    Baseline  pollutant  loads  for  each 

drainage and BMP catchment area are calculated using batch processor database files and GIS.  

A WinSLAMM model  is developed for each existing and proposed structural BMP to determine 

the BMP’s pollutant reduction.  The pollutant reduction provided by each BMP is then applied to 

each drainage or BMP catchment area, as appropriate.   

 

Analysis Area 

 

The NR 151 pollutant analysis uses the study area depicted  in Figure 1 and the 2004  land uses 

depicted  in Figure 10.   For purposes of  the NR 151 pollutant analysis,  the study area contains 

3,880 acres.  The NR 151 pollutant analysis also uses the developed urban area depicted on the 

2010 US Census Bureau Map, including contiguous developed urban areas.  Per WDNR guidance, 

the following areas are either prohibited from inclusion or classified as optional for inclusion in 

the NR 151 pollutant analysis.    

 

  Agricultural Areas:   Lands  zoned  for agricultural use and operating as  such are prohibited 
from  inclusion  in the NR 151 pollutant analysis.   Of the 3,880 acres within the study area, 

245 acres are classified as agriculture and consequently, are excluded from the analysis. 

 

  Internally Drained Areas:    Internally drained areas with natural  infiltration are optional  to 
include within the TMDL pollutant analysis.  There is one internally drained area within the 

study area and it’s the quarry (formerly Badger Highways) located north of Ninth Street and 

west of Appleton Road  (STH 47).   Of the 3,880 acres within the study area, 17 acres were 

classified as quarry/internally drained and consequently, are excluded from the analysis. 
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  Waters of the State:  Waters of the state are optional for inclusion in the NR 151 pollutant 

analysis.  Lakes, rivers, streams and mapped wetlands are classified as “waters of the state”.  

Of  the 3,880 acres within  the study area, 182 acres are classified as “waters of  the state” 

and consequently, are excluded from the analysis.   

 

  Undeveloped  lands  over  5  acres:    Undeveloped  lands  over  5  acres  are  prohibited  from 

inclusion  in  the  NR  151  pollutant  analysis.    These  areas  will  be  classified  as  new 

development in the future and subject to NR 151.12 or 151.24 performance standards when 

developed.    Of  the  3,880  acres  within  the  study  area,  257  acres  are  classified  as 

undeveloped lands over 5 acres and consequently, are excluded from the analysis. 

 

  State & County Highways:   State freeways, state trunk highways, and county highways are 
typically  excluded  from  the  NR  151  pollutant  analysis.    The  Wisconsin  Department  of 

Transportation  (WisDOT)  is  responsible  for  pollutant  loads  from  state  freeway  and  state 

trunk  highway  right‐of‐ways  and  Calumet  &  Winnebago  Counties  are  responsible  for 

pollutant loads from county highway right‐of‐ways.  The only time the City is responsible for 

pollutant loads from a state or county highway right‐of‐way is if the highway is classified as a 

“connecting highway” by the WisDOT or if the City has a bridge structure that allows a City 

street to cross over the state or county highway.  Of the 3,880 acres within the study area, 

108  acres  are  classified  as  State  (WisDOT) MS4  jurisdiction  and 24  acres  are  classified  as 

County MS4 jurisdiction.  The combined 132 acres of state and county highway right‐of‐way 

are excluded from the analysis. 

 

  Riparian  Areas:    Riparian  areas  are  optional  to  include  in  the NR  151  pollutant  analysis.  
Riparian areas are private properties that do not discharge runoff  into the City’s MS4, but 

rather discharge directly into a river, stream, or lake.  Riparian areas that discharge directly 

into the Fox River, Lake Winnebago or other navigable streams without passing through the 

City’s MS4 are depicted in Figure 8.  Of the 3,880 acres within the study area, 409 acres are 

classified as riparian and consequently, are excluded from the analysis. 

 

  MS4 “A” to “B”:   Areas that discharge  into an adjacent municipality’s MS4 (Municipality B) 

without passing  through  the City’s MS4  (Municipality A) are optional  to  include  in  the NR 

151 pollutant analysis.   Many of  these areas are  located along  state and  county  right‐of‐

ways where  runoff  from private property drains directly  into  a  State or County MS4  and 

then discharges directly  into a  river, stream, or  lake.   Of  the 3,880 acres within  the study 

area, 46 acres are  classified as MS4  “A”  to  “B” and  consequently, are excluded  from  the 

analysis. 

 

  WPDES  Industrial  Permits:    Industrial  facilities  permitted  under  NR  216  are  optional  to 

include in the NR 151 pollutant analysis.  The City plans to achieve the required TSS and TP 

reductions for these industrial permitted areas for the following reasons:  the City has legal 

authority to regulate stormwater runoff; the City has legal authority to charge a stormwater 

utility  fee;  it  is difficult  to determine which portions of an  industrial site are covered by a 

WPDES  Industrial  Permit;  and  the  pollutant  load  is  the  City’s  responsibility  if  the WPDES 
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Industrial Permit is terminated or certified “No Exposure” in the future. For purposes of the 

NR 151 pollutant analysis,  industrial areas with coverage under a WDPES  Industrial Permit 

are included in the analysis. 

 

Based on the prohibited and optional areas mentioned above, the NR 151 pollutant analysis will 

apply to the remaining 2,592 acres of developed urban areas that existed on October 1, 2004. 

 

Baseline Condition 

 

The NR 151 baseline loads for the 2,592 acres of developed urban area are summarized in Table 

3‐1.   These baseline or “no control”  loads exclude  the pollutant  reduction benefits of existing 

BMPs.   Per NR 151.13,  the baseline or “no control”  loads are used  to determine  the  required 

20% and 40% TSS load reduction.         

 

Table 3‐1:  NR 151 Pollutant Analysis ‐ Baseline Loadings (WinSLAMM) 

Sub-             
Watershed 

Urban 
Area 

(acres) 

Baseline 
TSS Load 
(lbs/yr) 

Required Load Reduction Baseline 
TP     

Load 
(lbs/yr) 

TSS    
(%) 

TSS     
(lbs/yr) 

TSS    
(%) 

TSS     
(lbs/yr) 

Fox River  2,144  569,427  20%  113,885  40%  227,771  1,742 

Lake Winnebago  449  94,317  20%  18,863  40%  37,727  340 

Total:  2,592  663,744  20%  132,749  40%  265,498  2,081 

 

As shown in Table 3‐1, the baseline TSS and total phosphorus (TP) loads are 663,744 pounds per 

year and 2,081 pounds per year, respectively.   Based on the total TSS baseline  load, the City  is 

required  to  achieve  a  composite  132,749  pound  per  year  TSS  reduction  in  order  to  achieve 

compliance with the required 20% TSS reduction. 

 

2004 Best Management Practices 

 

Several  BMPs  qualified  for  NR  151  pollutant  reduction  credit  in  2004:    street  sweeping 

(mechanical  sweeper,  once  per  month,  no  parking  controls),  grass  swales,  and  two  wet 

detention ponds.   The 2004 BMPs are depicted  in Figure 13.   As shown  in Table 3‐2, the 2004 

BMPs provided a 41,272 pound per year TSS reduction and an 88 pound per year TP reduction.  

As such, the 2004 BMPs provided a 6% TSS reduction and 4% total phosphorus TP reduction for 

the developed urban area during 2004.   
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Table 3‐2:  NR 151 Pollutant Analysis ‐ 2004 BMPs (WinSLAMM) 

Sub-          
Watershed 

Urban 
Area 

(acres) 

Total Suspended Solids (TSS) Total Phosphorus (TP) 
Baseline 

Load 
(lbs/yr) 

Load Reduction Baseline 
Load 

(lbs/yr) 

Load Reduction 

(lbs/yr) (%) (lbs/yr) (%) 
Fox River  2,144  569,427  25,040  4%  1,742  48  3% 

Lake Winnebago  449  94,317  16,232  17%  340  40  12% 

Total:  2,592  663,744  41,272  6%  2,081  88  4% 

 

2008 Best Management Practices 

 

Several  BMPs  qualified  for  NR  151  pollutant  reduction  credit  in  2008:    street  sweeping 

(mechanical sweeper, once per month, no parking controls), grass swales, and six wet detention 

ponds.    The  2008  BMPs  are  depicted  in  Figure  14.    As  shown  in  Table  3‐3,  the  2014  BMPs 

provided a 9% TSS reduction and a 6% TP reduction for the developed urban area during 2014.  

As such, additional BMPs are needed within the City’s 2004 developed urban area to satisfy the 

required 20% TSS reduction.   

 

Table 3‐3:  NR 151 Pollutant Analysis ‐ 2008 BMPs (WinSLAMM) 

Sub-          
Watershed 

Urban 
Area 

(acres) 

Total Suspended Solids (TSS) Total Phosphorus (TP) 
Baseline 

Load 
(lbs/yr) 

Load Reduction Baseline 
Load 

(lbs/yr) 

Load Reduction 

(lbs/yr) (%) (lbs/yr) (%) 
Fox River  2,144  569,427  28,600  5%  1,742  55  3% 

Lake Winnebago  449  94,317  30,405  32%  340  78  23% 

Total:  2,592  663,744  59,004  9%  2,081  133  6% 

 

2014 Best Management Practices 

 

Several  BMPs  qualified  for  NR  151  pollutant  reduction  credit  in  2014:    street  sweeping 

(mechanical  sweeper, once per month, no parking  controls),  grass  swales,  ten wet detention 

ponds, and four biofilters.  The 2014 BMPs are depicted in Figure 15.  As shown in Table 3‐4, the 

2014 BMPs provided a 24% TSS  reduction and an 18% TP  reduction  for  the developed urban 

area  during  2014.    As  such,  the  City  has  achieved  compliance  with  the  required  20%  TSS 

reduction for the developed urban area.    
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Table 3‐4:  NR 151 Pollutant Analysis ‐ 2014 BMPs (WinSLAMM) 

Sub-          
Watershed 

Urban 
Area 

(acres) 

Total Suspended Solids (TSS) Total Phosphorus (TP) 
Baseline 

Load 
(lbs/yr) 

Load Reduction Baseline 
Load 

(lbs/yr) 

Load Reduction 

(lbs/yr) (%) (lbs/yr) (%) 
Fox River  2,144  569,427  129,246  23%  1,742  286  16% 

Lake Winnebago  449  94,317  30,405  32%  340  78  23% 

Total:  2,592  663,744  159,650  24%  2,081  364  18% 

 
For  reference, more  detailed water  quality  results  for  the  NR  151  analysis  can  be  found  in 

Appendix B.   
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Performance Standard 

 

The TMDL Report developed for the Lower Fox River Basin states that a Municipal Stormwater 

Discharge  Permit  (MS4)  Permit  cannot  be  reissued  without  a  waste  load  allocation  that  is 

consistent with an EPA approved TMDL.  WPDES General Permit WI‐S050075‐2 became effective 

May 1, 2014 and now  includes  language  for MS4’s  that discharge  to  receiving waters with an 

approved TMDL.  The WDNR renewed the City’s WPDES Municipal Stormwater Discharge Permit 

on May 7, 2014. 

 

The TMDL Report developed for the Lower Fox River Basin  identifies waste  load allocations for 

the  City’s MS4  area.    The  TMDL  requires  specific  total  phosphorus  (TP)  and  total  suspended 

solids (TSS) reductions that vary by sub‐watershed.   The TP and TSS waste  load allocations and 

reductions  identified  in the TMDL Report for the City’s municipal boundary are summarized  in 

Tables 4‐1 and 4‐2, respectively.   

 

Table 4‐1:  Phosphorus Allocations from TMDL Report 

 
TMDL              

Sub-Watershed 

City     
Urban 
Area 

(acres) 

Total Phosphorus (TP) 

Baseline 
(lbs/yr) 

Allocated 
(lbs/yr) 

Reduction 
(lbs/yr) 

Reduction 
(%) 

Fox River  2,857  1,638  1,146.6  491.4  30.0% 

 

Table 4‐2:  Sediment Allocations from TMDL Report 

 
TMDL              

Sub-Watershed 

City     
Urban 
Area 

(acres) 

Total Suspended Solids (TSS) 

Baseline 
(lbs/yr) 

Allocated 
(lbs/yr) 

Reduction 
(lbs/yr) 

Reduction 
(%) 

Fox River  2,857  1,060,370  368,996  691,374  65.2% 

 

As shown  in Tables 4‐1 and 4‐2, the TMDL Report expresses the MS4 allocation as both a  load 

reduction  (pounds per year) and a percent  reduction.   Based on WDNR guidance,  the TMDL’s 

percent  reduction  should  be  used  for MS4  permit  compliance,  rather  than  the  TMDL’s  load 

reduction (pounds per year).  However, the TMDL’s percent reduction requires adjustment to a 

“no controls” condition before using for MS4 permit compliance.  WDNR guidance describes the 

TMDL adjustment methodology in greater detail.   

 

Table 4‐3  summarizes  the adjusted TP and TSS percent  reductions  for  the City.   The adjusted 

TMDL percent reductions in Table 4‐3 are based on the “no‐controls” condition and are used for 

evaluating alternatives for MS4 permit compliance.   
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Table 4‐3:  Adjusted TMDL Percent Reductions  

TMDL                
Sub-Watershed 

Adjusted TP 
Reduction from 

No-Controls 

Adjusted TSS 
Reduction from 

No-Controls 
Fox River  40.5%  72.2% 

Lake Winnebago  TBD  TBD 

 

Methodology 

 

The  TMDL  pollutant  analysis  uses  the  Source  Loading  and Management Model  for Windows 

(WinSLAMM  version  10.1.6).   WinSLAMM  is  a  stormwater quality model  that predicts  runoff 

volumes and non‐point source pollution  loads for urban  land uses.   WinSLAMM also calculates 

the amount of pollutant removal provided by Best Management Practices (BMPs) such as street 

sweeping, catch basin cleaning, grass swales, grass  filter strips, biofiltration,  infiltration basins, 

wet ponds, proprietary devices, and other BMPs.     

 

The  TMDL  pollutant  analysis  uses  the  series  of  small  rainfall  events  that  occurred  between 

March 29, 1968 and November 25, 1972 in Green Bay, Wisconsin.  For purposes of MS4 Permit 

compliance,  this 5‐year  rainfall  series was determined by  the WDNR  to  represent an average 

annual rainfall condition for municipalities located in Northeast Wisconsin.       

 

The TMDL pollutant analysis uses data  files developed by  the United States Geological Survey 

(USGS) and WDNR  for  the WinSLAMM model.   The data  files  identify  typical  runoff  volumes, 

pollutant concentrations, pollutant distributions, pollutant deliveries, and pollutant particle size 

distributions for typical urban stormwater runoff.  The WinSLAMM data files obtained from the 

USGS and used in the TMDL pollutant analysis are as follows:  

 

  WisReg ‐ Green Bay Five Year Rainfall.ran 

  WI_GEO03.ppdx 

  WI_SL06 Dec06.rsv 

  V10.1 WI_avg01.pscx 

  WI_Res and Other Urban Dec06.std 

  WI_Com Inst Indust Dec06.std 

  Freeway Dec06.std 
  Nurp.cpz 

 

The TMDL pollutant analysis is based on the standard land use files developed by the WDNR for 

WinSLAMM.    The  standard  land  use  files  identify  the  amount  of  roof,  parking  lot,  driveway, 

sidewalk,  street,  and  lawn  source  areas which  are  typical  for  each  standard  land  use.    The 

standard  land use  files also  identify  the amount of connected  imperviousness  for each source 

area.   
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The  TMDL  pollutant  analysis  uses  the WinSLAMM  batch  processor  to  generate  baseline  (no‐

controls)  pollutant  loads  for  each  standard  land  use  file.    Baseline  pollutant  loads  for  each 

drainage and BMP catchment area are calculated using batch processor database files and GIS.  

A WinSLAMM model  is developed for each existing and proposed structural BMP to determine 

the BMP’s pollutant reduction.  The pollutant reduction provided by each BMP is then applied to 

each drainage or BMP catchment area, as appropriate. 

 

Analysis Area 

 

The  TMDL  pollutant  analysis  uses  the  study  area  depicted  in  Figure  1,  the  sub‐watersheds 

depicted  in Figure 3, and the 2014  land uses depicted  in Figure 11.   For purposes of the TMDL 

pollutant analysis, the study area contains 3,880 acres.   The TMDL pollutant analysis also uses 

the developed urban area depicted on  the 2010 US Census Bureau Map,  including contiguous 

developed urban  areas.   Per WDNR  guidance,  the  following  areas  are either prohibited  from 

inclusion or classified as optional for inclusion in the TMDL pollutant analysis.   

 

  Agricultural Areas:   Lands zoned  for agricultural use and operating as such are optional  to 
include in the TMDL pollutant analysis.  Of the 3,880 acres within the study area, 169 acres 

are classified as agriculture and consequently, are excluded from the analysis. 

 

  Internally Drained Areas:    Internally drained areas with natural  infiltration are optional  to 
include within the TMDL pollutant analysis.  There is one internally drained area within the 

study area and it’s the quarry (formerly Badger Highways) located north of Ninth Street and 

west of Appleton Road  (STH 47).   Of the 3,880 acres within the study area, 17 acres were 

classified as quarry/internally drained and consequently, are excluded from the analysis. 

 

  Waters of  the State:   Waters of  the state are optional  for  inclusion  in  the TMDL pollutant 

analysis.  Lakes, rivers, streams and mapped wetlands are classified as “waters of the state”.  

Of  the 3,880 acres within  the study area, 181 acres are classified as “waters of  the state” 

and consequently, are excluded from the analysis.   

 

  State & County Highways:   State  freeways, state truck highways, and county highways are 
typically  excluded  from  the  TMDL  pollutant  analysis.    The  Wisconsin  Department  of 

Transportation  (WisDOT)  is  responsible  for  pollutant  loads  from  state  freeway  and  state 

trunk  highway  right‐of‐ways  and  Calumet  &  Winnebago  Counties  are  responsible  for 

pollutant loads from county highway right‐of‐ways.  The only time the City is responsible for 

pollutant loads from a state or county highway right‐of‐way is if the highway is classified as a 

“connecting highway” by the WisDOT or if the City has a bridge structure that allows a City 

street to cross over the state or county highway.  Of the 3,880 acres within the study area, 

108  acres  are  State  (WisDOT) MS4  jurisdiction  and 24  acres  are County MS4  jurisdiction.  

The combined 132 acres of  state and county highway  right‐of‐way are excluded  from  the 

analysis. 
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  Riparian  Areas:    Riparian  areas  are  optional  to  include  in  the  TMDL  pollutant  analysis.  

Riparian areas are private properties that do not discharge runoff  into the City’s MS4, but 

rather discharge directly into a river, stream, or lake.  Riparian areas that discharge directly 

into the Fox River, Lake Winnebago, or other navigable streams without passing through the 

City’s MS4 are depicted in Figure 8.  Of the 3,880 acres within the study area, 451 acres are 

classified as riparian and consequently, are excluded from the analysis.    

 

  MS4 “A” to “B”:   Areas that discharge  into an adjacent municipality’s MS4 (Municipality B) 

without passing through the City’s MS4 (Municipality A) are optional to include in the TMDL 

pollutant analysis.   Many of  these areas are  located along  state and  county  right‐of‐ways 

where  runoff  from private property  drains directly  into  a  State or County MS4  and  then 

discharges directly into a river, stream, or lake.  Of the 3,880 acres within the study area, 53 

acres are classified as MS4 “A” to “B” and consequently, are excluded from the analysis.     

 

  WPDES  Industrial  Permits:    Industrial  facilities  permitted  under  NR  216  are  optional  to 

include  in the TMDL pollutant analysis.   The City plans to achieve the required TSS and TP 

reductions for these industrial permitted areas for the following reasons:  the City has legal 

authority to regulate stormwater runoff; the City has legal authority to charge a stormwater 

utility  fee;  it  is difficult  to determine which portions of an  industrial site are covered by a 

WPDES  Industrial  Permit;  and  the  pollutant  load  is  the  City’s  responsibility  if  the WPDES 

Industrial Permit is terminated or certified “No Exposure” in the future. For purposes of the 

TMDL pollutant analysis, industrial areas with coverage under a WDPES Industrial Permit are 

included in the analysis. 

 

Based on the prohibited and optional areas mentioned above, the TMDL pollutant analysis will 

apply to the remaining 2,878 acres of developed urban areas that existed in 2014. 

 

Baseline Condition 

 

The TMDL baseline loads for the 2,878 acres of developed urban area are summarized in Table 

4‐4.   These baseline or “no control”  loads exclude  the pollutant  reduction benefits of existing 

BMPs.  Per WDNR guidance, the “no control” loads are used in conjunction with the adjusted TP 

and TSS percent reductions to determine the required load reductions.   

 

Table 4‐4:  TMDL Pollutant Analysis – Baseline Condition (WinSLAMM) 

Sub-
Watershed 

Urban 
Area 

(acres) 

Total Phosphorus (TP) Total Suspended Solids (TSS) 

Baseline 
Load 

(lbs/yr) 

Required TMDL 
Load 

Reduction Baseline 
Load 

(lbs/yr) 

Required TMDL 
Load Reduction 

(%) (lbs/yr) (%) (lbs/yr) 
Fox River  2,241  1,773.3  40.5%  718  573,168  72.2%  413,598 

Lake Winnebago  637  454.6  N/A  N/A  122,242  N/A  N/A 
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The TMDL baseline  loads  from WinSLAMM are also  summarized by  land use  in Table 4‐5 and 

Exhibit 4‐1.   These baseline or  “no  control”  loads exclude  the pollutant  reduction benefits of 

existing  BMPs.    As  shown  in  Table  4‐5  and  Exhibit  4‐1,  residential  land  use  comprises  the 

majority  of  land  area,  but  street  and  highway  land  use  generates  a  larger  portion  of  the 

pollutant loads.  

       

Table 4‐5:  TMDL Baseline Loads by Land Use (WinSLAMM) 

Land Use 
Area 

(acres) 
Area 
(%) 

TP 
(lbs/yr) 

TP 
(%) 

TSS 
(lbs/yr) 

TSS 
(%) 

Residential  1,361  47%  708  32%  138,949  20% 

Commercial  227  8%  182  8%  73,599  11% 

Industrial  232  8%  147  7%  98,665  14% 

Institutional  162  6%  128  6%  38,869  6% 

Open Space  373  13%  155  7%  25,270  4% 

Street & Highway ROW  524  18%  908  41%  320,059  46% 

Total  2,878  100%  2,228  100%  695,411  100% 

 

Appendix A  contains  a  list of  TMDL baseline pollutant  yields  (pounds per  acre per  year)  and 

baseline  loads  (pounds per  year)  from WinSLAMM  for  total phosphorus  and  total  suspended 

solids.    The  baseline  pollutant  yields  and  loads  are  ranked  by  both  drainage  area  and  BMP 

catchment  area  from  highest  to  lowest  within  the  Fox  River  and  Lake  Winnebago  Sub‐

Watersheds.    Figures  in  Appendix  A  depict  the  TMDL  baseline  pollutant  yields  and  loads  by 

drainage area and BMP catchment area.  
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2014 Best Management Practices 

 

Several  BMPs  qualified  for  TMDL  pollutant  reduction  credit  in  2014:  street  sweeping 

(mechanical  sweeper, once per month, no parking  controls),  grass  swales,  ten wet detention 

ponds, and four biofilters.  The 2014 BMPs are depicted  in Figure 15.  Water quality results for 

each sub‐watershed are summarized below.   

 

  Fox River:  Table 4‐6 indicates the 2014 BMPs provided a 16.7% TP reduction within the Fox 

River Sub‐Watershed, which does not satisfy the 40.5% TP reduction required  in Table 4‐3.  

Also, Table 4‐6 indicates the 2014 BMPs provided a 22.9% TSS reduction within the Fox River 

Sub‐Watershed, which does not satisfy  the 72.2% TSS reduction required  in Table 4‐3.   As 

such, additional BMPs are needed within the Fox River Sub‐Watershed. 

 

  Lake Winnebago:  Table 4‐6 indicates the 2014 BMPs provided a 27.4% TP reduction within 

the Lake Winnebago Sub‐Watershed.   Also, Table 4‐6  indicates  the 2014 BMPs provided a 

38.4% TSS reduction within the Lake Winnebago Sub‐Watershed.  Once the Upper Fox River 

Basin TMDL  is  completed,  the City  can  compare Table 4‐6  to  the  required pollutant  load 

reductions  for  the  Lake Winnebago  Sub‐Watershed  to  determine  if  additional  BMP’s  are 

required.  

  

Table 4‐6:  TMDL Pollutant Analysis ‐ 2014 BMPs (WinSLAMM) 

Sub-          
Watershed 

City 
MS4 

(acres) 

Total Phosphorus (TP) Total Suspended Solids (TSS) 

Baseline 
Load 

(lbs/yr) 

Load 
Reduction Baseline 

Load 
(lbs/yr) 

Load Reduction 

(lbs/yr) (%) (lbs/yr) (%) 
Fox River  2,241  1,773.3  296.7  16.7%  573,168  131,343  22.9% 

Lake Winnebago  637  454.6  124.7  27.4%  122,242  46,941  38.4% 

 

For  reference,  more  detailed  water  quality  results  for  the  TMDL  analysis  can  be  found  in 

Appendix B.   
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5.0 POLLUTANT REDUCTION ANALYSIS 
 

WinSLAMM  (version  10.1.6) was  used  in  conjunction with  national  literature  to  analyze  the 

stormwater quality benefits and cost‐effectiveness of proposed urban stormwater BMPs such as 

street  sweeping,  catch basin  cleaning, grass  swales, grass  filter  strips, biofiltration,  infiltration 

basins, wet detention ponds, proprietary devices, and mechanical / biological treatment.   

 

The  capital  costs  contained  in  Tables  5‐1  through  5‐17  include  the  estimated  present  value 

capital  costs  for  the  BMP.    The  capital  costs  include  an  allowance  for  construction,  land 

acquisition, engineering, legal, and contingency costs.  The 20‐year costs provided in the tables 

are the estimated present value costs per pound of TSS removed during a 20‐year period.  The 

20‐year costs  include an allowance for capital costs and  long‐term operation and maintenance 

costs.   The 20‐year period was determined to be a reasonable  life cycle or planning period for 

evaluating  BMP  cost‐effectiveness.    A  longer  planning  period  would  improve  the  cost‐

effectiveness of structural BMPs (e.g. wet detention pond) as compared to non‐structural BMPs 

(e.g. street sweeping).   The results of  the pollutant reduction analysis are summarized herein. 

More detailed water quality results are provided in Appendix B. 

 

Street Sweeping  

 

Street  sweeping  is effective at collecting  large  sediment particles  (sand  sized particles),  trash, 

debris and  leaves.   Limited pollutant removal occurs for fine‐grained particles such as silt, clay, 

metals and nutrients.  Research indicates that street pollutants tend to accumulate within 3 feet 

of the street’s curb and gutter.   Wind turbulence  from traffic tends to blow pollutants toward 

the  curb.    The  curb  acts  as  a  barrier  and  traps  pollutants.    For  streets without  curb,  wind 

turbulence generated by a passing vehicle tends to blow pollutants onto the adjacent grass area.  

As such, for street sweeping to be effective, the street must have curb.     

 

The  effectiveness  of  a  municipal  street  sweeping  program  depends  on  the  type  of  street 

sweeper, number of curb‐miles, sweeping frequency, traffic volume, time of year, rainfall, and 

operator  knowledge.    In  addition,  the  benefits  of  sweeping  are  significantly  reduced  when 

vehicles are parked along the curb.   Whenever a street sweeper needs to maneuver around a 

parked car, the pollutants under the car are not removed.  As such, the more cars parked along 

a street, the less pollutant removal. 

 

There  are  two  types  of  street  sweeper:   mechanical  and  high  efficiency.   Mechanical  street 

sweepers use a broom to remove pollutants from the street surface and high efficiency street 

sweepers use a vacuum system to remove pollutants.   Typically, the high efficiency sweeper  is 

more  effective  at  removing  pollutants  as  compared  to  the  mechanical  sweeper.  The  City 

currently owns a mechanical street sweeper.  The City currently sweeps once every month with 

no  parking  controls.    In  the  future,  it  is  recommended  the  City  purchase  a  high  efficiency 

sweeper  and  adopt  a  parking  control  ordinance  to  restrict  parking  along  the  street  during 

sweeping operations.   Table 5‐1  summarizes  the average annual TSS and TP  costs per pound 



Stormwater Management Plan  
City-Wide Stormwater Quality Management Plan  

CITY OF MENASHA | Calumet & Winnebago Counties, Wisconsin Page 26 

reduced for various City‐wide sweeping routines.  Table 5‐1 identifies the percent reduction for 

the street corridors only. 

          

   Table 5‐1:  Street Sweeping 

Sweeper Type, Frequency & Parking Controls for 
Street Corridor Land Uses 

Pollutant Load 
Reduction 

Avg. 
Annual 

TSS 
Cost 
($/lb) 

TSS       
(%) 

TP       
(%) 

H.E. Sweeper (Every 4 weeks, with parking ordinance)  22%  16%  $1.30  

Mech. Sweeper (Every 4 weeks, with parking ordinance)  17%  12%  $1.71  

H.E. Sweeper (Every 2 weeks, with parking ordinance)  31%  22%  $1.87  

H.E. Sweeper (Every week, with parking ordinance)  41%  30%  $3.08  

Mech. Sweeper (Every 4 weeks, no parking ordinance)*  9%  6%  $3.13  

H.E. Sweeper (Twice each week, with parking ordinance)  46%  34%  $5.46  

Mech. Sweeper (Every week, with parking ordinance)  23%  16%  $5.56  

Mech. Sweeper (Every week, no parking ordinance)  14%  9%  $9.20  
          *Current sweeping routine 

 

As shown in Table 5‐1, street sweeping every 4 weeks with a high efficiency street sweeper and 

adoption of a parking control ordinance  is the most cost effective street sweeping alternative.  

However, street sweeping every 2 weeks with a high efficiency street sweeper and adoption of a 

parking  control ordinance is still cost effective as compared to other BMP’s and provides much 

greater TSS    and TP  reduction  that  the every 4 weeks  routine.    For  reference, more detailed 

water  quality  results  for  various  street  sweeping  routines  within  the  City  can  be  found  in 

Appendix B.   

 

Catch Basin Cleaning  

 

Catch  basin  cleaning  is  effective  at  collecting  large  sediment  particles  (sand  sized  particles), 

trash, debris and leaves.  Limited pollutant removal occurs for fine‐grained particles such as silt, 

clay, metals  and nutrients.   Catch basin  sumps  are effective  for parking  lots  and  streets  that 

serve a small drainage area (less than 1 acre).  Ideally, a catch basin sump has a minimum 3 foot 

depth to prevent scouring of previously settled pollutants during a rainfall.     

 

The City currently does not have any known catch basin sumps within their MS4 system.  Table 

5‐2 summarizes the average annual TSS and TP costs per pound reduced for street catch basin 

cleaning,  including  the  costs  to  add  catch  basin  sumps  as  part  of  a  street  retrofit  or 

reconstruction project for various land use corridors.  
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Table 5‐2:  Street Catch Basin Cleaning 

Street Corridor        
Land Use 

Pollutant Load 
Reduction Avg. Annual TSS Cost ($/lb) 

TSS      
(%) 

TP      
(%) Cleaning 

Retrofit & 
Cleaning 

Reconstruct & 
Cleaning 

Commercial Corridors  16%  14%  $0.3  $2.0  $1.6 

Industrial Corridors  16%  9%  $0.2  $1.2  $1.0 

Institutional Corridors  18%  16%  $0.2  $1.5  $1.3 

Residential Corridors  13%  11%  $0.5  $2.2  $1.8 

Open Space Corridors  9%  7%  $0.3  $1.1  $0.9 

 

Table 5‐3 summarizes  the average annual TSS and TP costs per pound reduced  for parking  lot 

catch basin cleaning, including the costs to add catch basin sumps as part of a parking lot retrofit 

or reconstruction project for various land use corridors. 

 

Table 5‐3:  Parking Lot Catch Basin Cleaning 

Street Corridor        
Land Use 

Pollutant Load 
Reduction Avg. Annual TSS Cost ($/lb) 

TSS      
(%) 

TP      
(%) Cleaning 

Retrofit & 
Cleaning 

Reconstruct & 
Cleaning 

Commercial Corridors  15%  13%  $0.5  $3.8  $3.2 

Industrial Corridors  14%  10%  $0.3  $2.1  $1.7 

Institutional Corridors  17%  14%  $0.5  $4.1  $3.4 

Residential Corridors  14%  11%  $1.4  $5.7  $4.9 

Open Space Corridors  12%  8%  $0.8  $2.9  $2.5 

 

Based  on WDNR Guidance,  the  City  cannot  obtain water  quality  credit  for  both  catch  basin 

cleaning and  street  sweeping.    In  the City,  street  sweeping  is  a priority  since  sweeping helps 

maintain  aesthetics,  reduces  public  complaints,  and  reduces  catch  basin  grate  clogging.    For 

these reasons, the City prefers street sweeping as compared to catch basin cleaning.   

 

Grass Swales  

 

Grass swales  remove pollutants  from concentrated stormwater by  filtration  through  the grass 

and  infiltration  into the soil.   The  filtering capacity depends on the  flow depth  in the swale as 

compared  to  the  grass height.   Typically, when  the  flow depth  is above  the  grass,  filtering  is 

minimal and scouring of previously settled pollutants is a concern.  The water quality benefits of 

a grass swale are largely determined by the infiltrating capacity of underlying soils and depth to 

groundwater.    For  instance,  a  grass  swale  located  in  sandy  soil  has  a much  higher  pollutant 

removal as compared to a grass swale located in clay soil.  Other factors influencing grass swale 

performance  include  longitudinal  swale  slope,  swale  cross  section,  and  flow  volume.   WDNR 

Technical Standard 1005 – Vegetated Infiltration Swale discusses design criteria for grass swales.   
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Grass swales are typically  located along streets.   As shown  in Figure 8, most streets  in the City 

are drained via curb and gutter, rather than grass swales.  As shown in Figure 5, soils in the City 

are predominately clay (hydrologic soil group C and D).  As such, the infiltrating capacity of the 

underlying  soils  is minimal.    Figures  I‐12a  through  I‐12f within  Appendix  B  depict  the  City’s 

existing grass swales and associated catchment areas.   Detailed water quality results and costs 

for the City’s existing grass swales can also be found  in Appendix B.   Table 5‐4 summarizes the 

cost and water quality benefits of the City constructing grass swales along an urban street as a 

street retrofit or reconstruction project.   

 

Table 5‐4:  Grass Swales 

 
 
 

BMP 

Pollutant 
Load 

Reduction Avg. Annual TSS Cost ($/lb) 

TSS 
(%) 

TP 
(%) 

Retrofit Reconstruct 
Sand Clay Sand Clay 

Grass Swales  14%  11%  $8,951  $48,716  $3,517  $18,716 

 

The percent reductions provided in Table 5‐4 are for clay soils, but the cost per pound provides a 

range depending on soil type.   

 

Grass Filter Strips  

 

Grass  filter  strips  remove  pollutants  from  stormwater  by  filtration  through  the  grass  and 

infiltration  into the soil.   The filtering capacity of a grass filter strip depends on  its  longitudinal 

slope,  length  and  grass  density.    The water  quality  benefits  of  a  grass  filter  strip  are  largely 

determined by the  infiltrating capacity of underlying soils.   A grass  filter strip  located  in sandy 

soil has a higher pollutant removal as compared to a grass filter strip located in clay soil. 

 

Grass filter strips are effective for parking lots that serve small drainage areas (less than 1 acre).  

Typically, grass  filter  strips need  to be a minimum of 20  feet  long, but at  least as  long as  the 

contributing impervious surface length.  A 64 foot wide parking lot would typically require a 64 

foot long grass filter strip.  As such, grass filter strips require a significant amount of land area as 

compared to other BMPs. 

 

In order for a grass filter strip to be effective, the stormwater flowing into the filter strip cannot 

be  concentrated within  a  swale,  ditch,  channel,  gutter,  or  other  similar  conveyance  system.  

Rather,  the  stormwater must  be  flowing  across  the  surface  of  a  parking  lot,  lawn  or  other 

ground surface in a very thin sheet of dispersed water. 

 

As shown in Figure 8, the City does not currently have any grass filter strips.  As shown in Figure 

5, soils in the City are predominately clay (hydrologic soil group C and D), but there are limited 

areas of sand and silt soils (hydrologic soil group A and B).   Due to the  land requirements and 
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predominately clay soils in the City, the construction and land costs to retrofit a grass filter strip 

are high as compared to the water quality benefit provided.  Table 5‐5 summarizes the cost and 

water quality benefits of a grass filter strip retrofit of a parking lot.   

 

Table 5‐5:  Grass Filter Strips 

 
 
 

BMP 

Pollutant 
Load Reduction 

Avg. 
Annual 
TSS Cost 

($/lb) 
TSS 
(%) 

TP 
(%) 

Grass Filter Strips – Retrofit Parking Lot (Clay Soil)  95%  91%  $4.0 

 
Biofiltration Devices 

 

Biofiltration devices remove pollutants from stormwater by filtration through an engineered soil 

mixture.  Typically, the engineered soil is a minimum of two feet deep and consists of a sand and 

compost mixture.   A diverse mix of prairie  flowers, grasses,  shrubs and/or  trees are  typically 

planted  in  a mulch  layer  located  above  the  engineered  soil.   During  a  rainfall,  stormwater  is 

temporarily stored above the mulch layer until it can be filtered through the engineered soil.  A 

perforated underdrain pipe  located beneath the engineered soil collects the filtered water and 

discharges it into an adjacent storm sewer or other conveyance system.  Biofiltration devices are 

effective  for  small drainage areas  (less  than 2 acres).   Biofiltration devices are able  to obtain 

100% TSS and TP credit for stormwater that is infiltrated into the underlying soil and an 80% TSS 

and 0% TP removal credit for stormwater that is filtered through the engineered soil layer and is 

discharged via an underdrain.  Therefore, in clay soils, a biofiltration device is an effective BMP 

for TSS reduction, but is ineffective for TP reduction due to limited soil infiltration.  Biofiltration 

is much more effective for TP reduction in sandy soils due to higher soil infiltration rates (refer 

to  following “bioretention” device discussion).   As shown  in Figure 5,  the City  is comprised of 

mostly clay soils. 

  

Biofiltration devices are called a “bioretention” device when the native soils located beneath the 

engineered soil  layer are permeable and  the majority of stormwater  infiltrates  into  the native 

soils.    In sandy soils,  it may be  feasible to eliminate the perforated underdrain pipe to  further 

increase  infiltration.    Bioretention  devices  are  used  to  recharge  groundwater  and  improve 

stormwater  quality, whereas  biofiltration  devices  are  primarily  used  to  improve  stormwater 

quality.   WDNR Technical Standard 1004 – Bioretention for Infiltration discusses design criteria 

for bioretention and biofiltration. 

 

Biofiltration  devices  are  sometimes  called  a  “bio‐swale”  if  the  device  contains  a  longitudinal 

slope to facilitate flow conveyance.  Bio‐swales are typically installed within parking lots or along 

streets and have a linear configuration.  Bio‐swales can be used to recharge groundwater and/or 

improve  stormwater  quality.  As  such,  a  bio‐swale  may  or  may  not  include  a  perforated 

underdrain pipe.  
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The  costs  to  incorporate  biofiltration  into  a  street  retrofit  or  reconstruction  project  are 

summarized  in Table 5‐6 for sand and clay soils.   The percent reductions provided  in Table 5‐6 

are for clay soils, but the cost per pound provides a range depending on soil type.   

 

Table 5‐6:  Street Biofiltration 

 
 
 

Street Corridor Land Use 

Pollutant 
Load 

Reduction Avg. Annual TSS Cost ($/lb) 

TSS 
(%) 

TP 
(%) 

Retrofit Reconstruct 
Sand Clay Sand Clay 

Commercial Corridors  80%  0%  $2.6  $7.9  $1.5  $5.0 

Industrial Corridors  80%  0%  $1.6  $5.0  $0.9  $3.1 

Institutional Corridors  80%  0%  $1.7  $5.1  $0.9  $3.2 

Residential Corridors  80%  0%  $3.3  $9.4  $1.8  $5.8 

Open Space Corridors  80%  0%  $3.2  $8.9  $1.7  $5.5 

 

The  costs  to  incorporate  biofiltration  into  a  parking  lot  retrofit  or  reconstruction  project  are 

summarized  in Table 5‐7 for sand and clay soils.   The percent reductions provided  in Table 5‐7 

are for clay soils, but the cost per pound provides a range depending on soil type. 

 

Table 5‐7:  Parking Lot Biofiltration 

 
 
 

Parking Lot Land Use 

Pollutant 
Load 

Reduction Avg. Annual TSS Cost ($/lb) 

TSS 
(%) 

TP 
(%) 

Retrofit Reconstruct 
Sand Clay Sand Clay 

Commercial Corridors  80%  0%  $10.8  $38.2  $6.8  $23.8 

Industrial Corridors  80%  0%  $5.9  $36.9  $3.6  $22.5 

Institutional Corridors  80%  0%  $10.4  $28.2  $6.3  $17.2 

Residential Corridors  80%  0%  $12.5  $38.4  $7.6  $23.4 

Open Space Corridors  80%  0%  $5.0  $18.4  $3.0  $11.2 

 

Proprietary  biofiltration  devices  are  also  available  to  achieve  pollutant  reductions.    The 

proprietary devices are pre‐manufactured structures which are typically placed along a street or 

within  a  parking  lot  island.    The  structure  is  filled with  engineered  soil with  an  underdrain 

system  for  biofiltration.    Examples  of  proprietary  biofiltration  devices  include  Filterra®, 

TreePod™,  UrbanGreen™,  and  many  other  products.  The  costs  to  incorporate  proprietary 

biofiltration into a street or parking lot retrofit or reconstruction project for sand and clay soils 

are summarized in Table 5‐8.  The percent reductions provided in Table 5‐8 are for clay soils, but 

the cost per pound provides a range depending on soil type. 
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Table 5‐8:  Proprietary Biofiltration 

 
 
 

BMP Location 

Pollutant 
Load 

Reduction Avg. Annual TSS Cost ($/lb) 

TSS 
(%) 

TP 
(%) 

Retrofit Reconstruct 
Sand Clay Sand Clay 

Proprietary Biofiltration‐Street  80%  0%  $5.6  $18.9  $5.0  $16.8 

Proprietary Biofiltration‐Parking Lot  80%  0%  $21.1  $76.5  $18.2  $66.4 

 

Sand Filters  

 

A sand filter is similar to a biofiltration device except the engineered soil consists of 100% sand 

meeting  one  of  the  gradation  options  specified  in  Technical  Standard  1004.      Per  WNDR 

guidance, a sand filter may obtain 80% TSS and 35% TP reduction for the filtering component of 

the devices.  The WDNR is currently researching development of an engineered soil mixture that 

would achieve a greater TP removal credit than a sand  filter.   The costs to  incorporate a sand 

filters into a street or parking lot retrofit or reconstruction project will be primarily the same as 

the biofiltration costs listed in Tables 5‐6 and 5‐7.  The only difference between sand filters and 

biofiltration is that sand filters provide some level of TP removal for the filtered component.    

 

Rain Gardens 

 

Bioretention  devices  are  sometimes  called  a  “rain  garden”  if  the device does not  contain  an 

engineered  soil  layer.    Although  pollutant  removal  is  provided,  rain  gardens  are  typically 

installed for groundwater recharge purposes rather than stormwater pollutant removal.  Often, 

runoff  from a residential roof, patio, sidewalk or driveway  is directed to a rain garden.   These 

residential source areas have a  low pollutant  load but generate a significant amount of runoff 

volume.   Whenever  a  source  area  has  a  high  pollutant  load  (i.e.  street  or  parking  lot),  an 

engineered soil layer is recommended to provide a higher capacity filter media.  A high capacity 

filter media  reduces  the  device’s  surface  area,  ponding  duration,  and  clogging  potential.    If 

stormwater  is  allowed  to  pond  on  the  surface  of  a  rain  garden,  bioretention  device,  or 

biofiltration device for more than 24 hours, the plants may become diseased or die due to wet 

conditions or poor system hydrology.     The costs to retrofit rain gardens on private residential 

property are summarized in Table 5‐9.   

 

Table 5‐9:  Rain Gardens 

 
 
 

BMP 

Pollutant 
Load Reduction 

Avg. 
Annual 
TSS Cost 

($/lb) 
TSS 
(%) 

TP 
(%) 

Rain Garden – Retrofit Residential Lot   98%  98%  $72 
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Infiltration Basins  

 

An  infiltration basin  is  a water  impoundment  constructed over  a highly permeable  soil.    The 

purpose  of  an  infiltration  basin  is  to  temporarily  store  stormwater  and  allow  it  to  infiltrate 

through the bottom and sides of the  infiltration basin.   Pollutants are removed by the filtering 

action  of  the  underlying  soil.    The  primary  functions  of  an  infiltration  basin  are  to  provide 

groundwater recharge, reduce runoff volumes, and reduce peak discharge rates.  The secondary 

function of an  infiltration basin  is water quality.   WDNR Technical Standard 1003 –  Infiltration 

Basin discusses design criteria for infiltration basins. 

 

Infiltration  basins  require  pretreatment  to  prevent  clogging  and  failure.    WDNR  Technical 

Standard  1003  ‐  Infiltration  Basin  requires  a  pretreatment  system  to  reduce  the  TSS  load 

entering  an  infiltration  basin  by  60%  for  a  residential  land  use  and  80%  for  a  commercial, 

industrial, or  institutional  land use.   Typically,  a wet detention pond or biofiltration device  is 

used as the pretreatment system.  The pretreatment system prevents the infiltration basin from 

failing and helps reduce the risk of groundwater contamination due to pollutants contained  in 

stormwater.   Not all  stormwater  runoff  should be  infiltrated due  to concern  for groundwater 

contamination.      

 

In order for an infiltration basin to be feasible, the depth to groundwater typically needs to be 5 

feet or more and the soil needs to be a loam, silt or sand.  As shown in Figure 5, soils in the City 

are predominately clay (hydrologic soil group C and D).   Sand and silt soils are found  in  limited 

locations  in  the City  (hydrologic  soil group A and B).   As  such,  the  feasibility of an  infiltration 

basin is very limited within the City. 

  

Finally, a significant amount of  the water quality benefit  is provided by  the  infiltration basin’s 

pretreatment  system.    Typically,  the  pretreatment  system  is  a  wet  detention  pond  or 

biofiltration device.   From a water quality perspective, an  infiltration basin  is not cost effective 

after considering the pretreatment costs.  As such, infiltration basin costs are not included in the 

analysis; rather pretreatment system costs are included in the analysis (i.e. wet detention ponds 

and biofiltration devices).   

 

Hydrodynamic Separator Devices 

 

Hydrodynamic separator devices are pre‐manufactured underground devices which use cyclonic 

separation to provide pollutant reduction for stormwater.  Hydrodynamic separator devices are 

typically placed in place of a storm sewer manhole within a storm sewer discharge pipe and are 

typically  used  to  treat  smaller  (<  2  acre)  drainage  areas.    Collected  pollutants  are  typically 

removed with a vacuum truck.  Examples of hydrodynamic separators include Vortechs®, CDS™, 

Aqua‐Swirl®, and many other products.  The costs to incorporate hydrodynamic separators into 

a street retrofit or reconstruction project are summarized in Table 5‐10.  
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Table 5‐10:  Street Hydrodynamic Separator Devices (HSD) 

Street Corridor Land Use 

Pollutant Load 
Reduction 

Avg. Annual TSS Cost 
($/lb) 

TSS      
(%) 

TP       
(%) Retrofit Reconstruct  

Commercial Corridors  21%  18%  $5.5  $4.4 

Industrial Corridors  23%  13%  $4.4  $3.5 

Institutional Corridors  23%  20%  $4.3  $3.5 

Residential Corridors  21%  17%  $7.4  $5.9 

Open Space Corridors  21%  17%  $6.8  $5.4 

 

The costs  to  incorporate hydrodynamic separators  into a parking  lot retrofit or reconstruction 

project are summarized in Table 5‐11. 

 
Table 5‐11:  Parking Lot Hydrodynamic Separator Devices (HSD) 

Parking Lot Land Use 

Pollutant Load 
Reduction 

Avg. Annual TSS Cost 
($/lb) 

TSS      
(%) 

TP       
(%) Retrofit Reconstruct  

Commercial Corridors  19%  16%  $15.5  $12.4 

Industrial Corridors  20%  16%  $10.6  $8.4 

Institutional Corridors  20%  15%  $18.7  $15.0 

Residential Corridors  21%  15%  $26.3  $21.2 

Open Space Corridors  31%  20%  $31.7  $25.3 

 

Stormwater Filtration Devices  

 

Stormwater  Filtration  devices  are  pre‐manufactured  underground  stormwater  treatment 

systems that use filters to reduce pollutants in stormwater.  The filters are typically media filled 

cartridges which can be customized to target specific pollutants placed within a pre‐cast or cast‐

in‐place  underground  concrete  structure  and  are  typically  used  to  treat  smaller  (<  2  acre) 

drainage areas.   As clogging occurs within the filters, they can be cleaned underground and/or 

replaced when  clogged.   Examples of Stormwater Filtration  include Stormfilter®, Perk Filter™, 

Aqua‐Filter™, and many other products.   The costs  to  incorporate stormwater  filtration  into a 

street retrofit project or a street reconstruction project are summarized in Table 5‐12.   
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Table 5‐12:  Street Stormwater Filtration Devices 

Street Corridor Land Use 

Pollutant Load 
Reduction 

Avg. Annual TSS Cost 
($/lb) 

TSS      
(%) 

TP       
(%) Retrofit Reconstruct  

Commercial Corridors  38%  38%  $6.9  $6.0 

Industrial Corridors  43%  26%  $5.3  $4.6 

Institutional Corridors  42%  42%  $5.3  $4.6 

Residential Corridors  39%  35%  $8.9  $7.7 

Open Space Corridors  39%  35%  $8.4  $7.2 

 

The costs  to  incorporate hydrodynamic separators  into a parking  lot retrofit or reconstruction 

project are summarized in Table 5‐13. 

 

Table 5‐13:  Parking Lot Stormwater Filtration Devices 

Parking Lot Land Use 

Pollutant Load 
Reduction 

Avg. Annual TSS Cost 
($/lb) 

TSS      
(%) 

TP       
(%) Retrofit Reconstruct  

Commercial Corridors  36%  34%  $26.5  $25.2 

Industrial Corridors  39%  37%  $16.9  $16.0 

Institutional Corridors  39%  35%  $29.8  $28.2 

Residential Corridors  42%  34%  $41.0  $38.9 

Open Space Corridors  61%  45%  $50.9  $48.2 

 

Permeable Pavement 

 

Permeable pavement  is a pavement  system which allows  stormwater  to drain  through paved 

surfaces  into  the underlying soil or  to an underground reservoir  for  treatment.    In addition  to 

pollutant  reduction,  permeable  pavement  is  also  used  to  reduce  peak  flow  rates  and 

stormwater  runoff  volumes  for development  sites.    Permeable  pavement  includes but  is not 

limited to:  pervious concrete or asphalt, pervious pavers and open jointed blocks.  WDNR allows 

for 100% TSS & TP credit for the volume of runoff that infiltrates into the native soil.  Any runoff 

that discharges through an underdrain pipe receives a 55% TSS and 35% TP credit.  The costs to 

incorporate  a  permeable  pavement  into  a  street  retrofit  project  or  a  street  reconstruction 

project are summarized in Table 5‐14.   

   



Stormwater Management Plan  
City-Wide Stormwater Quality Management Plan  

CITY OF MENASHA | Calumet & Winnebago Counties, Wisconsin Page 35 

 

Table 5‐14:  Permeable Pavement 

 
 
 

BMP Location 

Pollutant 
Load 

Reduction Avg. Annual TSS Cost ($/lb) 

TSS 
(%) 

TP 
(%) 

Retrofit Reconstruct 
Sand Clay Sand Clay 

Permeable Pavement‐Street  72%  65%  $14.0  $16.1  $10.1  $11.6 

Permeable Pavement‐Parking Lot  73%  54%  $47.0  $45.1  $32.4  $31.1 

 

Wet Detention Ponds / Wetland Systems  

 

Wet detention ponds and wetland systems are effective at removing sediment, nutrients, heavy 

metals, oxygen demanding compounds  (BOD), hydrocarbons, and bacteria.   Pollutant  removal 

within  a  wet  pond  and  wetland  system  is  primarily  due  to  gravity  settling  of  particulate 

pollutants  and  sediment.    Filtration,  adsorption  and  microbial  decomposition  also  remove 

pollutants,  particularly  within  a  wetland  system.    WDNR  Technical  Standard  1001  –  Wet 

Detention Pond discusses design criteria for wet detention ponds. 

 

Typically, a wet detention pond or wetland system must contain a minimum water depth of 5 

feet within a portion of  the permanent pool  to minimize  re‐suspension of pollutants during a 

rainfall  event.    The WDNR  requires  that wet  detention  ponds  and wetland  systems  be  sized 

using  the National Urban Runoff Project  (NURP) particle  size distribution.   To achieve an 80% 

reduction in TSS, a wet detention pond or wetland system typically needs to remove the 3 to 5 

micron sediment particle.     

 

Existing dry detention ponds  located  in the City were evaluated to determine the feasibility of 

converting  into wet detention ponds.   Currently, WDNR does not allow water quality credit for 

dry detention ponds.  Existing dry detention ponds located within the City are depicted in Figure 

7 and summarized in Table 2‐3.  Generally, wet detention ponds are not recommended for small 

watersheds  (less  than  15  to  20  acres  in  clay  soil).   A wet  detention  pond  located  in  a  small 

watershed may develop stagnation problems and become a public nuisance.  Public acceptance 

of stormwater BMPs is important to the success of the City’s stormwater program.         

 

In the 2002 version of the NR 151 rule, best management practices (BMPs) associated with post‐

construction  sites  containing  new  development may  not  be  located  in  navigable  waters  to 

receive  credit  for meeting  any performance  standard  in Chapter NR 151.  This  restriction has 

been  retained  in  the  revised  rule.    Also  in  the  2002  version  of  the  rule,  best management 

practices  for existing development, re‐development or  in‐fill development could receive water 

quality credit for wet detention ponds / wetland systems constructed within both perennial and 

intermittent streams  if all applicable permits are received.   As of  January 1, 2011, NR 151.003 

only allows water quality credit for newly constructed wet detention ponds / wetland systems 

constructed within intermittent streams for which all applicable permits are received. 
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A cost analysis was completed to determine the most cost‐effective retrofits within the City.  As 

part of the analysis, aerial photographs were used to identify potential undeveloped properties 

that could be used for a retrofit.   The  location of storm sewer pipes and the watershed size  in 

relation to the undeveloped property was also considered.  Table 5‐15 summarizes the cost and 

water quality benefits of those wet detention ponds / wetland systems within the Fox River Sub‐

Watershed analyzed for the City (partial list of analyzed ponds).  A detailed structural BMP cost 

analysis can be found in Appendix C and includes the full list of ponds and other BMP’s analyzed.  

BMP Concept drawings for the facilities listed in Table 5‐15 and are also provided in Appendix C  

 

Table 5‐15:  Potential Wet Detention Ponds / Wetland Systems 

Wet Detention Pond 
/ Wetland System 

Drainage 
Area 

(acres) 

Pollutant 
Reduction 

Capital 
Costs 

Capital & 
O&M 
Costs 

Over 20 
Years 

Avg. 
Annual 

TSS 
Cost 
($/lb) 

TSS 
(%) 

TP 
(%) 

DOT Pond 4 ‐ Alt 2  106  90%  66%  $15,000  $897,079  $1.39 

Tayco Pond Expansion  836  69%  49%  $0  $928,031  $1.66 

DOT Pond 4 ‐ Alt 3  334  73%  54%  $1,953,600  $2,735,081  $2.20 

Pleasants Park Pond  142  84%  62%  $800,300  $1,103,803  $2.54 

DOT Pond 2 ‐ Alt 2  62  92%  71%  $250,500  $632,146  $2.55 

Hart Park Pond  59  83%  61%  $284,100  $431,566  $2.66 

Jefferson Park Pond  79  85%  62%  $506,600  $685,616  $2.89 

Sixth Street Pond  94  72%  52%  $916,000  $1,088,005  $3.14 

Ninth Street Pond ‐ Alt 2  40  79%  57%  $266,500  $397,607  $3.44 

Smith Park Pond  90  83%  59%  $641,100  $808,431  $3.54 

Ninth Street Pond ‐ Alt 1  98  81%  60%  $934,300  $1,143,535  $3.67 

DOT Pond 4 ‐ Alt 1  33  95%  72%  $0  $882,079  $3.93 

Racine Street Pond  26  83%  65%  $458,600  $583,864  $4.49 

Shepard Park Pond  26  85%  60%  $380,400  $502,158  $4.63 

Graphic Packaging Pond  55  76%  55%  $698,400  $910,116  $4.70 

Lock Street Pond  45  80%  57%  $585,100  $713,870  $4.86 

Third Street Pond  20  84%  64%  $427,000  $531,231  $5.92 

Parkview Pond  44  82%  57%  $748,200  $890,992  $6.05 

Midway Pond  200  72%  54%  $2,971,600  $3,523,319  $6.30 

Abbey Pond  23  75%  55%  $586,500  $715,270  $8.19 

DOT Pond 2 ‐ Alt 1  5  96%  74%  $0  $381,646  $16.65 

 

In addition  to wet detention ponds, underground detention  is  another alternative  to provide 

similar  pollutant  reduction,  allowing  for  full  build  out  of  a  proposed  development  site.    The 

detention may be provided with a permanent pool of water  in an underground piping system 

allowing  for pavement above  the  stormwater device.   The  sediment accumulation  is  typically 

removed  by  vacuum  truck  or  other  method.    The  underground  detention  system  is  more 

expensive  than  wet  detention  ponds,  but  maximizes  development  area  of  sites.    One 
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underground detention devices was  investigated for the City.   Table 5‐16 summarizes the cost 

and water quality benefits for the proposed Center Street Underground Detention  

   

Table 5‐16:  Underground Detention System 

Underground 
Detention Pond 

Drainage 
Area 

(acres) 

Pollutant 
Reduction 

Capital 
Costs 

Capital & 
O&M 
Costs 

Over 20 
Years 

Avg. 
Annual 

TSS 
Cost 
($/lb) 

TSS 
(%) 

TP 
(%) 

Center Street 
Underground Detention  19  81%  62%  $2,462,700  $2,610,166  $33.43 

 
Enhanced Settling (Alum Treatment)  

 

In the future, the City may want to  investigate the feasibility of adding polymers or flocculants 

such as Alum  to wet detention ponds  to enhance pollutant  removal efficiencies.   Polymer or 

flocculent additions will likely require installation of mechanical injection systems.  The WDNR is 

currently discussing if Wisconsin will allow the use of polymers and flocculants in wet detention 

ponds.    This  TMDL  pollutant  analysis  will  likely  require  updating  after  WDNR  guidance 

documents  regarding  the  use  of  polymer  and  flocculants  in  ponds  is  completed.  Table  5‐17 

summarizes  the  cost  and  water  quality  benefits  of  those  wet  detention  ponds  with  Alum 

treatment analyzed for the City.   

 

Table 5‐17:  Potential Wet Detention Ponds with Alum Treatment 

Wet Detention Pond 
With Alum Treatment 

Drainage 
Area 

(acres) 

Pollutant 
Reduction 

Capital 
Costs 

Capital & 
O&M 
Costs 

Over 20 
Years 

Avg. 
Annual 

TSS 
Cost 
($/lb) 

TSS 
(%) 

TP 
(%) 

Tayco Pond Expansion with Alum   836  90%  85%  $298,002  $3,100,938  $2.16 

DOT Pond 4 ‐ Alt 3 with Alum   334  90%  85%  $2,229,312  $4,902,364  $3.13 

Pleasants Park Pond with Alum   142  90%  85%  $937,925  $2,015,637  $4.26 

Sixth Street Pond with Alum   94  90%  85%  $1,060,448  $2,061,871  $4.54 

Jefferson Park Pond with Alum   79  90%  85%  $602,344  $1,219,911  $4.82 

Smith Park Pond with Alum   90  90%  85%  $741,011  $1,377,371  $5.42 

Midway Pond with Alum   200  90%  85%  $3,226,829  $5,504,382  $7.62 

 

Mechanical / Biological Treatment Facilities  

 

Mechanical  /  biological  treatment  facilities  are  not  currently  used  in  Wisconsin,  with  the 

exception of combined sewer systems that treat wastewater and stormwater.   A mechanical / 

biological treatment facility would be difficult to implement for stormwater given the number of 

storm sewer outfalls  located within the City.   Significant storm sewer pumping would  likely be 
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needed  to  convey  stormwater  from  each  outfall  to  a  regional  stormwater  treatment  facility, 

similar to a wastewater treatment facility.   As a result, stormwater treatment facilities are not 

typically  cost  effective  BMPs.    A  mechanical  /  biological  treatment  facility  and  associated 

pumping  systems  are  estimated  to  have  an  average  annual  cost  that  is well  above  $20  per 

pound  of  TSS  removed.  In  addition,  diverting  low  flows  from  all  storm  sewer  outfalls  to  a 

regional  treatment  facility may  dry  up  existing wetlands  and  streams  located  near  the  City’s 

current storm sewer outfalls. 

 

Alternatives  

 

The City is responsible for reducing phosphorus and sediment loads to satisfy the TMDL percent 

reductions  listed  in Table 4‐3.   Four alternatives were developed  to  satisfy  the TMDL percent 

reductions.    Each  alternative  identifies  a  combination  of  existing  and  proposed  BMPs  that 

satisfies the TMDL allocations for the City.     

 

  Alternative 1 – As shown in Figure 16, Alternative 1 includes the existing wet ponds, existing 
biofilters, and proposed ponds including Tayco Pond Expansion (with Alum), DOT Pond 2‐Alt 

2, Jefferson Park Pond, DOT Pond 4‐Alt 3 (with Alum), Ninth Street Pond‐Alt2, Pleasants Park 

Pond  (with Alum), Racine Street Pond, Sixth Street Pond  (with Alum), Shepard Park Pond, 

and Smith Park Pond (with Alum).    In addition, Alternative 1  includes high efficiency street 

sweeping twice per month with a parking control ordinance.   

 

  Alternative 2 – As shown in Figure 17, Alternative 2 includes the existing wet ponds, existing 
biofilters, and proposed ponds including Tayco Pond Expansion (with Alum), DOT Pond 2‐Alt 

2, Jefferson Park Pond, DOT Pond 4‐Alt 3 (with Alum), Ninth Street Pond‐Alt2, Pleasants Park 

Pond  (with Alum), Racine  Street Pond,  Sixth  Street Pond,  Shepard Park Pond,  Smith Park 

Pond,  and  Lock  Street  Pond.    In  addition,  Alternative  2  includes  high  efficiency  street 

sweeping twice per month with a parking control ordinance. 

 

  Alternative 3 – As shown in Figure 18, Alternative 3 includes the existing wet ponds, existing 
biofilters, and proposed ponds including Tayco Pond Expansion (with Alum), DOT Pond 2‐Alt 

2, Jefferson Park Pond, DOT Pond 4‐Alt 2, Ninth Street Pond‐Alt2, Pleasants Park Pond (with 

Alum), Racine Street Pond, Sixth Street Pond  (with Alum), Shepard Park Pond, Smith Park 

Pond  (with Alum), Graphic  Packaging  Pond,  and Midway  Pond  (with Alum).    In  addition, 

Alternative  3  includes  high  efficiency  street  sweeping  twice  per  month  with  a  parking 

control ordinance.   

 

  Alternative 4 – As shown in Figure 19, Alternative 4 includes the existing wet ponds, existing 
biofilters, and proposed ponds including Tayco Pond Expansion (with Alum), DOT Pond 2‐Alt 

2,  Jefferson Park Pond, DOT Pond 4‐Alt 2, Pleasants Park Pond  (with Alum), Racine Street 

Pond,  Sixth  Street  Pond  (with  Alum),  Shepard  Park  Pond,  Smith  Park  Pond  (with  Alum), 

Graphic Packaging Pond, and Midway Pond (with Alum).  In addition, Alternative 4 includes 

high efficiency street sweeping once per week with a parking control ordinance.   
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Costs associated with the proposed street sweeping program and proposed structural BMPs are 

provided in Table 5‐18.  The capital costs provided in Table 5‐18 are the estimated present value 

capital  costs  for  the  proposed  structural  BMPs.    The  capital  costs  include  an  allowance  for 

construction, land acquisition, engineering, legal, and contingency costs.     

 

Table 5‐18:  TMDL Alternatives Analysis 

 
City 
MS4 

Alternative 

Proposed 
Street Sweeping* 

Proposed 
Structural BMPs 

Type of 
Sweeper 

Sweeping 
Frequency 

Parking 
Control 

Capital 
Costs 

1  H.E.  Twice / month  Yes  $7.1 million 

2  H.E.  Twice / month Yes  $7.5 million 

3  H.E.  Twice / month Yes  $8.8 million 

4  H.E.  Once / week  Yes  $8.6 million 
* Street sweeping begins March 29 and ends November 25 of each year.  High efficiency (H.E.).  Mechanical (M).

 

Plan of Action  

 

In  the  future,  the City  intends  to develop a Plan of Action  for achieving  compliance with  the 

TMDL waste load allocations.  The Plan of Action will include a capital improvement plan for the 

next 20 plus years.  Implementation will be dynamic over the next 20 years, but at least the Plan 

of Action provides a starting point as the City works toward TMDL compliance.   
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6.0 IMPLEMENTATION & RECOMMENDATIONS 
 

Below  are  various  recommendations  for  the  City  to  consider  when  implementing  the 

Stormwater Quality Management Plan and working toward MS4 Permit compliance.  

 

Resource Management Plans 

 

Several  resource management plans were discussed  in Section 1.0 of  this Stormwater Quality 

Management Plan.    It  is  recommended  that  the priorities and  recommendations contained  in 

these resource management plans be incorporated into this plan by reference.   

 

Plan of Action 

 

It  is  recommended  that  the  City  develop  a  Plan  of  Action  for  stormwater  quality  after 

completion of  this  report.    It  is  recommended  that pollutants of  concern associated with  the 

Lower Fox River Basin TDML be targeted during implementation.  Pollutant loads and pollutant 

yields depicted in Figures I‐4 through I‐11 in Appendix A can be used to target specific drainage 

areas with heavier pollutant  loads or yields.    In addition,  the pollutant  load and BMP analysis 

contained in this report can be used to target specific source areas with a heavier load or BMPs 

with a more favorable cost.  

 

Public Education & Public Involvement 

 

Public  education  and  public  involvement  are  recommended  during  development  and 

implementation of the Plan of Action.  Potential stakeholders include the general public, elected 

officials,  City  Staff,  developers,  regulatory  entities,  individual  property  owners  and  other 

regulated entities.   Although  this stormwater quality management plan  includes a cost versus 

benefit analysis, the plan does not take into consideration intangibles such as public sentiment, 

public opinion, land availability, etc.    

 

Redevelopment Sites  

 

It  is  recommended  that  the City evaluate public / private partnerships with  landowners when 

developing and implementing its Plan of Action.  As required by NR 151.12 and the City’s Post‐

Construction Stormwater Management Ordinance, redevelopment sites with 1 acre or more of 

land disturbance are required to achieve a TSS reduction.  Compliance with the TSS reduction is 

only  required when a  construction project occurs on  the  site.   As  such,  these  redevelopment 

sites  do  not  have  a  specific  timeline  for  achieving  a  TSS  reduction.    Nonetheless,  when 

redevelopment  occurs  on  commercial,  industrial,  institutional  and  multi‐family  residential 

parcels,  stormwater  quality  improvements  will  be  required.    Public  /  private  partnerships 

provide an opportunity to work together such that both the landowner and City benefit.   

 

For  example,  redevelopment  of  a  20  acre  shopping  center may  provide  an  opportunity  to 

increase  the  site’s  TSS  reduction  to  80%  or  provide  an  opportunity  to  provide water  quality 
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treatment for other nearby properties or streets.  In some instances, cost sharing can be used as 

a  financial  incentive  or  the  City  cost  share  through  of  public  /  private  partnership with  the 

landowners.  Typically, it is more cost effective to incorporate stormwater quality improvements 

into  an  already  planned  construction  project  as  compared  to  retrofitting  a  BMP  without 

considering other construction activities in the watershed.   

 

Inter‐Governmental Agreements  

 

It is recommended that the City evaluate inter‐governmental agreements when developing and 

implementing the Plan of Action.  It may be more cost effective to work together with adjoining 

municipal  jurisdictions,  such  as  the Wisconsin  Department  of  Transportation  or  Calumet  & 

Winnebago  County Highway Departments.   Also,  it may  be  beneficial  to work  together with 

adjoining  cities,  villages  and  townships  to  construct  a mutually  beneficial  stormwater  BMP, 

share equipment, restore a wetland, or improve water quality using other methods. 

 

Water Quality Trading 

 

It  is recommended that the City evaluate the feasibility and cost effectiveness of water quality 

trading  when  developing  and  implementing  its  Plan  of  Action.    The  cost  for  achieving 

compliance with TMDL allocations is not uniform among dischargers and source areas.  As such, 

compliance with TMDL allocations may be more cost‐effectively achieved by trading with other 

dischargers.    Water  quality  trading  is  allowed  between  wastewater  treatment  facilities, 

agricultural  landowners,  and other urban  stormwater dischargers.    In order  to be eligible  for 

water quality  trading,  specific criteria needs  to be  satisfied.   The WDNR  recently developed a 

water  quality  trading  framework  for  Wisconsin.  This  framework  has  led  to  two  additional 

guidance documents for trading implementation. 

 

Watershed Adaptive Management  

 

It  is  recommended  that  the City  evaluate  the  feasibility  and  cost  effectiveness of Watershed 

Adaptive  Management  when  developing  and  implementing  its  Plan  of  Action.    Adaptive 

management is a watershed approach that focuses on meeting water quality standards within a 

river, stream or lake in a more cost‐effective manner.  Watershed Adaptive Management needs 

to be  initiated by a wastewater treatment  facility owner, but would  likely  involve cooperation 

among other phosphorus dischargers including agricultural, urban stormwater, and wastewater 

dischargers.    Exhibit  6‐1  depicts  the  portion  of  phosphorus  that  is  being  generated  by 

agriculture, urban stormwater and wastewater  treatment  facilities within  the Lower Fox River 

Basin.  Exhibit 6‐1 was obtained from the Lower Fox River Basin TMDL Report. 
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improvement plan should also take into consideration other local capital improvement projects, 

such as street reconstruction projects, utility projects, and private development projects.     

 

Financing Plan 

 

It is recommended that the City develop a financing plan.  The financing plan will allow the City 

to  implement  its Plan of Action and 5‐year Capital Improvement Plan.   Below  is a discussion of 

various funding sources which may be available to the City.  Depending on the project, funding 

options may be used individually or in combination. 

 

  Debt  / Bonds:   General obligation and  revenue bonds may be used  to  secure  funding  for 

stormwater  projects.    Property  taxes  and  revenue  fees  are  used  for  long‐term  debt 

payments. 

 

  Special  Assessments:    Special  assessments may  be  used  to  generate  funds  for  a  specific 

project.   Property owners that benefit from the project pay the assessment fee.   Typically, 

other  funding  sources are needed  to pay  for project  costs until property owners pay  the 

assessment.     

 

  Impact  Fees:    Impact  fees may  be  charged  to  developers  for  stormwater  projects  that 

benefit the development.  Impact fees are usually paid during initial stages of development.  

Typically,  projects  include  regional  stormwater  facilities  or  improvements  to  deficient 

downstream  infrastructure.   Often,  other  funding  sources  are  needed  to  pay  for  project 

costs until developers and property owners are required to pay the impact fee.  Impact fees 

are recommended as needed to fund the municipal stormwater program. 

 

  Tax  Incremental Financing (TIF) District:   TIF Districts may be used by Cities and Villages to 

fund stormwater projects that benefit property  located within the District.   Property value 

increases within the TIF District generate additional tax revenue that  is used for  long‐term 

debt payments.   

 

  Stormwater  Utility:    Stormwater  utilities  are  similar  to  sanitary  and  water  utilities.  

Stormwater utilities generate revenue for stormwater related projects by charging property 

owners an annual  service  fee.   Annual  service  fees are based upon  the amount of  runoff 

generated by a specific property.  Properties with more impervious area (i.e. roofs, parking 

lots,  driveways,  etc.)  are  charged  a  higher  fee  as  compared  to  properties  with  less 

impervious area.  All properties, including tax exempt properties, pay the service fee.  Rate 

adjustments are recommended as needed to fund the municipal stormwater program. 

 
  Grants / Loans:  State and federal grant / loans are available for certain stormwater projects.  

Typically, only a certain percent of the total project cost  is eligible  for grant /  loan money 

with  remaining  revenues  to be generated by  the applicant.   Below are a  few grant /  loan 

programs  which  the  City  may  or  may  not  be  familiar  with.    Grant  applications  are 

recommended.   
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 Urban Non‐Point Source and Stormwater Construction Grant 

 Targeted Runoff Management Construction Grant 

 Great Lakes Basin Program 

 Community Development Block Grant 
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Sou rce:  Calu m e t Cou nty, 2013-15; Winne bago Cou nty, 2013-14.
Disclaim e r:  The prope rty line s, right-of-way line s, and  othe r prope rty
inform ation on this d rawing we re  d e ve lope d  or obtaine d  as part of the
Cou nty Ge ographic Inform ation Syste m  or throu gh the  Cou nty

prope rty tax m apping fu nction.  McMAHON d oe s not gu arante e  this
inform ation to be corre ct, cu rre nt, or com ple te .  The prope rty and
right-of-way inform ation are only inte nd e d  for u se  as a ge ne ral
re fe re nce and  are not inte nd e d  or su itable for site -specific u se s.

Any u se  to the  contrary of the  above state d  u se s is the  re sponsibility
of the  u se r and  su ch u se  is at the  u se r’s own risk.
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FIGURE 8
STORMWATER

MANAGEMENT PLAN
CITY OF MENASHA

WINNEBAGO COUNTY, WISCONSIN
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Sou rce:  Ca lu m e t Cou nty, 2013-15; Winne bago Cou nty, 2013-14.
Discla im e r:  The prope rty line s, right-of-way line s, a nd  othe r prope rty
inform a tion on this d rawing were d e ve lope d  or obta ine d  a s pa rt of the
Cou nty Ge ogra phic Inform a tion Syste m  or throu gh the  Cou nty

prope rty ta x m a pping fu nction.  McMAHON d oe s not gu a ra nte e  this
inform a tion to be correct, cu rre nt, or com ple te .  The prope rty a nd
right-of-way inform a tion are only inte nd e d  for u se  a s a ge ne ra l
re fe re nce a nd  are not inte nd e d  or su ita ble  for site -spe cific u se s.

Any u se  to the  contrary of the  above sta te d  u se s is the  re sponsibility
of the  u ser a nd  su ch u se  is a t the  u se r’s own risk.
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FIGURE 9
STORMWATER

MANAGEMENT P LAN
CITY OF MENASHA

WINNEBAGO COUNTY, WISCONSIN
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2004 LAND USE
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FIGU RE 10
STORM WATER

M ANAGEM ENT PLAN
CITY OF M ENASHA

WINNEBAGO COU NTY, WISCONSIN

Source:  Ca lum et Coun ty, 2013-15; Win n eb a go Coun ty, 2013-14.
Discla im er:  The property lin es, right-of-wa y lin es, a n d other property
in form a tion  on  this dra win g were developed or ob ta in ed a s pa rt of the
Coun ty Geogra phic In form a tion  System  or through the Coun ty

property ta x m a ppin g fun ction .  M cM AHON does n ot gua ra n tee this
in form a tion  to b e correct, curren t, or com plete.  The property a n d
right-of-wa y in form a tion  a re on ly in ten ded for use a s a  gen era l
referen ce a n d a re n ot in ten ded or suita b le for site-specific uses.

An y use to the con tra ry of the a b ove sta ted uses is the respon sib ility
of the user a n d such use is a t the user’s own  risk.

Institutional
SCHOOL - Pub lic or Priva te School
U NIV  - U n iversity, College, Techn ica l School, etc.
HOSP - M edica l Fa cilities in cludin g Nursin g Hom es, Hospita ls, etc.
M ISC - M iscella n eous Fa cilities (Churches, In stitution a l Property)

Commercial

Industrial

Open Space

FREE - Lim ited Access Highwa ys a n d In tercha n ges, in cludin g vegeta ted ROW
Transportation

SLAMM Standard Land Uses
Residential

CDNTN - Down town  Com m ercia l a n d In stitution a l Area s
CSTRIP - Strip Com m ercia l Area s (Courthouses, Police Sta tion s, etc.)
SHCNTR - Shoppin g Cen ters (pa rkin g lot is 2.5 tim es b uildin g a rea )
OFFPRK - Office Pa rks (n on -reta il, m ulti-story, in sura n ce, govern m en t)

CEM  - Cem eteries, in cludin g groun ds, roa ds, a n d b uildin gs)
PARK - Outdoor Recrea tion a l Area s (golf course, a rb oretum s, b ota n ica l ga rden s,
m un icipa l pla ygroun ds, a n d n a tura l a rea s)
RAIL - Ra ilroa d ROW (Excludes roa d ROW, stora ge ya rds)
FRM STD - Fa rm stea ds, in cludin g lim ited houses, b uildin gs, drivewa ys a n d pa rkin g a rea s
AGRIC - Agriculture fields
GRASS - U n developed la n d tha t is vegeta ted (Excludes roa d ROW)
GRASS_ SWPOND - V egeta ted la n d a roun d a  storm wa ter pon d (Excludes roa d ROW)
WOODS - Forested or Wooded Area s with Lea f Litter
WETLND - DNR Wetla n d In ven tory M a p
WATER - Wa ters of the Sta te a n d Other Open  Wa ters
WATER_ SWPOND - Open  wa ter a ssocia ted with storm wa ter pon d

LDR - Low Den sity Sin gle Fa m ily Residen tia l (0.5 a cre to 1.5 a cre lots)
M DR - M edium  Den sity Sin gle Fa m ily Residen tia l (0.25 a cre to 0.5 a cre lots)
M DRA - M edium  Den sity Sin gle Fa m ily Residen tia l w/Alleys (0.25 a cre to 0.5 a cre lots)
HDR - High Den sity Sin gle Fa m ily Residen tia l (0.125 a cre lots or sm a ller)
HDRA - High Den sity Sin gle Fa m ily Residen tia l w/Alleys (0.125 a cre lots or sm a ller)
M FR - M ulti-Fa m ily Residen tia l (3 or m ore fa m ilies, 1-3 story height)
HRR - High Rise Residen tia l (1.5 a cre to 5 a cre lots, > 3 story)
SU BR - Sub urb a n  Residen tia l (1.5 a cre to 5 a cre lots)
M OBR - M ob ile Hom e or Tra iler Pa rk Residen tia l

HWY - Sta te or Coun ty Highwa y
RU RALRD - Rura l Roa d

LIGHTI - Light In dustria l Area s (stora ge a n d distrib ution  of goods for reta il or sa le)
M EDI - M edium  In dustria l Area s (lum b er, jun k, or a uto sa lva ge ya rd, a g., co-op,
oil ta n k fa rm , coa l a n d sa lt stora ge, sla ughter house)
QU ARRY - Aggrega te Extra ction  a n d Exca va tion
AIRPRT - Airport Fa cilities

Other Mapped Features

Coun ty Boun da ry
M un icipa l Boun da ry

Strea m s

Right-of-Wa y Lin es

Pa rcel Lin es
Ra ilroa d Cen terlin e

Study Area  Boun da ry



Lake Winnebago

Little
Lake
Butte
des

Morts

Fox River

Town of
Menasha

City of
Appleton

Town of
Harrison

Village of
Harrison

City of
Menasha

City of
Neenah

City of
Menasha

City of
Menasha

PLANK RD

IiAÙ AÙ

Ii

IiAc

Ac

Ac

?Æ

?Æ

?Æ

Outagamie County

Wi
nn

eb
ag

o C
ou

nt
y

Ca
lum

et 
Co

un
ty

AP
PL

ET
ON

 RD

VALLEY RD (COUNTY RD P)
TA

YC
O 

ST

NINTH ST

ON
EI

DA
 S

T

KEYES ST

MI
LW

AU
KE

E S
T

NICOLET BLVD

RA
CI

NE
 S

T

DE
 P

ER
E 

ST

AHNAIP ST

PLANK RD

MIDWAY RD (COUNTY RD AP)

THIRD ST

LA
KE

 PA
RK

 R
D

E MEADOW GROVE BLVD

KE
RN

AN
 AV

LA
KE

 PA
RK

 R
D

MANITOWOC RD

MIDWAY RD

0 2,000
Feet

I

2014 LAND USE
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FIGU RE 11
STORM WATER

M ANAGEM ENT PLAN
CITY OF M ENASHA

WINNEBAGO COU NTY, WISCONSIN

Source:  Ca lum et Coun ty, 2013-15; Win n eb a go Coun ty, 2013-14.
Discla im er:  The property lin es, right-of-wa y lin es, a n d other property
in form a tion  on  this dra win g were developed or ob ta in ed a s pa rt of the
Coun ty Geogra phic In form a tion  System  or through the Coun ty

property ta x m a ppin g fun ction .  M cM AHON does n ot gua ra n tee this
in form a tion  to b e correct, curren t, or com plete.  The property a n d
right-of-wa y in form a tion  a re on ly in ten ded for use a s a  gen era l
referen ce a n d a re n ot in ten ded or suita b le for site-specific uses.

An y use to the con tra ry of the a b ove sta ted uses is the respon sib ility
of the user a n d such use is a t the user’s own  risk.

Institutional
SCHOOL - Pub lic or Priva te School
U NIV  - U n iversity, College, Techn ica l School, etc.
HOSP - M edica l Fa cilities in cludin g Nursin g Hom es, Hospita ls, etc.
M ISC - M iscella n eous Fa cilities (Churches, In stitution a l Property)

Commercial

Industrial

Open Space

FREE - Lim ited Access Highwa ys a n d In tercha n ges, in cludin g vegeta ted ROW
Transportation

SLAMM Standard Land Uses
Residential

CDNTN - Down town  Com m ercia l a n d In stitution a l Area s
CSTRIP - Strip Com m ercia l Area s (Courthouses, Police Sta tion s, etc.)
SHCNTR - Shoppin g Cen ters (pa rkin g lot is 2.5 tim es b uildin g a rea )
OFFPRK - Office Pa rks (n on -reta il, m ulti-story, in sura n ce, govern m en t)

CEM  - Cem eteries, in cludin g groun ds, roa ds, a n d b uildin gs)
PARK - Outdoor Recrea tion a l Area s (golf course, a rb oretum s, b ota n ica l ga rden s,
m un icipa l pla ygroun ds, a n d n a tura l a rea s)
RAIL - Ra ilroa d ROW (Excludes roa d ROW, stora ge ya rds)
FRM STD - Fa rm stea ds, in cludin g lim ited houses, b uildin gs, drivewa ys a n d pa rkin g a rea s
AGRIC - Agriculture fields
GRASS - U n developed la n d tha t is vegeta ted (Excludes roa d ROW)
GRASS_ SWPOND - V egeta ted la n d a roun d a  storm wa ter pon d (Excludes roa d ROW)
WOODS - Forested or Wooded Area s with Lea f Litter
WETLND - DNR Wetla n d In ven tory M a p
WATER - Wa ters of the Sta te a n d Other Open  Wa ters
WATER_ SWPOND - Open  wa ter a ssocia ted with storm wa ter pon d

LDR - Low Den sity Sin gle Fa m ily Residen tia l (0.5 a cre to 1.5 a cre lots)
M DR - M edium  Den sity Sin gle Fa m ily Residen tia l (0.25 a cre to 0.5 a cre lots)
M DRA - M edium  Den sity Sin gle Fa m ily Residen tia l w/Alleys (0.25 a cre to 0.5 a cre lots)
HDR - High Den sity Sin gle Fa m ily Residen tia l (0.125 a cre lots or sm a ller)
HDRA - High Den sity Sin gle Fa m ily Residen tia l w/Alleys (0.125 a cre lots or sm a ller)
M FR - M ulti-Fa m ily Residen tia l (3 or m ore fa m ilies, 1-3 story height)
HRR - High Rise Residen tia l (1.5 a cre to 5 a cre lots, > 3 story)
SU BR - Sub urb a n  Residen tia l (1.5 a cre to 5 a cre lots)
M OBR - M ob ile Hom e or Tra iler Pa rk Residen tia l

HWY - Sta te or Coun ty Highwa y
RU RALRD - Rura l Roa d

LIGHTI - Light In dustria l Area s (stora ge a n d distrib ution  of goods for reta il or sa le)
M EDI - M edium  In dustria l Area s (lum b er, jun k, or a uto sa lva ge ya rd, a g., co-op,
oil ta n k fa rm , coa l a n d sa lt stora ge, sla ughter house)
QU ARRY - Aggrega te Extra ction  a n d Exca va tion
AIRPRT - Airport Fa cilities

Other Mapped Features

Coun ty Boun da ry
M un icipa l Boun da ry

Strea m s

Right-of-Wa y Lin es

Pa rcel Lin es
Ra ilroa d Cen terlin e

Study Area  Boun da ry
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FUTURE LAND USE
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FIGU RE 12
STORM WATER

M ANAGEM ENT PLAN
CITY OF M ENASHA

WINNEBAGO COU NTY, WISCONSIN

Source:  Ca lum et Coun ty, 2013-15; Win n eb a go Coun ty, 2013-14.
Discla im er:  The property lin es, right-of-wa y lin es, a n d other property
in form a tion  on  this dra win g were developed or ob ta in ed a s pa rt of the
Coun ty Geogra phic In form a tion  System  or through the Coun ty

property ta x m a ppin g fun ction .  M cM AHON does n ot gua ra n tee this
in form a tion  to b e correct, curren t, or com plete.  The property a n d
right-of-wa y in form a tion  a re on ly in ten ded for use a s a  gen era l
referen ce a n d a re n ot in ten ded or suita b le for site-specific uses.

An y use to the con tra ry of the a b ove sta ted uses is the respon sib ility
of the user a n d such use is a t the user’s own  risk.

Institutional
SCHOOL - Pub lic or Priva te School
U NIV  - U n iversity, College, Techn ica l School, etc.
HOSP - M edica l Fa cilities in cludin g Nursin g Hom es, Hospita ls, etc.
M ISC - M iscella n eous Fa cilities (Churches, In stitution a l Property)

Commercial

Industrial

Open Space

FREE - Lim ited Access Highwa ys a n d In tercha n ges, in cludin g vegeta ted ROW
Transportation

SLAMM Standard Land Uses
Residential

CDNTN - Down town  Com m ercia l a n d In stitution a l Area s
CSTRIP - Strip Com m ercia l Area s (Courthouses, Police Sta tion s, etc.)
SHCNTR - Shoppin g Cen ters (pa rkin g lot is 2.5 tim es b uildin g a rea )
OFFPRK - Office Pa rks (n on -reta il, m ulti-story, in sura n ce, govern m en t)

CEM  - Cem eteries, in cludin g groun ds, roa ds, a n d b uildin gs)
PARK - Outdoor Recrea tion a l Area s (golf course, a rb oretum s, b ota n ica l ga rden s,
m un icipa l pla ygroun ds, a n d n a tura l a rea s)
RAIL - Ra ilroa d ROW (Excludes roa d ROW, stora ge ya rds)
FRM STD - Fa rm stea ds, in cludin g lim ited houses, b uildin gs, drivewa ys a n d pa rkin g a rea s
AGRIC - Agriculture fields
GRASS - U n developed la n d tha t is vegeta ted (Excludes roa d ROW)
GRASS_ SWPOND - V egeta ted la n d a roun d a  storm wa ter pon d (Excludes roa d ROW)
WOODS - Forested or Wooded Area s with Lea f Litter
WETLND - DNR Wetla n d In ven tory M a p
WATER - Wa ters of the Sta te a n d Other Open  Wa ters
WATER_ SWPOND - Open  wa ter a ssocia ted with storm wa ter pon d

LDR - Low Den sity Sin gle Fa m ily Residen tia l (0.5 a cre to 1.5 a cre lots)
M DR - M edium  Den sity Sin gle Fa m ily Residen tia l (0.25 a cre to 0.5 a cre lots)
M DRA - M edium  Den sity Sin gle Fa m ily Residen tia l w/Alleys (0.25 a cre to 0.5 a cre lots)
HDR - High Den sity Sin gle Fa m ily Residen tia l (0.125 a cre lots or sm a ller)
HDRA - High Den sity Sin gle Fa m ily Residen tia l w/Alleys (0.125 a cre lots or sm a ller)
M FR - M ulti-Fa m ily Residen tia l (3 or m ore fa m ilies, 1-3 story height)
HRR - High Rise Residen tia l (1.5 a cre to 5 a cre lots, > 3 story)
SU BR - Sub urb a n  Residen tia l (1.5 a cre to 5 a cre lots)
M OBR - M ob ile Hom e or Tra iler Pa rk Residen tia l

HWY - Sta te or Coun ty Highwa y
RU RALRD - Rura l Roa d

LIGHTI - Light In dustria l Area s (stora ge a n d distrib ution  of goods for reta il or sa le)
M EDI - M edium  In dustria l Area s (lum b er, jun k, or a uto sa lva ge ya rd, a g., co-op,
oil ta n k fa rm , coa l a n d sa lt stora ge, sla ughter house)
QU ARRY - Aggrega te Extra ction  a n d Exca va tion
AIRPRT - Airport Fa cilities

Other Mapped Features

Coun ty Boun da ry
M un icipa l Boun da ry

Strea m s

Right-of-Wa y Lin es

Pa rcel Lin es
Ra ilroa d Cen terlin e

Study Area  Boun da ry
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Sourc e :  Calum e t County, 2013-15; Winne bago County, 2013-14.
Dis c laim e r:  The  prope rty line s, right-of-way line s, and othe r prope rty
inform ation on this d rawing we re  d e ve lope d  or obtaine d  as part of the
County Ge ographic Inform ation Sys te m  or through the  County

prope rty tax m apping func tion.  McMAHON doe s not guarante e  this
inform ation to be  c orre c t, c urre nt, or c om ple te .  The  prope rty and
right-of-way inform ation are  only inte nd e d  for us e  as a ge ne ral
re fe re nc e  and are  not inte nd e d  or s uitable  for s ite -spe c ific us e s.

Any us e  to the  contrary of the  above  s tate d  us e s  is  the  re spons ibility
of the  us e r and suc h us e  is  at the  us e r’s  own ris k.
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FIGURE 13
STORMWATER

MANAGEMENT P LAN
CITY  OF MENASHA

WINNEBAGO COUNTY , WISCONSIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
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Curb Gutte r (ME Swe e pe r,
Onc e  pe r Month, NP C)

Study Are a Boundary
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Sourc e :  Calum e t County, 2013-15; Winne bago County, 2013-14.
Dis c laim e r:  The  prope rty line s, right-of-way line s, and othe r prope rty
inform ation on this d rawing we re  d e ve lope d  or obtaine d  as part of the
County Ge ographic Inform ation Sys te m  or through the  County

prope rty tax m apping func tion.  McMAHON doe s not guarante e  this
inform ation to be  c orre c t, c urre nt, or c om ple te .  The  prope rty and
right-of-way inform ation are  only inte nd e d  for us e  as a ge ne ral
re fe re nc e  and are  not inte nd e d  or s uitable  for s ite -spe c ific us e s.

Any us e  to the  contrary of the  above  s tate d  us e s  is  the  re spons ibility
of the  us e r and suc h us e  is  at the  us e r’s  own ris k.
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FIGURE 14
STORMWATER

MANAGEMENT P LAN
CITY  OF MENASHA

WINNEBAGO COUNTY , WISCONSIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
3 - Manitowoc Road Pond
4 - Southfield West Sub'd Pond
5 - Nature's Way Sub'd Pond
6 - Midway Business Park Pond
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Sourc e :  Calum e t County, 2013-15; W inne b ago County, 2013-14.
Dis claim e r:  The  prope rty line s, right-of-way line s, and  othe r prope rty
inform ation on this d rawing we re  d e ve lope d  or ob taine d  as part of the
County Ge ographic Inform ation Syste m  or through the  County

prope rty tax m apping function.  McMAHO N d oe s not guarante e  this
inform ation to b e  corre ct, curre nt, or com ple te .  The  prope rty and
right-of-way inform ation are  only inte nd e d  for us e  as a ge ne ral
re fe re nc e  and  are  not inte nd e d  or s uitab le  for s ite -s pe c ific us e s.

Any us e  to the  contrary of the  ab ove  state d  us e s  is  the  re s pons ib ility
of the  us e r and  such us e  is  at the  us e r’s  own ris k.
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FIGURE 15
STO RMW ATER

MANAGEMENT PLAN
CITY  O F MENASHA

W INNEBAGO  CO UNTY, W ISCO NSIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
3 - Manitowoc Road Pond
4 - Southfield West Sub'd Pond
5 - Nature's Way Sub'd Pond
6 - Midway Business Park Pond
7 - Fox Lodge Community Pond
8 - Midway Road Development Pond
9 - Mission Village Pond
10 - Tayco Pond
11 - Appanasha Pet Clinic Biofilter
12 - Boys and Girls Club North Biofilter
13 - Boys and Girls Club SE Biofilter
14 - Boys and Girls Club SW Biofilter
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Sourc e :  Calum e t County, 2013-15; W inne b ago County, 2013-14.
Dis claim e r:  The  prope rty line s, right-of-way line s, and  othe r prope rty
inform ation on this d rawing we re  d e ve lope d  or ob taine d  as part of the
County Ge ographic Inform ation Syste m  or through the  County

prope rty tax m apping function.  McMAHO N d oe s not guarante e  this
inform ation to b e  corre ct, curre nt, or com ple te .  The  prope rty and
right-of-way inform ation are  only inte nd e d  for us e  as a ge ne ral
re fe re nc e  and  are  not inte nd e d  or s uitab le  for s ite -s pe c ific us e s.

Any us e  to the  contrary of the  ab ove  state d  us e s  is  the  re s pons ib ility
of the  us e r and  such us e  is  at the  us e r’s  own ris k.

ALTERNATIVE 1
TMDL ANALYSIS
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FIGURE 16

STO RMW ATER
MANAGEMENT PLAN
CITY  O F MENASHA

W INNEBAGO  CO UNTY, W ISCO NSIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
3 - Manitowoc Road Pond
4 - Southfield West Sub'd Pond
5 - Nature's Way Sub'd Pond
6 - Midway Business Park Pond
7 - Fox Lodge Community Pond
8 - Midway Road Development Pond
9 - Mission Village Pond
10 - Tayco Pond Expansion w/ Alum
11 - Appanasha Pet Clinic Biofilter
12 - Boys and Girls Club North Biofilter
13 - Boys and Girls Club SE Biofilter
14 - Boys and Girls Club SW Biofilter
Proposed BMP ID - Proposed BMP Name
15 - DOT Pond 2 - Alt 2
16 - Jefferson Park Pond
17 - DOT Pond 4 - Alt 3 w/ Alum
18 - Ninth Street Pond - Alt2
19 - Pleasants Park Pond w/ Alum
20 - Racine Street Pond
21 - Sixth Street Pond w/ Alum
22 - Shepard Park Pond
23 - Smith Park Pond w/ Alum
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Curb  Gutte r (HE Swe e pe r,
Twic e  pe r Month, W PC)
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Sourc e:  Ca lum et County, 2013-15; W inneb a go County, 2013-14.
Disc la im er:  The p rop erty lines, right-of-wa y lines, a nd  other p rop erty
inform a tion on this d ra wing were d evelop ed  or ob ta ined  a s p a rt of the
County Geogra p hic Inform a tion System  or through the County

p rop erty ta x m a p p ing function.  McMAHON  d oes not gua ra ntee this
inform a tion to b e c orrec t, c urrent, or c om p lete.  The p rop erty a nd
right-of-wa y inform a tion a re only intend ed  for use a s a  genera l
referenc e a nd  a re not intend ed  or suita b le for site-sp ec ific uses.

Any use to the c ontra ry of the a b ove sta ted  uses is the resp onsib ility
of the user a nd  suc h use is a t the user’s own risk.

ALTERNATIVE 2
TMDL ANALYSIS
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FIGU RE 17

STORMW ATER
MAN AGEMEN T PLAN
CITY  OF MEN ASHA

W IN N EBAGO COU N TY, W ISCON SIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
3 - Manitowoc Road Pond
4 - Southfield West Sub'd Pond
5 - Nature's Way Sub'd Pond
6 - Midway Business Park Pond
7 - Fox Lodge Community Pond
8 - Midway Road Development Pond
9 - Mission Village Pond
10 - Tayco Pond Expansion w/ Alum
11 - Appanasha Pet Clinic Biofilter
12 - Boys and Girls Club North Biofilter
13 - Boys and Girls Club SE Biofilter
14 - Boys and Girls Club SW Biofilter
Proposed BMP ID - Proposed BMP Name
15 - DOT Pond 2 - Alt 2
16 - Jefferson Park Pond
17 - DOT Pond 4 - Alt 3 w/ Alum
18 - Ninth Street Pond - Alt2
19 - Pleasants Park Pond w/ Alum
20 - Racine Street Pond
21 - Sixth Street Pond
22 - Shepard Park Pond
23 - Smith Park Pond
24 - Lock Street Pond
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w/ Alum  Trea tm ent
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Curb  Gutter (HE Sweep er,
Twic e p er Month, W PC)
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Sourc e:  Ca lumet County, 2013-15; W inneb a go County, 2013-14.
Disc la imer:  The p rop erty lines, right-of-wa y lines, a nd  other p rop erty
informa tion on this d ra wing were d evelop ed  or ob ta ined  a s p a rt of the
County Geogra p hic Informa tion System or through the County

p rop erty ta x ma p p ing function.  McMAHON  d oes not gua ra ntee this
informa tion to b e c orrec t, c urrent, or c omp lete.  The p rop erty a nd
right-of-wa y informa tion a re only intend ed  for use a s a  genera l
referenc e a nd  a re not intend ed  or suita b le for site-sp ec ific uses.

Any use to the c ontra ry of the a b ove sta ted  uses is the resp onsib ility
of the user a nd  suc h use is a t the user’s own risk.

ALTERNATIVE 3
TMDL ANALYSIS
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FIGU RE 18

STORMW ATER
MAN AGEMEN T PLAN
CITY  OF MEN ASHA

W IN N EBAGO COU N TY, W ISCON SIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
3 - Manitowoc Road Pond
4 - Southfield West Sub'd Pond
5 - Nature's Way Sub'd Pond
6 - Midway Business Park Pond
7 - Fox Lodge Community Pond
8 - Midway Road Development Pond
9 - Mission Village Pond
10 - Tayco Pond Expansion w/ Alum
11 - Appanasha Pet Clinic Biofilter
12 - Boys and Girls Club North Biofilter
13 - Boys and Girls Club SE Biofilter
14 - Boys and Girls Club SW Biofilter
Proposed BMP ID - Proposed BMP Name
15 - DOT Pond 2 - Alt 2
16 - Jefferson Park Pond
17 - DOT Pond 4 - Alt 2
18 - Ninth Street Pond - Alt2
19 - Pleasants Park Pond w/ Alum
20 - Racine Street Pond
21 - Sixth Street Pond w/ Alum
22 - Shepard Park Pond
23 - Smith Park Pond w/ Alum
25 - Graphic Packaging Pond
26 - Midway Pond w/ Alum
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Sourc e :  Calum e t County, 2013-15; W inne b ago County, 2013-14.
Dis claim e r:  The  prope rty line s, right-of-way line s, and  othe r prope rty
inform ation on this d rawing we re  d e ve lope d  or ob taine d  as part of the
County Ge ographic Inform ation Syste m  or through the  County

prope rty tax m apping function.  McMAHO N d oe s not guarante e  this
inform ation to b e  corre ct, curre nt, or com ple te .  The  prope rty and
right-of-way inform ation are  only inte nd e d  for us e  as a ge ne ral
re fe re nc e  and  are  not inte nd e d  or s uitab le  for s ite -s pe c ific us e s.

Any us e  to the  contrary of the  ab ove  state d  us e s  is  the  re s pons ib ility
of the  us e r and  such us e  is  at the  us e r’s  own ris k.

ALTERNATIVE 4
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FIGURE 19

STO RMW ATER
MANAGEMENT PLAN
CITY  O F MENASHA

W INNEBAGO  CO UNTY, W ISCO NSIN

Existing BMP ID - Existing BMP Name
1 - Lake Park Villas East Pond System
2 - Lake Park Villas West Pond System
3 - Manitowoc Road Pond
4 - Southfield West Sub'd Pond
5 - Nature's Way Sub'd Pond
6 - Midway Business Park Pond
7 - Fox Lodge Community Pond
8 - Midway Road Development Pond
9 - Mission Village Pond
10 - Tayco Pond Expansion w/ Alum
11 - Appanasha Pet Clinic Biofilter
12 - Boys and Girls Club North Biofilter
13 - Boys and Girls Club SE Biofilter
14 - Boys and Girls Club SW Biofilter
Proposed BMP ID - Proposed BMP Name
15 - DOT Pond 2 - Alt 2
16 - Jefferson Park Pond
17 - DOT Pond 4 - Alt 2
19 - Pleasants Park Pond w/ Alum
20 - Racine Street Pond
21 - Sixth Street Pond w/ Alum
22 - Shepard Park Pond
23 - Smith Park Pond w/ Alum
25 - Graphic Packaging Pond
26 - Midway Pond w/ Alum

Other Mapped Features

Surface Drainage

No Controls
Gras s  Swale

County Bound ary
Munic ipal Bound ary
Road  Right-of-W ay
Railroad  Ce nte rline
Stre am
Surfac e  W ate r
Riparian Are a
MS4 'A' to 'B' Are a

Stud y Are a Bound ary

BMP ID")1
Quarry

Structural BMPs
Existing BMP W ate rs he d

W e t Pond  Location
Biofilte r/Proprie tary
De vic e  Location
W e t Pond  Location
w/ Alum  Tre atm e nt

Propos e d  BMP W ate rs he d

Curb  Gutte r (HE Swe e pe r,
O nc e  pe r W e e k, W PC)
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