
It is expected that a Quorum of the Board of Public Works, Park Board, Administration Committee, and/or Common Council may 
attend this meeting: (although it is not expected that any official action of any of those bodies will be taken) 
 

Menasha is committed to its diverse population. Our Non-English speaking population or those with disabilities are invited to 
contact the Community Development Department at 967-3650 at least 24-hours in advance of the meeting so special 
accommodations can be made. 

 
CITY OF MENASHA 
PLAN COMMISSION 
Council Chambers 

140 Main Street, Menasha 
 

February 21, 2012 
3:30 PM 

 
AGENDA 

 
A. CALL TO ORDER 

 
B. ROLL CALL/EXCUSED ABSENCES 

 
C. MINUTES TO APPROVE 

1. Minutes of the February 7, 2012 Plan Commission Meeting 
 

D. PUBLIC COMMENT ON ANY ITEM OF CONCERN ON THIS AGENDA 
Five (5) minute time limit for each person 
 

E. DISCUSSION 
1. R-1 Uses in C-2 (Downtown Commercial) Zoning District 
2. Electronic Billboards 
 

F. ACTION ITEMS 
1. Land Sale - Tonic 
2. Site Plan Review – Appanasha Pet Clinic – 1205 Wittmann Drive 
3. Site Plan Review – Province Terrace Offices – 1427 Province Terrace 
 

G. ADJOURNMENT 
 

 
 
 

http://www.cityofmenasha-wi.gov/COM/ComDev/Plan_Commission/2012/Plan%20Draft%20Minutes%202-7-12.pdf�
http://www.cityofmenasha-wi.gov/COM/ComDev/Plan_Commission/2012/C2_CBD%20Map%20and%20Zoning_2-21-12.pdf�
http://www.cityofmenasha-wi.gov/COM/ComDev/Plan_Commission/2012/Sale%20of%20Parcel_Tonic_2-21-12.pdf�
http://www.cityofmenasha-wi.gov/COM/ComDev/Plan_Commission/2012/SPR-Appanasha-2-21-12.pdf�
http://www.cityofmenasha-wi.gov/COM/ComDev/Plan_Commission/2012/SPR-Province%20Terrace_2-21-12.pdf�


CITY OF MENASHA 
Plan Commission 

Council Chambers, City Hall – 140 Main Street 
February 7, 2012 
DRAFT MINUTES 

 

A. CALL TO ORDER 

  The meeting was called to order at 3:31 PM by Mayor Merkes.   

B. ROLL CALL/EXCUSED ABSENCES 

  PLAN COMMISSION MEMBERS PRESENT:  Mayor Merkes, Commissioners Cruickshank and 
Sturm, DPW Radtke and Ald. Benner. 
 
PLAN COMMISSION MEMBERS EXCUSED: Commissioner Schmidt 
 
PLAN COMMISSION MEMBERS ABSENT:  None 
 
OTHERS PRESENT:  CDD Keil and PP Homan 

C. MINUTES TO APPROVE 

 1. Minutes of the January 17, 2012 Plan Commission Meeting 
Motion by Ald. Benner, seconded by DPW Radtke to approve the January 17, 2012 Plan 
Commission meeting minutes as presented. 
 
The motion carried. 

D. PUBLIC COMMENT ON ANY ITEM OF CONCERN ON THIS AGENDA 

 1. No one spoke. 

E. DISCUSSION 

 1. None  

F. ACTION ITEMS 

 1. Sale of City-Owned Parcel at Manitowoc/Melissa Street – Tonic 
Commissioners discussed: 

• Whether there were potential city uses for the parcel 
• Its relationship to other neighboring parcels 
• How it would be used by the prospective purchaser 
• The use of the parcel for signage and possible landscaping 
• The value of the parcel relative to others in the vicinity and its value as a stand-alone 

non-conforming parcel compared to being part of a larger conforming lot 
 
The consensus was to hold this item pending more information from the prospective purchaser 
regarding his intentions for the parcel. 

G. ADJOURNMENT 

  Motion by Ald. Benner, seconded by Comm. Cruickshank to adjourn at 3:55 p.m.   
 
The motion carried. 

 
 
Minutes respectfully submitted by CDD Greg Keil. 
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Community Development Department 
Plan Commission Staff Report 

February 16, 2012 
 

Agenda Item F.2.  Appanasha Pet Clinic, 1205 Wittmann Drive, Parcel 6-01647-00 
 
Applicant:  Appanasha Pet Clinic 
 
Requested action: Site Plan Approval 
 
Proposed: Construction of Veterinary Clinic 
 
Location:  1205 Wittmann Drive 
 
Existing Zoning: C-4 Business Park District  
 
Surrounding Zoning: C-4 Business Park District (North, West & East), R-4 Multi-Family 

Residential (South) 
 
Existing Land Use: Vacant 
 

  
1. General 

Appanasha Pet Clinic is proposing to construct a new clinic in the Midway 
Business Business Park.  Neighboring land uses are commercial in nature to the 
north, east and west; and multi-family residential to the south.  
 
Their operations will be located from their current location on Appleton Rd/Hwy 
47 (town of Menasha) to this new location.  Appanasha has previously applied 
for and received a kennel license for this development. 
 

2. Site Layout 
This site is zoned C-4 Business Park District.  The proposed structure conforms 
with the minimum setback requirements in the C-4 District.  
 

3. Site Access and Parking 
Proposed access for the site for both pedestrian and vehicular traffic will come 
from Wittmann Drive.  The building includes 7 exam and 4 treatment rooms.  
One parking stall is required for each together with another stall for each of the 



__ employees, for a total of __stalls (being verified with developer).  The site 
plan contains 54 parking stalls, 3 of which are handicap accessible.   
 

4. Site Grading, Drainage, Stormwater Management, Erosion Control, and Utilities 
The site is gently sloped, and drains to the southeast.  A drainage easement 
occupies the southern 40 feet of the site.  Plans have been submitted for erosion 
control and stormwater management, and the Public Works/Engineering 
Department is currently reviewing these plans.  Sanitary sewer and water are 
available from the Town of Menasha Utility District; stormwater is discharged 
into the City of Menasha system. 

 
5. Landscaping and Lighting 

The minimum landscaping requirement for the C-4 District is 20 percent of the 
site area.  Approximately one-third of the site is comprised of building and 
parking.  Additional landscaping is needed in the parking lot interior and along 
the building perimeter on the north side of the building.  There is no 
specification given for the vegetative cover of portions of the site that are not 
part of the building footprint, parking lot or landscape beds.  The existing 
vegetation should remain as-is within the drainage easement unless advised 
otherwise by the Public Works Department (portions of the transitional area 
planting may extend into the drainage easement, but should not encroach upon 
the ditch profile).   
 
Transitional landscaping is required, as the proposed commercial use abuts a R-4 
multifamily use to the south.   Use of existing vegetation is proposed to meet 
part of the transitional area requirements.  The existing vegetation was reviewed 
by Community Development staff and the City Forester.  Much of what is 
present is comprised of invasive species or otherwise unsuitable plant materials.  
The specific findings have been forwarded to the site designer and a revised 
transitional area plan is being prepared.   
 
The photometric plan appears to comply with illumination standards. 
 

6. Architecture and Construction 
The primary façade materials are comprised of concrete stone veneer and glazed 
block concrete masonry units with cast stone details.  Metals panels are used as 
secondary façade materials.  The overall building architecture provides 
reasonable articulation in the façade and rooflines.  The building elevations meet 
the 75% requirement for brick, natural stone or decorative masonry units.   
 
The dumpster enclosure is proposed for the northwest corner of the property, 
uses materials that match the main building, and will achieve 75% opacity. 
 



Wall signage is proposed for the north and west building elevations.  No other 
signage is proposed for the site at this time.     
 

7. Consistency with Zoning and the Comprehensive Plan 
The proposed use is consistent with the C-4 Zoning District Standards.  The 
comprehensive plan calls for industrial use in the Midway Business Park.  While 
seemingly inconsistent, veterinary services are within the Professional, Scientific 
and Technical Services category within the North American Industrial 
Classification System (NAICS).  This use is compatible with other uses within the 
business park.   
 

8. Recommendation 
Community Development staff finds that the proposed Appanasha Pet Clinic to 
be compatible with surrounding land uses, as the C-4 zoning exists to the north, 
east and west of the subject site and the multifamily use to the south is buffered 
by a 40 foot wide drainage easement and a landscaped transitional area.  With 
the exceptions noted, the proposed Site Plan appears to comply with minimum 
standards set forth in the City of Menasha’s Site Plan requirements.  The 
Community Development Department recommends approval of the Site Plan 
for Appanasha Pet Clinic at parcel 6-01647-00, with the following conditions: 

• The transitional area be revised to comply with ordinance requirements 
• The parking lot interior landscaping be revised to meet ordinance 

requirements and to be submitted to the Community Development 
Department for review and approval.   

• The landscaping plan be revised to include additional building perimeter 
plantings on the north elevations, and specifications be given for 
undesignated portions of the site.   

• Approval of Stormwater and Erosion Control Plans by Public 
Works/Engineering staff. 

 
Prepared by:  Greg Keil, CDD 
 
 



ALL OF LOT 12, MIDWAY BUSINESS PARK, LOCATED IN

PART OF THE NORTHWEST 1
4, SECTION 12, TOWNSHIP

20 NORTH, RANGE 17 EAST, CITY OF MENASHA,

WINNEBAGO COUNTY, WISCONSIN.
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WITHIN THE PROJECT AREA THAT ARE NOT SHOWN.

MAY BE OTHER UNDERGROUND UTILITY INSTALLATIONS

AS SHOWN ON THE PLANS ARE APPROXIMATE. THERE

THE LOCATIONS OF THE EXISTING UTILITY INSTALLATIONS

WORK DAYS NOTICE BEFORE YOU EXCAVATE
WISCONSIN STATUTE 182.0175 (1974) REQUIRES MIN. 3

TOLL FREE

1-800-242-8511

CALL DIGGERS HOTLINE

DIGGERS HOTLINE
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MACH IV PROJECT# 0393-01-11

ABBREVIATIONS
A.E.W. Apron End Wall

Elevation

Existing

Height

Man Hole

Min Minimum

O.C. On Center

Radius

RCP Reinforced Concrete Pipe

TYP Typical

REC Record Drawings

BOC Back of Curb

HDPE

Finished Floor Elevation

High Density Polyethylene Pipe

D.I. Downstream Invert

U.I. Upstream Invert

N.T.S. Not to Scale

Equiv. Equivalent

Fin. Finished

CB Catch Basin

Curb InletCI

El.

Ex

F.F.

Ht.

MH

R

ROW Right of Way

InvertInv.

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.

3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO

INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT
BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.

7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

2

SHEET KEY NOTES:
1 REMOVE CURB & GUTTER WITHIN LIMITS SHOWN.  SAW CUT OR REMOVE TO THE

NEAREST JOINT.  CONTACT THE CITY OF MENASHA 3 DAYS PRIOR TO BEGINNING

WORK IN THE R-O-W.

1

PROPERTY OWNER

APPANASHA PET CLINICS, S.C.

1160 APPLETON ROAD

MENASHA, WI 54952

PHONE: (920) 725-8307

FAX:  (920) 725-9040

CONTACT: DR. MURRAY HURLBUT

LEGAL DESCRIPTION

1205 WITTMAN DRIVE

PROPERTY ADDRESS

SITE LOCATION MAP
SCALE: 1" = 1000'

PROJECT

LOCATION

D.S. Downspout
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Graphic Scale

Proposed Site Plan
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MACH IV PROJECT# 0393-01-11

SHEET KEY NOTES:
1 REVERSE PAN CONCRETE CURB & GUTTER; SEE DETAIL I SHEET C6.0.

DUMPSTER ENCLOSURE; REFER TO ARCHITECTURAL ELEVATIONS FOR DETAILS.

DUMPSTER PAD; SEE DETAIL C SHEET C6.0.

CONCRETE SIDEWALK; SEE DETAIL E SHEET C6.0.

ADA COMPLIANT DETECTABLE RAMP; SEE DETAIL H SHEET C6.0.

CONCRETE PAVEMENT; SEE DETAIL D SHEET C6.0.

6' HIGH CHAIN LINK FENCE WITH PRIVACY SLATS, COLOR TO BE SELECTED BY

OWNER; SEE DETAIL A THIS SHEET.

4" WIDE WHITE PAINT STRIPE.

PAINTED THERMOPLASTIC HANDICAP SYMBOL.

ADA COMPLIANT PARKING SIGN ON MOVEABLE STAND.  STAND SHALL BE

CONCRETE, RECYCLED RUBBER, OR STEEL PLATE.

BIO-RETENTION BMP; SEE DETAIL F SHEET C6.1 (500 SF OF SURFACE AREA

REQUIRED).

CONCRETE BOLLARD; SEE DETAIL F SHEET C6.0.  BOLLARD TO BE PAINTED,

COLOR TO BE SELECTED BY OWNER.

10' SIDE YARD SETBACK.

STANDARD DUTY ASPHALT PAVEMENT; SEE DETAIL J SHEET C6.0.

HEAVY DUTY ASPHALT PAVEMENT; SEE DETAIL G SHEET C6.0.

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.

3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO
INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT
BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.

7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

2

2

3

4

5

6

7

8

9

10

11

12

13

14

15

SITE STATISTICS
ZONING: C-4 BUSINESS PARK DISTRICT

LOT SIZE: 2.44 ACRES (106,080 SF)

LOT COVERAGE: 0.82 ACRES (35,700 SF) OR 33.65%

INTERIOR LANDSCAPE AREA: 3,600 SF (14.7%)

PARKING PROVIDED:  54 TOTAL (3 HANDICAP)

1

(TYP)

2

3

4

(TYP)

4

(TYP)

5

5

5

6

7

(TYP)

8

(TYP)

9

(TYP)

10

10 10

11

12

(TYP)

14

(TYP)

15

(TYP)

13

36" MIN.

TOP RAIL TIE WIRES

LINE POST MINIMUM 1 5\8"
@ 24"

CENTERS

POST TIE WIRES

@ 15" CENTERS

BELOW GRADE AND CONCRETE

BE DRIVE SET TO 40" MIN.

NOTE:  LINE POSTS MAY

6 FT.

8 FT. MAX.

CONCRETE

HOOK BOLTS

TERMINAL

POST

MINIMUM 2 1\2"

STRETCHER

BAR

3/8 IN. DIA.

TRUSS ROD

BRACE RAIL

OMITTED.

42" MIN.

10" MIN. DIA.

6"

NOTE: ALL POSTS

ARE 7'-6" MIN.

CHAIN LINK FENCE DETAIL

A

1. MATERIALS AND WORKMANSHIP NOT SHOWN ON THIS DRAWING SHALL CONFORM TO THE

MANUFACTURER'S SPECIFICATIONS.

2. ALL POSTS SHALL BE INSTALLED VERTICALLY.  WHERE POSTS ARE INSTALLED ON AN INCLINED SURFACE,

THE ANGLE OF THE POST SHALL BE ADJUSTED SO THAT THE POST WILL BE VERTICAL.

3. THE FENCING SHALL BE MINIMUM 6 GAUGE CYCLONE FENCE.

4. PROVIDE PRIVACY SLATS IN CYCLONE FENCING.  COLOR TO BE SELECTED BY OWNER.

NOTES:

3'-6" MIN. OR AS SPECIFIED

2'-6" MIN.

1'-0" MIN.

CONCRETE

TENSION WIRE

END CLAMP

GATE POST & END

POST FOR FENCE

1'-0" MIN. DIA.

FENCE DETAIL

GATE DETAIL

6
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Graphic Scale

Site Utility Plan
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MACH IV PROJECT# 0393-01-11

SHEET KEY NOTES:
1 SANITARY CLEANOUT; SEE DETAIL  A SHEET C3.0.

36" PRECAST CONCRETE CATCH BASIN WITH NEENAH FOUNDRY R-2560 TYPE 'E'

BEEHIVE COVER (OR EQUAL); SEE DETAIL C SHEET C3.0.

36" PRECAST CONCRETE CATCH BASIN WITH NEENAH FOUNDRY R-1510-A SOLID

COVER (OR EQUAL); SEE DETAIL C SHEET C2.0.  CONNECT TO EXISTING LATERAL

IN ACCORDANCE WITH CITY OF MENASHA STANDARD SPECIFICATIONS.  INVERT

OF LATERAL TO BE FIELD VERIFIED PRIOR TO STARTING STORM SEWER

CONSTRUCTION.

CONNECT TO EXISTING SANITARY LATERAL IN ACCORDANCE WITH CITY OF

MENASHA STANDARD SPECIFICATIONS.  INVERT OF LATERAL TO BE FIELD

VERIFIED PRIOR TO STARTING SANITARY SEWER CONSTRUCTION. REFER TO

DETAIL B SHEET C3.0 FOR TRENCH BACKFILL.

DOWNSPOUT COLLECTOR LINE.  REFER TO ARCHITECTURAL PLANS FOR

DOWNSPOUT LOCATIONS.

CURB STOP; SEE DETAIL B SHEET C6.0.

CONNECT TO EXISTING WATERMAIN IN ACCORDANCE WITH CITY OF MENASHA

STANDARD SPECIFICATIONS.  LATERAL TO BE BORED UNDER WITTMAN DRIVE.

BMP OUTLET STRUCTURE; SEE DETAIL H SHEET C6.0.

BIO-RETENTION BMP; SEE DETAIL I SHEET C6.1 (500 SF OF SURFACE AREA

REQUIRED).

CONNECT TO EXISTING STORM LATERAL IN ACCORDANCE WITH THE CITY OF

MENASHA STANDARD SPECIFICATIONS.  INVERT OF LATERAL TO BE FIELD

VERIFIED PRIOR TO STARTING SANITARY SEWER CONSTRUCTION. REFER TO

DETAIL B SHEET C3.0 FOR TRENCH BACKFILL.

STORM CLEANOUT; SEE DETAIL A SHEET C3.0.

CONNECT TO EXISTING CATCH BASIN IN ACCORDANCE WITH CITY OF MENASHA

STANDARD SPECIFICATIONS.

APRON END WALL.

UTILITY CROSSING.  CONTRACTOR SHALL DETERMINE INVERTS OF STORM AND

SANITARY LATERALS, AND ENSURE THAT THERE IS NO PIPE CONFLICT AT THE

CROSSING.  IF A CONFLICT IS SUSPECTED, THE CONTRACTOR SHALL CONTACT

THE ENGINEER.

APPROXIMATE DOWNSPOUT LOCATION;  SEE ARCHITECTURAL PLANS FOR

DETAILS.  CONNECT DOWNSPOUT TO ADJACENT STORM SEWER IN ACCORDANCE

WITH STATE STANDARDS AND DETAIL A SHEET C6.0.

PLANTER BOX DRAIN TILE.  CONTRACTOR TO PROVIDE 4" PERFORATED PIPE WITH

FILTER FABRIC SOCK AND SHALL CONNECT DRAIN TILE TO ADJACENT STORM

SEWER IN ACCORDANCE WITH STATE STANDARDS.

COMPACTED COVER

MATERIAL REQUIRED

AS NOTED.

COMPACTED BEDDING

MATERIAL

3" OF CRUSHED STONE

(3
4" DRAINAGE FILL) REQ.

IN WET TRENCH WITHOUT

EXTRA COST TO OWNER

12"

BEDDING MATERIAL TO BE

PLACED BEFORE SETTING

PIPE. 4" MIN. UNDER

BARREL. 3" MIN. UNDER

BELL.

SPRINGLINE

PAVEMENT SUBGRADE

OR SUBGRADE

PAY DEPTH OF SAND

OR GRAVEL BACKFILL

WHEN ORDERED AS AN

EXTRA OR CREDIT

NOTES:

1. ALL TRENCHING WORK TO BE DONE IN ACCORDANCE WITH THE PLANS AND

SPECIFICATIONS, AND THE "STANDARD SPECIFICATIONS FOR SEWER & WATER

CONSTRUCTION IN WISCONSIN.

2. COVER MATERIAL IS REQUIRED WHERE THE TRENCH IS UNDER THE ROADWAY,

AND WHERE THE EDGE OF TRENCH IS WITHIN 3' OF THE BACK OF CURB OR EDGE

OF PAVEMENT OF ROADWAYS.  COVER MATERIAL SHALL MATCH BEDDING

MATERIAL GRADATION FOR PVC OR HDPE PIPE.  COVER MATERIAL FOR

CONCRETE PIPE MAY MATCH EITHER THE BEDDING MATERIAL GRADATION, OR

THE STRUCTURAL FILL GRADATION.

3. WHERE COVER MATERIAL IS NOT REQUIRED, COMMON FILL MAY BE USED FROM

THE SPRINGLINE OF THE PIPE TO FINISHED GRADE.

4. MINIMUM CLEAR WIDTH SHALL EQUAL O.D. OF PIPE, PLUS 12" OR PER PIPE

MANUFACTURER'S RECOMMENDATION, WHICHEVER IS GREATER.

DRY TRENCH WET TRENCH

LONGITUDINAL SECTION

X-SECTION

STANDARD PIPE BEDDING DETAIL

B

6" OR PIPE

MANUFACTURER'S

RECOMMENDATION

WHICHEVER IS

GREATER.

NOTE:

INLETS SHALL MEET

ASTM C-478

STANDARDS FOR

REINFORCED

CONCRETE INLETS

PRECAST CONCRETE CATCH BASIN

C

36"

KENT SEAL OR EQUAL

REQUIRED IN JOINTS

SAW CUT

OPENINGS

MORTAR

ADAPTER

SEWER LINE

FLOW

WYE

USE 45  BEND IN LIEU OF

IF AT TERMINUS OF SEWER
WYE

ADAPTER

CLEANOUT

CLEANOUT BOX

CONCRETE BASE

(THREADED)

PLUG

COVER

1"

6"

2'-0"

SQUARE

V
A

R
IE

S

SEWER CLEANOUT

A

PVC/HDPE CAP
6"

NOTES:

1. USE CLEANOUT TOP TYPE A FOR

CLEANOUTS IN PAVEMENT OR TURF

AREAS.

2. USE CLEANOUT TOP TYPE B FOR

CLEANOUTS IN LANDSCAPING OR

BIO-FILTER AREAS.

3. PROVIDE FROST PROTECTION IN

ACCORDANCE WITH WI STANDARD

SPECIFICATIONS.

CLEANOUT TOP TYPE A CLEANOUT TOP TYPE B

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.

3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO
INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT
BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.

7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

8. UTILITY PIPE INSTALLATION SHALL BE PER DETAIL B THIS SHEET.

2

2

3

4

5

6

7

8

9

10

11

12

1
2

2
4

5

8

(TYP)

6

7

11

(TYP)

9

10

12

13

13

14

14

14

15

15
(TYP)

16

16
5

5
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MACH IV PROJECT# 0393-01-11

SHEET KEY NOTES:
1 SPOT GRADE KEY; SEE DETAIL A THIS SHEET.

GRASS-LINED SWALE; SEE DETAIL B THIS SHEET.

EMERGENCY OVERFLOW WEIR; SEE DETAIL C THIS SHEET.

BENCHMARK LOCATION.

2

(TYP)

636.7

636.41
636.10

T.O.C./TOP OF WALL

GUTTER/PVMT

FIN. GRADE

SPOT GRADE KEY

A
GRASS SWALE

Varies

1

NOTES:

B
2.0'

1. MAX SIDE SLOPE = 4:1

2. LONGITUDINAL SLOPE SHALL BE 0.5%

MIN.  IF THE LONGITUDINAL SLOPE

EXCEEDS 2.0% EROSION CONTROL

MATS SHALL BE INSTALLED.

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.

3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO

INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT
BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.

7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

2

2

3

4

3

2

(TYP)

1

(TYP)

1

(TYP)

4

3

11

3

EMERGENCY OVERFLOW WEIR

TRANSVERSE X-SECTION

4

1

1

5

LONG. X-SECTION

770.10

BMP

EASEMENT

12.4'

770.40 770.40

20.0'

C

FLOW >>>770.10
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MACH IV PROJECT# 0393-01-11

SHEET KEY NOTES:
1 SILT FENCE; SEE DETAIL A SHEET C6.1.

DITCH CHECK; SEE DETAIL B SHEET C6.1.

STONE TRACKING PAD; SEE DETAIL A THIS SHEET.

INLET PROTECTION; SEE DETAIL C SHEET C6.1.

EROSION CONTROL MAT; SEE DETAIL D SHEET C6.1.

TEMPORARY SOIL STOCKPILE.

CURLEX SEDIMENT LOGS.  SEDIMENT LOGS TO BE PLACED IMMEDIATELY AFTER

THE PLACEMENT OF THE BIO-FILTRATION ENGINEERED SOIL/FILTRATION MEDIA.

SEDIMENT LOGS TO REMAIN IN PLACE AND BE MAINTAINED UNTIL SITE IS

STABILIZED.

ENERGY DISSIPATOR;  SEE DETAIL B THIS SHEET.

7

(TYP)

PLANNED EROSION CONTROL PRACTICES:

1. SILT FENCE  (TECH. STANDARD 1056)

SILT FENCING WILL BE REQUIRED DOWNSLOPE OF ALL DISTURBED

AREAS, INCLUDING ANY DISTURBED AREAS OF THE INDIVIDUAL

LOTS, AND WHERE NOTED ON THE SITE PLAN.  IF THE SILT FENCE

IS LOCATED IN A CHANNELIZED AREA, TWO CONSECUTIVE SILT

FENCES WILL BE INSTALLED, OR ONE STRAW BALE FENCE WILL BE

INSTALLED.

2. INLET PROTECTION  (TECH STANDARD 1060)

INLET PROTECTION SHALL BE INSTALLED AT ALL EXISTING AND

PROPOSED STORM DRAIN INLETS ON THE PROJECT SITE AND

IMMEDIATELY DOWN STREAM FROM ANY DISTURBED AREAS.

3. DUST CONTROL  (TECH STANDARD 1068)

DUST CONTROL SHALL BE IMPLEMENTED IN ACCORDANCE WITH

THE ABOVE MENTIONED TECHNICAL STANDARD.  WHERE POSSIBLE

DUST CONTROL SHALL BE WISDOT TYPE B SOIL STABILIZER OR

TEMPORARY SEED.

4. STOCKPILED TOPSOIL/TEMPORARY FILL PILES

SILT FENCING OR STRAW BALE FENCING WILL BE REQUIRED

AROUND ALL STOCKPILED TOPSOIL OR TEMPORARY FILL PILES.

SOIL PILES OF MORE THAN 10 CUBIC YARDS THAT WILL BE IN

EXISTENCE FOR MORE THAN 7 DAYS SHALL BE SEEDED AND/OR

MULCHED TO PROVIDE VEGETATIVE COVER AND SHALL USE SILT

FENCING OR STRAW BALES FENCING UNTIL THE VEGETATION IS

ESTABLISHED.

5. TEMPORARY CONSTRUCTION ENTRANCE/EXIT    (TECH. STANDARD

1057)

A NEW GRAVEL CONSTRUCTION ENTRANCE WILL BE INSTALLED AT

ALL CONSTRUCTION ACCESS POINTS TO PREVENT SEDIMENT

FROM TRACKING ONTO THE ROADWAYS.

6. EROSION CONTROL MATS  (TECH. STANDARD 1053)

EROSION CONTROL MATS WILL BE INSTALLED IN AREAS AS SHOWN

ON THE SITE PLAN, AND IN ALL OTHER AREAS WHERE EXCESSIVE

EROSION IS TAKING PLACE.  INSTALLATION WILL FOLLOW

MANUFACTURER'S RECOMMENDATIONS FOR PLACEMENT AND

STAPLING.

MAINTENANCE PLAN:

1. ALL EROSION CONTROL AND STORM WATER MANAGEMENT PRACTICES WILL BE

CHECKED FOR  STABILITY AND OPERATION EVERY 7 DAYS AND WITHIN 24 HOURS

OF A STORM PRODUCING AT LEAST 0.5 INCHES OF RAINFALL.  ANY NEEDED

REPAIRS WILL BE MADE IMMEDIATELY TO MAINTAIN ALL PRACTICES AS DESIGNED.

ALSO, ANY SEDIMENT THAT HAS BEEN DEPOSITED OFF-SITE FROM THIS

CONSTRUCTION PROJECT SHALL BE CLEANED UP IMMEDIATELY.

2. REMOVE SEDIMENT FROM BEHIND ANY SILT FENCE WHEN IT HAS ACCUMULATED

TO A DEPTH OF 1
2 FENCE HEIGHT OR MORE.  WHEN THE FENCE CAN NO LONGER

FILTER WATER OR TRAP SEDIMENT, REPAIR THE SILT FENCE TO PROVIDE AN

EFFECTIVE BARRIER.

3. ALL SEEDED AREAS, INCLUDING THE GRASS LINED CHANNELS, WILL BE RESEEDED

AND MULCHED AS NECESSARY TO MAINTAIN A VIGOROUS, DENSE VEGETATIVE

COVER.

4. ANY UNPROTECTED DRAINAGE DITCHES EXPERIENCING EXCESSIVE EROSION AND

CHANNEL DEGRADATION DUE TO HIGH RUNOFF VOLUMES WILL BE REGRADED

AND COVERED WITH A BIODEGRADABLE EROSION CONTROL MAT.  INSTALLATION

WILL FOLLOW MANUFACTURER'S RECOMMENDATIONS.

5. REMOVE SILT FENCE AND TEMPORARY STRUCTURES AFTER FINAL STABILIZATION

AND VEGETATIVE COVER IS ESTABLISHED.

6. SEDIMENT THAT HAS MIGRATED OFF SITE ONTO ADJACENT PROPERTIES SHALL BE

SWEPT OFF PAVEMENTS AND REMOVED FROM VEGETATED  AREAS DAILY.

7. COPIES OF THE EROSION & SEDIMENT CONTROL PLAN SHALL BE KEPT ON SITE.

8. MAINTAIN EROSION AND SEDIMENT CONTROL PER THE PLAN AND AS NECESSARY

TO MEET THE REQUIREMENTS OF THE ORDINANCE, UNTIL THE SITE HAS

UNDERGONE FINAL STABILIZATION AND RECEIVED FINAL ACCEPTANCE FROM THE

MUNICIPALITY.

9. AN EROSION AND SEDIMENT CONTROL PRACTICE INSPECTION LOG SHALL BE

MAINTAINED.  LOG SHALL NOTE THE TIME, DATE AND LOCATION OF INSPECTION,

THE PHASE OF CONSTRUCTION AT THE SITE, PERSON DOING THE INSPECTION,

ASSESSMENT OF CONTROL PRACTICES, AND DESCRIPTION OF EROSION AND

SEDIMENT CONTROL MEASURES OR MAINTENANCE DONE IN RESPONSE TO

INSPECTION.

CONSTRUCTION NOTES:

1. TOPSOIL TO BE REMOVED FROM THE PROJECT SITE PRIOR TO PLACEMENT OF FILL OR

SUBGRADE MATERIAL.  EXCESS TOPSOIL TO BE STOCKPILED ON THE SITE AS INDICATED.

2. ALL EXCAVATED AREAS NOT RECEIVING PAVEMENT TO BE COVERED WITH A MINIMUM OF

6" OF TOPSOIL, SEEDED AND MULCHED AS SOON AS FINAL GRADE HAS BEEN ACHIEVED.

SEEDING SHALL BE IN ACCORDANCE  WITH WDNR TECH. STANDARD (1059).

3. EROSION CONTROL METHODS SHALL BE IMPLEMENTED, AS DIRECTED BY THE ENGINEER,

PRIOR TO AND DURING CONSTRUCTION, TO CONTROL WATER POLLUTION, EROSION AND

SILTATION, INCLUDING, BUT NOT LIMITED TO HAY BALE DIKES AND SILT FENCES. ALL

EROSION CONTROL MEASURES SHALL BE INSTALLED AND MAINTAINED IN ACCORDANCE

WITH THE WDNR TECHNICAL STANDARDS.

4. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS.

5. CONTRACTOR IS RESPONSIBLE FOR CONTACTING DIGGERS HOTLINE FOR THE LOCATION

OF THE UTILITIES.

6. SITE DEWATERING IS NOT ANTICIPATED, HOWEVER SHOULD DEWATERING BE NECESSARY,

IT SHALL BE PERFORMED IN ACCORDANCE WITH WDNR TECHNICAL STANDARD (1061).

7. THE CONTRACTOR SHALL DISPOSE OF ALL WASTE AND EXCESS MATERIAL AT AN

APPROVED LOCATION.

8. THE CONTRACTOR SHALL REMOVE EROSION CONTROL MEASURES AFTER VEGETATION IS

ESTABLISHED.
F

L
O

W

F
L
O

W

DIVERSION RIDGE

R
O

A
D

W
A

Y

A A

FLOW

PLAN

DIVERSION RIDGE REQUIRED
WHERE GRADE EXCEEDS 2%

SUPPLY WATER TO WASH
WHEELS IF NECESSARY

ROADWAY

2 % OR GREATER

FILTER FABRIC (WisDOT Type "R")

SPILLWAY

SECTION A - A

50' MIN.

12' MIN.

STRAW BALES, SANDBAGS,
OR CONTINUOUS BERM OF 
EQUIVALENT HEIGHT

FLOW

CULVERT (If Required)

CULVERT (12" Cover Min.)

NOTES:

1. The entrance shall be maintained in a condition that will prevent tracking or

flowing of sediment onto public Right-of-Ways.  This may require top

dressing, repair and/or cleanout of any measures used to trap sediment.

2. When necessary, wheels shall be cleaned prior to entrance onto public

Right-of-Way.

3. When washing is required, it shall be done on an area stabilized with crushed

stone that drains into an approved Erosion Control BMP.

4. Use sandbags, straw bales or other approved methods to channelize runoff

to BMP as required.

A

3" TO 6" CLEAR STONE

MIN. 12" THICK

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.
3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO
INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT
BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED

OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.
7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

2

2

3

4

5

6

7

1

(TYP)

1

(TYP)

2

(TYP)

2

(TYP)

3

4

4

5

(TYP)

5

(TYP)

6

1. `La' = LENGTH OF APRON.  DISTANCE `La' SHALL BE OF SUFFICIENT

2. APRON SHALL BE SET AT A ZERO GRADE AND ALIGNED STRAIGHT.

3. FILTER MATERIAL SHALL BE FILTER FABRIC OR 6" (150mm) THICK

THICKNESS (`d') = 1.5 x MAX. ROCK DIAMETER - 6" MIN.

SECTION

NOTES:

`D'

MINIMUM GRADED GRAVEL LAYER.

LENGTH TO DISSIPATE ENERGY.

`d'

MIN.
0.5 X `D'

ENERGY DISSIPATOR

THAN 6" (150mm) MIN. DIA.

50% SHALL BE LARGER

PLAN

ROCK d50

4.0 x `D'

 MIN.

RECEIVING
ELEVATION

La = 4.5 x `D' MIN.

`D' = PIPE DIAMETER

FABRIC
FILTER

B

8

8
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MACH IV PROJECT# 0393-01-11

ADA SIDEWALK RAMP 2

2.0% MAX.

1/12 MAX.

1
/1

2
 M

A
X

.

1/12 MAX.

2
.0

%
 M

A
X

.2'X4' TRUNCATED DOME

DETECTABLE WARNING PLATE.

PLATE SHALL BE UNFINISHED

NEENAH FOUNDRY R-4984 OR

EQUIVALENT. (TYP)

ADA SIDEWALK RAMP 3

2.0% MAX.1/12 MAX.2.0% MAX.

ADA SIDEWALK RAMP 1

1
/1

2
 M

A
X

.
2
.0

%
 M

A
X

. NOTES:

1. RAMPS SHALL BE

CONSTRUCTED IN

ACCORDANCE WITH "ADA

ACCESSIBILITY GUIDELINES

FOR BUILDINGS AND

FACILITIES" LATEST EDITION.

2. USE RAMP 1 WHERE ADA

ROUTE MEETS CURB AND

THERE IS NO PEDESTRIAN

TRAFFIC FROM THE SIDE OF

THE RAMP.

3. USE RAMP 2 WHERE ADA

ROUTE MEETS CURB AND

THERE IS PEDESTRIAN

TRAFFIC FROM THE SIDE OF

THE RAMP.

4. USE RAMP 3 WHERE ADA

ROUTE DOES NOT MEET CURB

BUT A RAMP SECTION IS

REQUIRED FOR GRADE.

5. DETECTABLE WARNING SHALL

BE PLACED WHERE

PEDESTRIAN TRAFFIC IS AT

GRADE WITH VEHICULAR

TRAFFIC.

6. MAXIMUM RAMP RUN IS 6' AT

1/12 SLOPE FOR A MAXIMUM

RISE OF 6".  RAMPS WITH A

RISE OF >6" REQUIRE AN ADA

COMPLIANT HANDRAIL.

RAMP

RAMP
RAMP

ADA SIDEWALK RAMPS

H SECTION B - B

SECTION A - A

6"
VARIES WITH CURB HEIGHT

1/12 SLOPE MAX, 6' RUN MAX.

4"1/4"

BB

A

A

4", 3,000PSI

CONCRETE

4" of 34" Dense

Graded Base

CONCRETE SIDEWALK

NOTES:

1. CONCRETE SHALL RECEIVE A BROOMED FINISH.

2. JOINT SPACING SHALL BE 5' OR WIDTH OF

SIDEWALK, WHICHEVER IS GREATER. (10' MAX).

3. SIDEWALK WIDTH VARIES.E

STANDARD SIDEWALK

TOOLED JOINT W/1
4" RAD.

EXPANSION PAPER REQUIRED

AT 100' SPACING MAX.

THICKENED EDGE FOR

MONOLITHIC SIDEWALK

6"

2"R
6"

4512"

4"

18"

PAVEMENT

1
1

2" FINISH COURSE
ASPHALT PAVEMENT

2" BASE COURSE

ASPHALT PAVEMENT

10" OF 1 1
4" DENSE GRADED

BASE

STANDARD DUTY ASPHALT PAVEMENT SECTION

TACK COAT

PRIME COAT

NOTES

J
1. ASPHALT PAVEMENT CONSTRUCTION

SHALL BE IN ACCORDANCE WITH

WISCONSIN DOT FDM.

Transition Section

DOWNSPOUT COLLECTOR

90  Elbow & Extension

6" PVC

DOWNSPOUT DETAIL

A

Downspout.

3.0' Min. cover

from finished grade

to top of pipe.

WATER SERVICE CONNECTION

B

12" LONG 2X6 TREATED LUMBER

BLOCK, OR BRICK BEARING ON

UNDISTURBED EARTH.

12" TO 18" TAIL PIECE

CURB STOP COUPLING

NOTES:

1. WATER SERVICE CONNECTION SHALL BE INSTALLED IN ACCORDANCE WITH THE

STANDARD SPECIFICATION FOR SEWER & WATER CONSTRUCTION IN WISCONSIN.

2. DISTANCE FROM CURB STOP TO RIGHT OF WAY LINE VARIES BY MUNICIPALITY.

CONTRACTOR SHALL CONTACT LOCAL PUBLIC WORKS/WATER DEPARTMENT TO

COORDINATE CURB STOP PROXIMITY TO RIGHT OF WAY LINE.

3. PROVIDE FROST PROTECTION ON SERVICE BOX IN ACCORDANCE WITH STATE

STANDARDS.

4. PIPE MATERIAL SHALL BE IN ACCORDANCE WITH LOCAL MUNICIPAL STANDARD.  IF NO

STANDARD IS PRESENT, PIPE SHALL BE EITHER TYPE K COPPER, OR SDR 9 PE.

WATER MAIN

CORPORATION

STOP-COUPLING

3' MIN.

POLYETHYLENE

WRAP

VARIABLE

NO JOINTS ALLOWED WITHOUT

PERMISSION OF ENGINEER

R
IG

H
T

 O
F

 W
A

Y
  

 L
IN

E

VARIABLE FINISHED GRADE

SERVICE BOX
MIN DEPTH

6.0'

CONCRETE SLAB PER

PLAN VIEW

CONCRETE GRADE

BEAM WITH (4) #4

BARS CONTINUOUS
12"

8"

5"

#4 DEFORMED

REBAR, GR 60

24" O.C. EACH WAY

2" CLEAR MINIMUM

PIPE BOLLARD

F 2'-0"

4
'-
0
"

3
'-
0
"

4
"

WITH CONCRETE

STEEL PIPE FILLED

EMBED PIPE IN

CONCRETE

6"O-SCHEDULE 80

CONC. FOOTING

TOP OF

PAVEMENT 1
"

TOP OFF WITH CONC.1
"

DUMPSTER ENCLOSURE PAD

C

8" OF 1 14" DENSE GRADED

BASE

CONCRETE PAVEMENT/SLAB SECTION

D

6" THICK 4,000 PSI

CONCRETE PAVEMENT

#4 DEFORMED REBAR, GR 60.

18" O.C. EACH WAY.

2" CLEAR MINIMUM.

NOTES

1. CONCRETE PAVEMENT CONSTRUCTION

SHALL BE IN ACCORDANCE WITH

WISCONSIN DOT FDM.

2. CONCRETE SHALL RECEIVE A

BROOMED FINISH.

1
1

2" FINISH COURSE
ASPHALT PAVEMENT

2" BASE COURSE

ASPHALT PAVEMENT

12" OF 1 1
4" DENSE GRADED

BASE

HEAVY DUTY ASPHALT PAVEMENT SECTION

TACK COAT

PRIME COAT

NOTES

G
1. ASPHALT PAVEMENT CONSTRUCTION

SHALL BE IN ACCORDANCE WITH

WISCONSIN DOT FDM.

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.
3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO

INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT
BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.

7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

2

6"

6 3
4"

3
4"/FT. SLOPE

12"

2"R

6"

6" 12"

6" MIN.

MATCH ADJACENT
PAVEMENT SLOPE

2"R

STANDARD 24"

CURB AND GUTTER

REVERSE PAN 24"

CURB AND GUTTER

NOTES:

1. THE BOTTOM OF THE CURB AND GUTTER MAY EITHER BE LEVEL OR PARALLEL TO THE SLOPE

OF THE SUBGRADE.

2. LOCATION OF STANDARD AND REVERSE PAN CURB AND GUTTER IS INDICATED ON THE

DRAWINGS.

3. CURB SHALL BE PLACED ON A MINIMUM OF 6" OF DENSE GRADED BASE.

24" CURB AND GUTTER

I

1-#4 BAR

CONTINUOUS.  2 1
2"

CLEAR MIN.

6" 1' - 6"

TOOLED

JOINT

2' CURB END TRANSITION

CURB END TRANSITION

FRONT VIEW

END OF CURB

TOP OF CURB

8" OF 1 1
4" DENSE GRADED

BASE

1-#4 BAR

CONTINUOUS.  2 1
2"

CLEAR MIN.
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MACH IV PROJECT# 0393-01-11

SILT FENCE

ANCHOR STAKE

MIN. 18" LONG

TIEBACK BETWEEN FENCE

POST AND ANCHOR

SILT

FENCE

FLOW DIRECTION

SILT FENCE TIE BACK

(WHEN ADDITIONAL SUPPORT REQUIRED)

GENERAL NOTES:

1.  HORIZONTAL BRACE REQUIRED WITH 2" X 4" WOODEN FRAME OR EQUIVALENT AT TOP OF POSTS.

2.  TRENCH SHALL BE A MINIMUM OF 4" WIDE & 6" DEEP TO BURY AND ANCHOR THE GEOTEXTILE FABRIC.

FOLD MATERIAL TO FIT TRENCH AND BACKFILL & COMPACT TRENCH WITH EXCAVATED SOIL.

3.  WOOD POSTS SHALL BE A MINIMUM SIZE OF 1" X 1" OF OAK OR HICKORY.

4.  SILT FENCE TO EXTEND ACROSS THE TOP OF THE PIPE.

5.  CONSTRUCT SILT FENCE FROM A CONTINUOUS ROLL IF POSSIBLE BY CUTTING LENGTHS TO AVOID

JOINTS. IF A JOINT IS NECESSARY USE ONE OF THE FOLLOWING TWO METHODS; A) OVERLAP THE END

POSTS AND TWIST, OR ROTATE, AT LEAST 180 DEGREES, B) HOOK THE END OF EACH SILT FENCE

LENGTH.

EXCESS

FABRIC

GEOTEXTILE

FABRIC

2FLOW DIRECTION

 TRENCH DETAIL
FLOW DIRECTION

FLOW DIRECTION

2'-0" MIN.

1'-0" MIN.

WOOD POST

WOOD POST

GEOTEXTILE
FABRIC

GEOTEXTILE

FABRIC

GEOTEXTILE

FABRIC

GEOTEXTILE

FABRIC

WOOD POST

WOOD POST

TWIST METHOD

HOOK METHOD

JOINING TWO LENGTHS OF SILT FENCE

GEOTEXTILE

FABRIC ONLY

BACKFILL & COMPACT

TRENCH WITH

EXCAVATED SOIL

FLOW
 D

IR
ECTIO

N

MAY BE REQUIRED IN UNSTABLE SOILS

NOTE: ATTACH THE FABRIC TO

THE POSTS WITH WIRE

STAPLES OR WOODEN LATH

AND NAILS

2
'-
0
"\

3'-0" MAX.

3'-0" MAX.

3'-0" MAX.

3'-0" MAX.

2

FLOW

GEOTEXTILE

FABRIC

SUPPORT CORD

NOTE: 8'-0" POST SPACING ALLOWED IF A

WOVEN GEOTEXTILE FABRIC IS USED.

*

*

*

*

*

NOTE:  ADDITIONAL POST DEPTH OR TIE BACKS

WOOD POSTS

LENGTH 3'-4'

20"  DEPTH

IN GROUND

5

A

12"

12"

4"

8"

6"

INLET PROTECTION, TYPE D

FLAP POCKET

INLET PROTECTION

INSTALLATION NOTES

DO NOT INSTALL INLET PROTECTION

TYPE D IN INLETS SHALLOWER

THAN 30", MEASURED FROM THE

BOTTOM OF THE INLET TO THE

TOP OF THE GRATE.

TRIM EXCESS FABRIC IN THE FLOW

LINE TO WITHIN 3" OF THE GRATE.

THE INSTALLED BAG SHALL HAVE A

MINIMUM SIDE CLEARANCE,

BETWEEN THE INLET WALLS AND

THE BAG, MEASURED AT THE

BOTTOM OF THE OVERFLOW HOLES,

OF 3".

WHERE NECESSARY THE

CONTRACTOR SHALL CINCH THE

BAG, USING PLASTIC ZIP TIES, TO

ACHIEVE THE 3" CLEARANCE. THE

TIES SHALL BE PLACED AT A

MAXIMUM OF 4" FROM THE

BOTTOM OF THE BAG.

This drawing based on Wisconsin

Department of Transportation

Standard Detail Drawing 8 E 10-2.

MANUFACTURED ALTERNATIVES APPROVED AND

LISTED ON THE DEPARTMENT'S EROSION

CONTROL PRODUCT ACCEPTABILITY LIST MAY BE

SUBSTITUTED. WHEN REMOVING OR MAINTAINING

INLET PROTECTION, CARE SHALL BE TAKEN SO

THAT THE SEDIMENT TRAPPED ON THE

GEOTEXTILE FABRIC DOES NOT FALL INTO THE

INLET. ANY MATERIAL FALLING INTO THE INLET

SHALL BE REMOVED IMMEDIATELY.

FINISHED SIZE, INCLUDING FLAP POCKETS WHERE

REQUIRED, SHALL EXTEND A MINIMUM OF 10"

AROUND THE PERIMETER TO FACILITATE

MAINTENANCE OR REMOVAL.

FOR INLET PROTECTION, TYPE C (WITH CURB

BOX), AN ADDITIONAL 18" OF FABRIC IS

WRAPPED AROUND THE WOOD AND SECURED

WITH STAPLES. THE WOOD SHALL NOT BLOCK

THE ENTIRE HEIGHT OF THE CURB BOX OPENING.

FLAP POCKETS SHALL BE LARGE ENOUGH TO

ACCEPT WOOD 2X4.

3

(CAN BE INSTALLED IN ANY INLET

TYPE WITH OR WITHOUT A CURB

BOX AS PER NOTE   )

4"X6" OVAL HOLE SHALL BE HEAT

CUT INTO ALL FOUR SIDE PANELS.

USE REBAR OR STEEL ROD

FOR REMOVAL OR

FOR INLETS WITH CAST

CURB BOX USE WOOD

2"X4", EXTEND 10" BEYOND

GRATE WIDTH ON BOTH

SIDES, LENGTH VARIES.

SECURE GRATE WITH WIRE

OR PLASTIC TIES.

MINIMUM DOUBLE STITCHED

SEAMS ALL AROUND SIDE PIECES

AND ON FLAP POCKETS.

GEOTEXTILE

FABRIC

TYPE FF

FRONT, BACK,

AND BOTTOM

TO BE MADE

FROM SINGLE

PIECE OF

FABRIC.

INLET SPECIFICATIONS AS PER THE PLAN

DIMENSION LENGTH AND WIDTH TO MATCH

1

3

KEYNOTES:

(CAN BE INSTALLED IN ANY

INLET WITHOUT A CURB BOX)

INLET PROTECTION, TYPE B

(WITHOUT CURB BOX)

INLET PROTECTION, TYPE C

2'

INLET PROTECTION, TYPE A

4'
2'

TRIM EXCESS FABRIC IN THE FLOW LINE TO WITHIN 3" OF THE GRATE. THE

CONTRACTOR SHALL DEMONSTRATE A METHOD OF MAINTENANCE, USING

A SEWN FLAP, HAND HOLDS OR OTHER METHOD TO PREVENT

ACCUMULATED SEDIMENT FROM ENTERING THE INLET.

This drawing based on Wisconsin

Department of Transportation

Standard Detail Drawing 8 E 10-2.

GEOTEXTILE FABRIC

TYPE FF

GEOTEXTILE FABRIC

TYPE FF

WOOD 2" x 4" EXTENDS 8" BEYOND GRATE

WIDTH ON BOTH SIDES, LENGTH VARIES.

SECURE TO GRATE WITH WIRE OR PLASTIC TIES.

ATTACH GEOTEXTILE

FABRIC, TYPE FF TO THE

STAKES AND CROSS

BRACING.

 GEOTEXTILE

FABRIC

TYPE FF

2"X4" STAKE AND

CROSS BRACING
INLET WITH OR

WITHOUT GRATE

2"X4" STAKE AND

CROSS BRACING
GEOTEXTILE

FABRIC

TYPE FF

BURIED FABRIC

MIN 6" DEPTH

GRATED INLET
 FLOW

INSTALLATION NOTES TYPE B & C

C
SOIL STABILIZATION

1. SLOPE SURFACE SHALL BE FREE OF
ROCKS, CLODS, STICKS AND GRASS. MATS/
BLANKETS SHALL HAVE GOOD SOIL CONTACT.

3. LAY BLANKETS LOOSELY AND STAKE OR
STAPLE TO MAINTAIN DIRECT CONTACT WITH

ISOMETRIC VIEW

NOTES:

TYPICAL SLOPE 

THE SOIL. DO NOT STRETCH.

3
' (

1
m

)

6
' (

2
m

)

MATS/BLANKETS SHOULD
BE INSTALLED VERTICALLY
DOWNSLOPE.

2
:1

 S
L
O

P
E

3
' (

1
m

)

1 1/2"

STAPLES

BERM

TAMP SOIL OVER MAT/BLANKET

2. APPLY PERMANENT SEEDING BEFORE
PLACING  BLANKETS.

12" (300mm)

12"

(300mm)

MIN. 4"
(100mm)
OVERLAP

12"
(300mm)

(40mm)

EROSION CONTROL MAT FOR SLOPE INSTALLATION

D

GENERAL NOTES:
1. FOR LEGEND AND ABBREVIATIONS SEE SHEET C1.0.

2. FOR EROSION CONTROL PLAN AND NOTES SEE SHEET C5.0.
3. FOR NOTES SHOWN THUS, "     ", SEE SHEET KEY NOTES, THIS SHEET.
4. CARE SHALL BE TAKEN TO PROTECT EXISTING IMPROVEMENTS TO

REMAIN.

5. LAND DISTURBING ACTIVITIES SHALL NOT TAKE PLACE PRIOR TO
INSTALLATION OF EROSION CONTROL MEASURES.

6. ALL DEMOLISHED/REMOVED MATERIALS IN THIS IN THIS CONTRACT

BECOME PROPERTY OF THE CONTRACTOR AND SHALL BE DISPOSED
OF IN AN APPROPRIATE MANNER AT AN APPROVED LOCATION.

7. ELEVATIONS REFERENCED TO NAVD88 DATUM.

2

TEMPORARY EROSION BALE DITCH CHECK

14"
Nom.

18"

Nom.

4"

Nom.

FOR SCOUR PROTECTION USE:

EROSION MAT FOR CHANNEL

LINING.  LAP MAT UNDER

UPSTREAM BALES AND SECURE

FABRIC WITH WOOD STAKES AT

3-FOOT INTERVALS.

BOTTOM ELEVATION OF END BALE

SHALL BE EQUAL TO OR

GREATER THAN TOP OF LOWEST

MIDDLE BALE.

STAGGER JOINTS BETWEEN

ADJACENT ROWS OF BALES.

SECTION A - A

PLAN VIEW

FRONT ELEVATION

STAKES DRIVEN FLUSH WHEN

SOIL CONDITIONS PERMIT

WOOD STAKES (2 PER BALE)

NOMINAL 2"X2"X30" MIN.

LENGTH OR EQUIVALENT

ALL DIMENSIONS

NOTE:

ARE APPROXIMATE.

EMBED BALES

SLOPE VAR.

B

TYPICAL BIO-FILTER CROSS SECTION

Wrap All Filter Media

in Filter Fabric
6" Perforated PVC w/filter sock (see plan)

6" Pea Gravel Minimum

3.0' Min. Engineered Soil

shall be SP-SM in texture with

 adequate organic material

(compost) to support plant life.

Media shall have an infiltration

rate  of 3.6 to 6.0 in/hr.

4 (min.)

1

6" CO at end of

perforated pipe

4' wide filter fabric covering

length of perforated pipe

Width Varies (see plan)

Plant Bio-Filter with native shrubs, trees, and/or wild

flowers. (Live plants, not seed), select min. 12 types of

plants. 1 plant clump per 9 sq. ft., 3' o.c.  Cover soil w/

2-3" of river rock landscaping stone. 0% slope in all

directions.  All plant material shall be salt tolerant, and

able to withstand temporary inundation.

F
BMP OUTLET STRUCTURE

E

12" OUTLET INV.=762.41

OUTLET STRUCTURE

12" DRAIN BASIN W/DOMED GRATE

RIM= 769.30

INV.= 762.00 (12" OUT)

BOTTOM OF DRAIN BASIN

ELEVATION 759.00

NYLOPLAST 12" DRAIN BASIN

OR EQUIVALENT

3.0'
FILL BOTTOM 18" OF SUMP

WITH CONCRETE

2" CIRCULAR ORIFICE

CUT IN SIDE OF

BASIN.  INV.=768.50

SCALE: N.T.S.

FILTER FABRIC

El.= 767.50

MULCH LAYER

El.= 764.50
PEA GRAVEL

3.0' ENG. SOIL

BIO-FILTER CONSTRUCTION SEQUENCING AND OVERSIGHT

- A person trained and experienced in the

construction, operation and maintenance of

infiltration devices shall be responsible for

construction of the device. The following apply:

1. Construction Site Stabilization -

Construction site runoff from disturbed areas

shall not be allowed to enter the bioretention

device. Runoff from pervious areas shall be

diverted from the device until the pervious

areas have undergone final stabilization.

2. Suitable Weather - Construction shall be

suspended during periods of rainfall or

snowmelt. Construction shall remain

suspended if ponded water is present or if

residual soil moisture contributes

significantly to the potential for soil

smearing, clumping or other forms of

compaction.

3. Compaction Avoidance - Compaction and

smearing of the soils beneath the floor and

side slopes of the bioretention area, and

compaction of the soils used for backfill in

the soil planting bed, shall be minimized.

During site development, the area dedicated

to the bioretention device shall be cordoned

off to prevent access by heavy equipment.

Acceptable equipment for constructing the

bioretention device includes excavation

hoes, light equipment with turf type tires,

marsh equipment or wide-track loaders.

4. Compaction Remediation - If compaction

occurs at the base of the bioretention device,

the soil shall be refractured to a depth of at

least 12 inches. If smearing occurs, the

smeared areas of the interface shall be

corrected by raking or roto-tilling.

5. Placement and Settling of Engineered Soil -

The following apply:

a. Prior to placement in the bioretention

device, the engineered soil shall be premixed

and the moisture content shall be

low enough to prevent clumping and

compaction during placement.

b. The engineered soil shall be placed in

multiple lifts, each approximately 12

inches in depth.

c. Steps may be taken to induce mild

settling of the engineered soil bed as

needed to prepare a stable planting

medium and to stabilize the ponding

depth. Vibrating plate-style compactors

shall not be used to induce settling.

6.  Refer to Erosion Control Plan for methods to protect

    the engineered soil.

7. Planting - The entire soil planting bed shall

be mulched prior to planting vegetation to

help prevent compaction of the planting soil

during the planting process. Mulch shall be

pushed aside for the placement of each plant.
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Community Development Department 
Plan Commission Staff Report 

February 16, 2012 
 

Agenda Item F.3.  Province Terrace Office Suites, 1427 Province Terrace, Parcel 7-
00050-03 

 
Applicant:  Province LLC 
 
Requested action: Revised Site and Landscape Plan Approval 
 
Proposed: Office Suites  
 
Location:  1427 Province Terrace 
 
Existing Zoning: C-3 Business and Office District  
 
Surrounding Zoning: C-3 Business & Office District (North, South & West); R-1a Low 

Density Single-Family Residential (East) 
 
Existing Land Use: Partially Completed Office Building 
 

  
1. General 

In 2006, Plan Commission approved the site plan for offices at 1427 and 1429 
Province Terrace.  Prior to completion of the buildings and site improvements, 
the original developer halted development, and the property was eventually 
foreclosed on by Anchor Bank. 
 
The property was later divided by CSM, of which the northern site (1429 
Province) was acquired by Salon Eternity, who submitted a revised site plan to 
Plan Commission on 2010, which was approved and improvements are nearing 
completion. 
 
Scott Dewitt, owner of Province LLC acquired the southern site (1427 Province), 
which he is finishing into three office suites that will be leased.  He has 
submitted this revised Site and Landscape Plan to the Plan Commission for 
review and approval. 

 
 



 
2. Site Layout 

This site is zoned C-3 Business and Office District.  The existing structure 
conforms to the minimum setback requirements in the C-3 District.  
 

3. Site Access and Parking 
Proposed access for the site for both pedestrian and vehicular traffic will come 
from Province Terrace; the site also has access from the property to the north 
(Salon Eternity) where cross access easements are in place for the parking lot.  
As presented, the revised site plan provides a pedestrian sidewalk connecting 
the building to Province Terrace on the south end of the parking lot. 
 
There is 4,922 square feet of office space; the code requires at least one parking 
space for each four hundred square feet of publicly used floor area.  This would 
constitute a minimum of 13 parking stalls being provided.  25 stalls, including 
two handicap, are provided in their entirety on the site.  Another two are shared 
with the neighboring property.  An additional four stalls (8 total with neighboring 
property) are proposed on the east side of the parking lot.  Stall dimensions and 
aisles comply with minimum city standards, and also match the existing parking 
pattern of the Salon Eternity development. 
 

4. Site Grading, Drainage, Stormwater Management, Erosion Control, and Utilities 
The site is gently sloped, and drains to the east and south, where drainage 
easements are in place.  The parking lot drains to a catch basin that drains to the 
city’s storm sewer no Province Terrace; a gap is proposed in the center 
landscape island to allow for proper drainage of the parking lot to this catch 
basin inlet. 
 
Plans for erosion control and stormwater management were previously 
submitted and approved by the Public Works/Engineering Department.  Sanitary 
sewer and water are available from the Waverly Sanitary District; stormwater is 
available from the City of Menasha. 

 
5. Landscaping and Lighting 

The C-3 District calls for the installation of 20% landscaping; the proposed plan 
appears to meet this requirement.  Additional detail regarding specimen types 
and size is needed, especially for the transitional area and the parking lot 
landscaping. 
 
As the property abuts R-1A to the East, a transitional landscaping buffer is 
required.  The proposed landscape plan provides evergreen trees along with 
small shrubs along the foundation of the rear building façade, and a fence (to be 
constructed jointly with Salon Eternity) to screen the parking lot area and 
mitigate any light intrusion from parking lot traffic.  A better mixture of 



deciduous and evergreen, along with plant variety is needed to comply with the 
transitional area requirements.  In addition, as the proposed transitional area 
utilizes fencing as part of the screening, Plan Commission must approve this as a 
suitable alternative for the site. 
 
Staff’s review of the parking lot landscaping (islands and perimeter), indicate 
that the proposed site plan is very close to complying with parking lot 
landscaping requirements.  Two additional canopy trees are required between 
the parking Lot and Province terrace, along with more information on plant 
selection is required.  In particular, shrubs for the parking lot perimeter 
screening must be at least 50% deciduous. 
 
The developer has indicated he plans to replicate the parking lot lighting 
approved for the Salon Eternity Development.  Community development staff is 
expecting the full lighting plan to be submitted by the lighting contractor by the 
Plan Commission meeting. 
 

6. Architecture and Construction 
No changes were proposed to the building’s façade, which was approved as part 
of the site plan in 2006, and was constructed shortly thereafter. 
 
The dumpster enclosure is proposed for the south end of the parking lot.  
Discussions with Mr. DeWitt have indicated his desire to construct a dumpster 
enclosure to match that of Salon Eternity, while complying with the City’s 75% 
opacity requirement. 
 
There is currently no proposed location for signage, although future wall and/or 
monument signs will be needed.  Location, design, lighting and size of all future 
signage will be controlled via the city’s Sign Permit process and ordinance. 
 

7. Consistency with Zoning Comprehensive Plan 
The proposed use is consistent with the C-3 Zoning District Standards.  The 
Comprehensive Plan calls for Regional Commercial along the Province Terrace 
Corridor, of which the proposed professional office use is compatible. 
 

8. Recommendation 
Community Development staff finds that the proposed office suite is compatible 
with surrounding land uses.  The proposed Site and Landscape Plan, as revised, 
appears to comply with minimum standards set forth in the City of Menasha’s 
Site Plan requirements, contingent on the conditions outlined below being met.  
The Community Development Department recommends approval of the revised 
Site and Landscape Plan for the Province Terrace Offices at parcel 7-00050-03, 
with the following conditions: 



• Developer submits a lighting plan that is found acceptable by and 
approved by Community Development Staff, if not yet received and/or 
reviewed. 

• Developer submits final design and materials for dumpster enclosure, 
which 75% opacity and be at least 6 feet in height. 

• Developer submits a final landscaping plan to include the following: 
o Two additional deciduous canopy trees between the parking lot 

and Province Terrace 
o Revised planting scheme for the transitional area, to include a 

mix of deciduous and evergreen trees, and a greater variety of 
planting materials. 

o Parking Lot perimeter landscaping shrubs contain at least 50% 
evergreen. 

o Labeling of all planting materials, including proposed size and 
type. 

 
Prepared by:  PP Kara Homan, AICP 
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